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QUICK FACTS... ABOUT 
ANDERSEN CASEMENTS 


Section Through Jamb—Show- 


ing weatherstrip, removable 
double glazing on the inside of 
sash, and wood frame screen. 


Head Detail — Showing stand- 
ard frame in typical brick veneer 
wall. Same basic detail is used 
for all types of construction. 


Jamb Detail— Note plaster 
reveal finish in place of wood 
trim. Either can be used with 
same frame detail. 


Sill Detail — Weatherstrip is 
applied to sash at sill. Note 
special step sash construction 
that prevents sticking, binding 


€ ONLY 
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DONT FORGET YOU BUY WINDOWS 
ONLY ONCE FOR YOUR HOME — AND 
YOU'LL NEVER FINISH PAYING FOR 
POOR ONES -IN HEAT LOST, IN REPAIR 
BILLS, IN DISCOMFORT. YOU JUST 

CAN'T AFFORD POOR WINDOWS 
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AFFORD POOR WINDOWS- 


FOR TRUE LIFETIME ECONOMY...SPECIFY 


‘Gndersen COMPLETE WINDOW UNITS 


^ 
(oo building practice dictates certain 
fundamentals based on sound common 
sense. Every good architect and builder 
knows that there should be no skimping 
in foundation or wall construction. After 
all, they're built to last. But, one of the 
most vulnerable parts of any wall is its 
windows. That is why it is so important 
to buy the best. Your client can replace 
a roof, modernize a bathroom, install a 
new furnace, but once the house is built, 
it is expensive to install new windows. 


Poor Windows — A Poor Investment 


Besides, inefficient windows are a con- 
tinual source of trouble and expense. 
Frames that leak air and water, sash that 
rattle and stick are a poor investment no 
matter what the price. Money spent in 
insulation and weathertight construction 
must be protected with good windows. 
An insulated wall with poor windows 
is little better than no insulation at all. 


That architects and builders realize this 
fundamental truth is shown in the definit 


trend to Andersen Complete Window Units 


Andersen window frames (with their 
weathertight wide blind stop and famous 
locked sill joint) are not just “‘set in" the 
rough opening. They actually become 
part of the wall because they are nailed 
to and overlap the studding, assuring à 
weathertight joint. 


Andersen sash, in both Casement ani 
Narroline (double hung) are precision 
fitted, completely weatherstripped, ani 
have "A" Quality glass bedded in putty. 
All Andersen Window Units are chem 
cally protected against termites and deca) 
according to highest industry standards 

Andersen Complete Window Units. 
for modern “tight” construction, à 
installed with a minimum of time ani 
labor. Write today for free set of com- 
plete details. Address Dept. ABI? 
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Liberty—or Stateism? 


(4 Q'TATEISM" is a word[that/ is'coming 
into use to designate the political 

and economic system that prevails in 
Germany, Italy and Russia. It is impor- 
tant Americans should learn (1) that the 
system in these countries is the same, and 
2) what it is and how it works. For the 
greatest issue being fought over in almost 
every country, including our own, whether 
in peace or war, is, stateism versus liberty. 
For years it was claimed that Commu- 
nism in Russia and Naziism in Germany 
were utterly different and incompatible. 
But when the present war began Stalin 
and Hitler had no difficulty in combining 
to divide eastern Europe between them, 
because they represented the same sys- 
tem, stateism— which is simply the con- 
centration in the government—i.e., the 
state—of all power over all the people and 
all property. In Russia the state owns and 
manages virtually all property; in Ger- 
many, even in peace, the state absolutely 
controls the use of all property that it 
does not own; and in neither has the 
citizen the slightest freedom of speech or 
action as respects any government policy. 


> definite 
" »- OW is this issue of stateism versus 
th their liberty being presented in the United 
| famou: States? By efforts to establish a so-called 
Lin" the "planned economy." These efforts were 
become made before the war in Europe began 
'e nailed upon the ground that a ''planned eco- 
suring à nomy”’ here would benefit most of our 
people in time of peace; and they have 
, been increased sínce the war began upon 
à the ground that we should have more 
pec "planned economy" to help prepare us 

ved, and for war. 

n putty. And what is 'planned economy?" As 
e chem: being promoted in this country it includes 
nd decay both increased government control of the 
andards. management of privately-owned property 
Units and increased government ownership of 
p property. A.A. Berle, Jr., assistant secre- 

ime and 

of com- 

AB119. = = 
SIMMON 
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tary of state, and one of the principal New 
Deal advocates of a “planned economy,” 
said recently: ‘‘The government will have 
to enter into the direct financing of activi- 
ties now supposed to be private * *i* Over 
a period of years the government will come 
to own most of the productive plants of 
the United States." This policy already 
is being carried out in numerous fields— 
even in the housing field, for example, by 
the government's building large amounts 
of housing with the taxpayers’ money, 
and renting it at less than cost. 


OW does that affect liberty? The 

more government takes control of 
the use of privately-owned property the 
more it restricts the freedom of private 
enterprise; the more it becomes the owner 
of property the more it restricts the field 
of private enterprise; and it is the experi- 
ence of every country that the more 
government thus increases its power the 
more it restricts the citizen's liberty of 
speech and action. 

If the people of the United States should 
be drawn into war, it would be upon the 
pretext that they must help the British 
and French defend liberty against state- 
ism. But why first, for purposes of either 
peace or war, sacrifice liberty by establish- 
ing stateism here at home—and then go 
to war to protect liberty from stateism 
abroad? 

The way for the American people most 
certainly to avoid becoming such slaves 
of their governments as the Germans, 
Russians and Italians are is to resist every 
effort of our government to increase its 
control of industry or its ownership of 
property. 
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‘INCOR’ BREWERY FLOOR PLACED IN COLD WEATHER; 
STRONGER, LONGER-WEARING, DUST-PROOF CONCRETE 


EMPERATURES hovered around freezing, when Pilsen 

Brewing Company’s Chicago rack-house floor was re- 
placed last February. Saturday and Sunday, the old floor was 
torn out. Monday, Armstrong Cork Company placed a 3-in. 
layer of cork. Tuesday, 2'%-in. of ‘Incor’ concrete (mixing 
water heated) was placed; followed by %-in. ‘Incor’ mono- 
lithic topping. 


Floor was finished late Tuesday night. Temperatures inside 
the rack-house were about 40°, and warm water was used in 
curing the concrete. Early Friday morning the new floor was 
in use. Smith, Brubaker & Egan, Engineers and Architects; 


Kalman Floor Company, Contractor. 


Typical of 3-way 'Incor' saving: (1) ‘Incor’ cures thoroughly 


in one-fifth the usual time—a big help in assuring stronger, 
denser, non-dusting concrete; (2) ‘Incor’ cuts heating costs, 
protects against freezing; and (3) concrete is ready to use days 
sooner—no business tie-ups. 

Figure these advantages on cold-weather work. You'll find 
it pays, and pays well, to use 'Incor'*—the 24-hour Portland 
cement with a 12-year record for long-time, expense-free serv 
ice. Write for copy of “Cold-Weather Concreting.” Lone Star 
Cement Corporation, Room 2233, 342 Madison Avenue, 
New York. *Reg. U. S. Pat. Of 
Sales Offices: ALBANY, BIRMINGHAM, BOSTON, CHICAG' 
DALLAS, HOUSTON, INDIANAPOLIS, JACKSON, MISS.; KANSAS 


CITY, NEW ORLEANS, NEW YORK, NORFOLK, PHILADELPHIA 
ST. LOUIS, WASHINGTON, D. C. 


LONE STAR CEMENT CORPORATION 


MAKERS OF LONE STAR CEMENT * * * ‘INCOR’ 24-HOUR CEMENT. 
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“Labor” and the Anti-Trust Probe 


increasing monopolies in building, this publication 

stated in its August issue, “The Building Industry 
Wants the Truth” and went on to say that all would wel- 
come the Department of Justice’s anti-trust action against 
building industry restraints, if honestly and intelligently 
arried out against all kinds of restraints, including labor 
acketeering and politically controlled building codes. 


I: reference to the current federal drive against cost- 


Accordingly, it was with intense interest and satisfac- 
tion that the American Builder editors listened to the 
address of Corwin D. Edwards of the U. S. Department 
of Justice on Oct. 10 before the Fall meeting of the 
Chicago Building Congress. The full text of this state- 
ment is presented on the pages immediately following. 

Mr. Edwards has certainly made a complete and fear- 
less survey of the entire range of everything known or 
imagined in price fixing, collusion and racketeering in the 
building world. He did not side step when challenged by 
powerful dealer or manufacturer combines nor did he 
pull his punches on union labor rackets or contractor 
rings. His statement shows that he and his investigators 
know their stuff. 

But the question now is, will the Justice Department 
be permitted to go ahead and do the thorough and fear- 
less job that Mr. Edwards and his chief, Assistant At- 
torney General, Thurman Arnold, have outlined. United 
Press dispatches from Washington dated Oct. 24 quote 
Attorney General Murphy as saying that the Depart- 
ment's investigation of the building industry "is not di- 
rected against labor and is not going to be"—this fol- 
lowing a conference of “more than an hour” with William 
Green, President, and John P. Coyne, head of the Build- 


ing Trades Division, of the American Federation of 
Labor. 


A Whitewash? 


While this looks suspicious, indicating that labor poli- 
tics is going to be permitted to intervene, still there is a 
hopeful side which this publication would like to con- 
sider before branding this a “whitewash.” Corwin 
Edwards in his statement listed three sorts of restraints 
that "the leaders of certain building trades unions, in some 

ties, have engaged in." These restraints are widely 
known and just as widely deplored. They can not be 
waved aside, denied and dismissed. The building indus- 
try doesn't want any whitewash, but favors this Depart- 
ment of Tustice house cleaning, if it can have confidence 
it will be a thorough one. 


In regard to "Labor," Mr. Edwards said: 


“In the case of labor, as in the case of dealers, contractors, and 
sub-contractors the situation differs from one city to another. 

"But in some cities the leaders of certain building trades unions 
have engaged in three sorts of restraints. First, they have used 
their control of the union to set up rules that pervert organized 
labor groups into strong-arm squads which enforce restraints in 
the interest of sub-contractors and dealers in building materials 
The withholding of labor from independent employers, in spite 
of their willingness to deal with the union and to observe union 
wages, hours, and working conditions, is the most conspicuous 
means employed. Second, certain racketeering business agents 
have enriched themselves by collecting private graft in the form 
of strike insurance; in extreme cases they have even let those who 
pay such graft ignore the union wages, hours, and working con 
ditions which must be observed by other employers of union labor. 

“Third, some business agents have enforced a series of union 
regulations designed, not to insure reasonable wages, hours, and 
working conditions, but to prevent the introduction of modern 
construction methods and thereby to require that an unnecessary 
number of hours of labor be used upon each building. Some oí 
these regulations prohibit the use of new materials, particularly 
of those which have been fabricated in a shop rather than at the 
building site; some prohibit the use of new and more efficient 
tools; some require that the building itself shall be constructed 
to unnecessarily elaborate specifications ; some conceal, under regu- 
lations as to the composition of the work force, a requirement 
that unnecessary labor be hired." 


Or a Pledge to Be Good? 


Now, since this triple indictment states clearly facts 
that are known to all building industry men, it does not 
seem reasonable that it could be successfully “laughed 
off" in Washington. Perhaps this highup Washington 
conference took another slant—and this is what this 
publication will hold to until the opposite is proved—per- 


` haps the building industry labor leaders have agreed, in 


advance of further investigation and prosecution, to abate 
the nuisances complained of. That certainly would be a 
great victory, though an unsung one, for the anti- 
monopoly building drive! 

Mr. Edwards said: 

"Even the preliminary investigations by the Depart- 
ment of Justice have led, in certain cases, to the abandon- 
ment of certain collusive practices, the dissolution of 
certain bidding rings, and the lowering of certain prices. 
It is believed that the majority of the industry will take 
advantage of the opportunity offered by the Department's 
broad attack to set its own house in order." 

Perhaps "labor" is putting itself above reproach in 
advance of further Department of Justice action. We 
hope so. 
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Government Explains Anti-Trust Drive 


Nationwide Attack Gets Under Way to Correct 
Alleged Monopoly Practices in Building. 
Is Set at Complete Restoration of Competition 
without Restraints; Warn of More Government 
Housing If Present Program of Action Fails 


Prosecution Against Manufacturers, Distributors, 
Dealers, Contractors and Labor Outlined; Con- 
centrated So Far in Eight of the Larger Cities 


By CORWIN D. EDWARDS" 


U. S. Department of Justice 


N OCTOBER 3, the Department of Justice an- 
Ó nounced the first of a series of grand juries 
called to investigate complaints of violations of 
the anti-trust laws in the various industries and trades 
which construct buildings or supply building materials. 
Chicago was named as one of the eight cities in which 
grand juries are either now sitting or will shortly be 
called. The others mentioned are Cleveland, Detroit, 
St. Louis, Pittsburgh, San Francisco, Los Angeles, and 
Seattle. Additional grand jury investigations will be 
announced from time to time hereafter. 
My purpose is to tell why this investigation has been 
started, the nature of the practices which are being 
investigated, and what we hope to accomplish. 


The Purpose of the Proceedings 


The broad purpose which has led to this investigation 
is to bring the construction industry back to the high 
level of activity and employment which it attained during 
the 1920’s. Today a part of the nation’s construction 
is directly subsidized by such agencies as the United States 
Housing Authority and the Public Works Administration 
and another part is financed on unusually favorable terms 
through the Federal Housing Administration. Never- 
theless, with all the building which is receiving public aid 
included, the construction industry has reached only about 
two-thirds of its former peak volume and residential con- 
struction is well below half of its former peak. 

We all know that the public and industry must suffer 
from this idleness. The industry suffers from top to 
bottom. Manufacturers of building materials must do 
business on the basis of 30, 40, 50 or 60 per cent of their 
capacity to produce. Distributors must scramble for an 
equally limited market. Contractors and subcontractors 
must struggle for enough jobs to maintain their organi- 
zation. Labor must try to earn enough in five or six 
months of employment to support a family throughout 
the year. Each of these groups attempts to meet its 
burden by dividing up the available work or by charging 
enough to make expenses, even on the limited amount 
of work available. But such attempts do not solve any- 
body’s problem; they merely decide what proportion of 
~ ©The text of this article is a statement on “Anti-trust Action and American 


Housing” as presented by Mr. Edwards before a recent meeting of the 
Chicago Building Congress 


Goal 


Chicago Times p! 


CORWIN D. EDWARDS 


the total cost of idleness shall be borne by each group 

Other industries suffer, too, from stagnant construc 
tion. Between 1919 and 1935 the construction industry 
used about 15 per cent of all the products made in 
United States and at its peak produced nearly 15 per cent 
of the total national income. Its peak employment wa 
2,400,000 persons, not counting the employment oí : 
large industries whose products it consumed. To reduc 
the size of such a great industry by one-third is neces 
sarily to hurt every industry which sells to it or to its 
employees. The unemployment of men and the idlenes 
of business concerns in construction are a major obstacle 
to prosperity in the United States. 

The standard of housing in the United States is miser- 
ably low because residential construction has not been 
meeting the needs of the American people. About 4,000. 
000 dwelling units—16 per cent of the total number in 
the United States—are regarded as unfit for human 
habitation. With all the public aid now available for 
housing, our rate of residential construction in 1938 was 
barely sufficient to care for the growth of population. It 
contributed scarcely at all to the replacement of thes 
substandard houses. The nation's minimum need for new 
houses has been estimated by the Temporary National 
Economic Committee as about 525,000 housing units 
per year and by the National Resources Committee as 
900,000. Yet we produced in 1938 only 345,000 units 
at least 180,000 too few, according to the lower estimate 
of our needs, and less than half of what we need accord 
ing to the higher estimate. 

The whole problem has become more acute because oi 
the war in Europe and the dangers which this war neces- 
sarily creates for the United States. Between 1914 an 
1918 capital and labor were so diverted from the construc 
tion of dwellings that by the end of the war our housing 
shortage was one of our greatest problems. In 1914, how 
ever, we started without a handicap. If there should lx 
a similar development in the next few years it would start 


ri 
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from a ten-year accumulated deficit of houses, which is 
jready a major national problem. It is peculiarly im 
rtant, therefore, to do what we can to make up this 
cit in whatever time may be left before the economic 
tresses of the war in Europe distort our own economic 
tem. 

3 [he construction industry's failure to produce the 
houses which the American people need is largely due to 
fact that housing costs are too high. In 1936 only 
15 per cent of the houses built were intended to be sold 
for as little as $4,000. Yet the T.N.E.C. recently brought 
ut the fact that 52 per cent of the city families in the 
United States cannot afford either to buy or to rent 
houses which cost more than $4,000. "The shortage of 
ees and the opportunity to expand the residential 
construction market lie in this low-price area. If the 
of half the American people are to be satisfied, the 

of houses must come down. 

[his is the problem with which we have to deal. Insofar 
is restraints of trade which affect building contribute to 
the maintenance of building costs, they enhance directly 
the industry's failure to meet the public's pressing need 

houses and thereby to re-establish itself upon a 
sperous basis. 


The Scope of Action 


[hat cost-raising restraints abound in the building in- 
try is notorious. Indeed the present investigation is 
response to complaints about this industry which have 
e to the Department in large numbers from more 
ed groups and more persistently than in the case of 


vac LATE DEVELOPMENTS ON VARIOUS FRONTS 
the OF U.S. BUILDING MONOPOLY DRIVE 

was ® Chicago, Cleveland, Detroit, St. Louis, Pittsburgh, 
the San Francisco, Los Angeles and Seattle are the first 
luce | eight cities scheduled for grand jury consideration 
ces | of building restraints. Other cities to be included as 
r «a | investigation gets into full swing. 

tacle 

9 Washington, D.C., was recently the scene of the 

iser- first indictment returned in the Justice Department's 
bee national campaign against alleged restraints of trade 
00 in the building industry. One labor union and five 
bbe: labor union officers and representatives were named, 
er | and the Drivers, Chauffeurs and Helpers Union was 
- | chargd with conspiracy to restrain trade in building 
t$ | materials used in the District of Columbia. 
these | 

or | 9 The Department of Justice has stated that the 
gar | widespread anti-trust proceedings are to cover all 
"apa | building restraints imposed by various groups, in- 


—- | cluding labor, contractors, heavy industries, local 
| | officials and ordinances. 


mate 

cord- | 

a | ® Based on the contention that five members and 
» Pa | the secretary of the Cleveland Plastering Contrac- 
| and | tors Association had increased their bids on school 
struc | jobs to finance their association, these men were 
using | recently convicted of defrauding the United States 
how Government by collusive bidding on school repair 
ld be contracts financed by federal funds. 

start 
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any other industry investigated in recent years. Among 
the complainants have been owners and prospective own- 
ers of houses, members of the rank and file of labor 
organizations, officials of labor organizations, sub-con- 
tractors, contractors, architects, real estate dealers, dis- 
tributors of building materials, manufacturers of such 
materials, and public officials administering local, state, 
and federal housing programs. In one city, separate 
requests for investigation and action under the anti- 
trust laws came from the principal association of business 
men engaged in the building trades and from the central 
organization of building trades unions. In another city, 
the Chamber of Commerce requested the Division to 
investigate, making the charge that restraints upon build 
ing were worse than anywhere else in the United States 
and had brought new construction to a standstill. The 
annual convention of the American Institute of Architects 
recently adopted a resolution which formally endorses the 
Department's investigation. The general agreement that 
anti-trust action is needed to end restraints has been 
unparalleled in the experience of the Department with 
investigation of restraints of trade in other industries. 

One or two isolated prosecutions would not be sufficient 
to deal with the situation described in these complaints. 
Experience with past cases has shown that to correct some 
isolated practice does not do much to the cost of building 
and leaves the industry still so shackled that even the 
group which has been prosecuted often relapses into its 
old ways of doing business. Only by a consolidated 
attack upon all the restraints can we affect housing costs, 
and only thus can we give individuals and groups a 
chance for vigorous competition. 

Accordingly the Department’s program of investiga- 
tion and prosecution is planned to cover the entire build- 
ing industry. It includes the manufacturers and dis- 
tributors of various building materials and the local deal- 
ers, contractors, sub-contractors, and labor groups of 
cities throughout the United States. The various grand 
juries will sit as nearly at the same time as can be man- 
aged. The objective will be not prosecution for its own 
sake nor the selection of a few individuals or groups to 
be blamed for the troubles of the whole industry, but 
the simultaneous removal of restraints so that there 
may be a free field for building. 


What Preliminary Investigations Show 


Preliminary investigations preparatory to the calling 
of grand juries have already been made on a wide scale. 
The practices found in the industries manufacturing and 
distributing building materials differ according to the 
circumstances of each particular industry. In general 
they take the form of efforts to fix prices and efforts 
to exclude new enterprises and new ways of doing busi- 
ness. Sometimes an attempt is made to avoid illegality 
by setting up a price-fixing scheme in the form of a 
system of patent license agreements or agency contracts. 
Sometimes an industry divides the available market or 
unites to make all sales through a joint selling organiza- 
tion. Sometimes a high level of fixed prices is attained 
by the general adoption of pricing formulae such as 
basing point systems. For present purposes the devices 
do not matter. They are alike in their attempt to keep 
building material prices high. Some of the most success- 
ful of these schemes resulted in prices which were de- 
cidedly higher in 1937 than they had been in 1929. 

The efforts to shut out new ways of doing things have 
been of several kinds. Sometimes improved building 
materials have been kept off the market because they were 
cheaper. Sometimes low cost distributors have been 
denied the opportunity to buy goods, and manufacturers 

(Continued to page 88) 
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$4,000 to $5,000 
Houses Sell Best 
in Charlotte, N. C. 


North Carolina Builder Finds Best 
Market Is in Lower Priced Group. 
Crosland Erects 10 Units at a Time. 


HARLOTTE, N.C., is a busy industrial city 
( which has enjoyed a considerable volume oí 

construction in recent years. A large part of the 
residential building has been in higher priced homes 
but the tendency is now towards houses in the $4,000 to 
$5,000 class which can be purchased by persons able 
to pay in the neighborhood of $30 a month. 

In this price range one of the most successful develoy 
ments is the new Woodale Road development of John 
Crosland. Many factors contribute to the success oí 
this development, but according to Mr. Crosland, the 
selecting of a house in the proper price range is the 
most important 

An earlier Crosland development, Club Colony, was 
priced in the $6,000 to $8,000 class. This was largely 
completed last year, and in his new development 
Crosland decided to specialize in the $30-a-month 
bracket. The manner in which these houses have sold 


FIVE CHARMING HOMES 
NOW OPEN FOR INSPECTION 
ON WOODALE ROAD! 


Located Half Block From Corner of W. Boulevard & Mint 8. 


CAN BE BOUCHT FOR AS 
LITTLE AS $450 TO $550 CASH! 


Balance Around $31 Per Month 


Including Taxes and Insurance. 
Drive by and see these homes. You will be amazed at the 


at such low prices. 
nade trees everywhere. 
emarkable home offer. 


charm and original design of each 
Excellent lot elevations and gorgeous 


AT HOUSE & HOME EXPOSITION 


The JOHN CROSLAND CO. 


BUILDERS—DEVELOPERS 


113 EAST 4th ST. PHONE 3-934 


FOUR typical small homes in John Crosland's Woodale Road devel 
opment, Charlotte, N.C. Typical floor plan and elevations are shown 
opposite. Advertisement above features $450 cash, $31 per month 


lop- 
ohn 
| of 
the 
the 


was 
gely 
nent 
nth 
sold 


devel- 
shown 
nonth. 


37 


“TRUCOST” ESTIMATING FIGURES 
FOR THIS HOUSE: Trench Walls, 186 lin 
ft.: Excavation per ft. deep, 55 cu. yds.; Out 
side Walls, 21.00 sqs.; First Floor, 11.90 sqs. 
Ceiling, 11.90 sqs.; Roof Pitch, 7" rise per 
ít run; Roof, 14.00 sqs.; Hips and Valleys, 
4 lin. ft.; Cornice, C F, 144 lin. ft.; Par 
tions, 164 lin. ft.; Inside Finish OS Walls. 
130 1 ft.; Front and OS French Doors, 2 
pg Rear and Grade Doors, 1 opg.; Inside 

s and Cased Opgs., 13 opgs.; Window 

Casements, 12 opgs.; Gable Sash and 
I ers, 2 opgs.; Chimney, 25 lin. ft.; Porch 
Floor, 1.55 sqs.; Porch Ceilings, 1.27 sqs 
Porch Beam, 47 lin. ft.; Porch and Balcony 
Post and Newels, 14; Porch Roof, 2.00 sqs.; 
Porch Cornice, 52 lin. ft.; Porch and Deck 
k 2 lin. ft. 


has more than justified his analysis 

f the market. 

The Woodale Road development 
is on the outskirts of Charlotte, in 
a rolling, heavily wooded section. 
Crosland has retained as far as pos 

ible the natural beauty of the set 

g, and this is an important factor 
n its appeal to the public. The 
jouses are set far back from the 

ad on large wooded plots. The 
arge trees and attractive setting 
would compare favorably with 
iouses at double the price. 

In his construction methods, and 
n the manner in which he or 
ganizes the work, however, Cros- 
land follows a practical economical 
procedure that makes it possible to 
keep the selling price within reach 

f his goal—the $30-a-month rent 

He has organized his job 
ently on the basis of building 
houses at a time. He has gath- 

together a crew of skilled 
workers who turn out more than 
he average volume of work in re- 
turn for the steady jobs and fair 
wages he pays. 

In order to control the character 
jf his development, Crosland re- 
tuses to sell vacant lots. He will 
sell a lot only with a house upon it. 
He plans his own houses, selects 
the equipment and handles the en- 

: work entirely within his own 
organization. 

Crosland has had a wide and 
somewhat varied experience in the 
building line, at one time having 
been actively engaged in the retail 
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DETAILED drawings show typical Crosland plan followed with variations. 


‘umber and material business in Charlotte. He says that features are: Huttig sash and doors, Standard plumbing 
hile the building of homes has its share of headaches fixtures, Round Oak winter air conditioning furnaces, 

is by far the most interesting job of any. He believes Westinghouse circuit breakers, Johns-Manville asphalt 
hat each element in the industry should specialize in shingles. He has developed a floor plan that is adaptable 
ts own work. “It is a terrible mistake," he said, “for to use either with or without a basement furnace. [n the 
ne lumber dealer to go into the building business." He lower priced houses a Duotherm oil burning heater is 

inted out that each is a specialized work calling for the located in the central hall. Openings from the central 


‘ull effort of an individual. 


hall to the individual rooms permit free circulation oí 


Mao H . . rg > 

H iving built more than 100 houses in the past two — warmair. This central hall arrangement is also adaptable 
cars, Crosland has proved the value of quality materials for use with a pipeless warm air furnace located in the 
and construction methods. Included in the products he basement. 
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Schmidt Co. 
Boosts Sales 
with Proper 


Planning for 
Narrow Lots 


Cos gt 


SIX generously proportioned rooms are laid out with a minimum of waste space in 
this 24 by 36 foot narrow lot house planned and built by Frank A. Schmidt Company, 
Chicago. The exterior is of common clinker brick with Lannon stone chimney and trim. 


ECENT trends have been away from the use of 
narrow city lots for home building, due to FHA 
stipulations on the use of wider frontage, the de- 

sire for more light and air and the more reasonable prices 
now asked for vacant as compared to those of ten years 
ago. Nevertheless there is still the problem of what to 
do with a large number of single narrow lots which were 
purchased some time back. Many of these are located 
in such a manner as to make redividing impossible, so 
there is once again a demand for good workable arrange- 
ments which combine compactness, low cost and, at the 
same time, allow plenty of light and air, even on narrow 
lots. To properly plan such a house requires particular tal- 
ents which as yet have not widely been turned to this prob- 
lem, although much has been done to improve duplexes 
and row houses as a solution to narrow lot utilization. 

An exceptionally good example of what can be done 
along these lines is found in the houses now being planned 
and built by the Frank A. Schmidt Company of Chicago. 
This firm is reported to have the largest built-to-order 


RIGHT: This Schmidt narrow lot house has been found extremely 
economical to build and, as indicated in the plans directly opposite, 


combines many good features of interior room arrangement. 


“TRUCOST” DU» FIGURES FOR THIS HOUSE: Base 
ment Walls, 122 lin. ft.; Trench Walls, 16 lin. ft.; Basement Floor, 573 
sq. ft.; Excavati n +. ft. deep, 29 cu. yds.; Outside Walls, 19.85 sqs.; 
First Floor, 5.79 sqs.; Second Floor, with fin. fig., 5.45 sqs.; Ceiling, 5.79 
sqs.; Roof Pitch, 4" rise per ft. run; Roof, 8.20 sqs.; Hips and Valleys, 
80 lin. ft.; Cornice, C & F, 130 lin. ft.; Partitions, 140 lin. ft.; Inside 
Finish OS Walls, 200 lin. ft.; Front and OS French Doors, t opg.; Rear 
and Grade Doors, 2 opgs.; Inside Doors and Cased Opgs., 9 of Windows 
and Casements, 19 opgs.; Chimney, 31 lin. ft.; Main Stairs, 1 earch Floor, 
.80 sqs.; Porch and Deck Rail, 30 lin. ft. 


home business in that city. So far, about 75 houses have 
been completed in the first nine months of this year, a: 
production is now geared up to two jobs a week. Most oí 
the Schmidt houses are built on narrow lots; the Schmi 
staff of engineers and architects has evolved a basic pla: 
which has the features demanded in modern houses, as is 
indicated by the volume of business now being done. The 
efficiency of the Schmidt company is not limited to plan- 
ning ; the complete facilities of selling, planning and es- 
timating, all under one roof, allow a deal to be completed 
through their office in two days. 

Schmidt employs a pricing system very similar to the 
basic idea of TruCosting. After preparing the plans, the 
unit quantities are taken off and having the current cost 
of each unit, a preliminary estimate of uncanny accuracy 
can be given immediately. Careful investigation of all 
prospects has completely eliminated any loan rejections 
from FHA, 80 per cent of Schmidt's buildings being fi- 
nanced with insured mortgages. 

Two of the Schmidt narrow lot houses are shown on 
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Livine Room 


CuamBer No. { 
22.4" X M'-0* * 


15'- 4*X 14'-0* 


KITCHEN ELEVATIONS 


First FLoor PLAN SECOND FLooR PLAN 


P in rRUCOST” ESTIMATING FIGURES FOR ABOVE HOUSE 76 lin. ft.; Cornice, 4”, 120 lin. ft.; Partitions, 190 lin. ft.; Inside Finish 
t Walls, 136 lin. ft.; Trench Walls, 17 lin. ft.; Basement Floor, OS Wallis, 228 lin. ft.; Front and OS French Doors, 1 opg.; Rear and 

any ; Excavation per ft. deep, 38 cu. yds.; Outside Walls, 21.20 sqs.; Grade Doors, 2 opgs.; Inside Doors and Cased Opgs., 15 opgs.; Windows 

rim t Floor, 7.75 sqs.; Second Floor, with fin. flg., 7.75 sqs.; Ceiling, 7.75 ind Casements, 23 opgs.; Chimney, 31 lin. ft.; Main Stairs, 1; Porch Floor, 
of Pitch, 612" rise per ft. run; Roof, 10.36 sqs.; Hips and Valleys, 44 sqs.; Porch and Deck Rail, 34 lin. ft 


these pages, the one above being 24 feet over all with feet, allowing 7 feet between houses. Here again, there 


d rooms, 11⁄4 baths and breakfast nook. This house on are no waste space, long halls or dark rooms. This plan 

| foot lot leaves 6 feet on one side and 10 feet on the has rated a 90 per cent FHA loan. 

idi so that if several of these are built in a row, there Highlight features, materials and equipment for the 
ET is 16 feet between houses. It might even be placed on as larger house are as follows: 

x is 30-foot frontage, although this is rather tight. Open staircase in living room; U-shaped kitchen; rec 

n! : c house is very compact in plan, having no waste hall reation room in basement; 12-inch concrete foundation ; 
J, and all principal rooms receiving light from either 10-inch solid brick walls furred on inside and finished 
a or rear. The side entrance allows the living room with 3-coat plaster on Celotex lath, plaster on Rocklath 


, e placed across the front, with good circulation around — in interior; Hines Precision kiln-dried 12 per cent mois- 
| ir well. An efficient U-shaped kitchen is cted , ont framing; 4" USG rool above second 
r well. An efficient U-shaped kitchen is connected ture content framing; SG rock wool above secon 

breakfast nook with a plaster arch which extends floor ceiling; Wisconsin Lannon stone trim; 3-in-1 210 


the B ry Z * . 

cw full width above the range. The three bedrooms lb. Ruberoid asphalt shingles; copper-bronze painted 

" second floor are of good size with ample closets Armco gutter downspouts; bronze window screens; Im- 
es n unusual arrangement of bath facilities. Here a — perial wallpaper on all walls except 6’ tile wainscot, and 
"RU hall divides the lavatory and toilet on one side from enamel finish in baths and kitchen; red oak floors except 
all i "i. ; a “wr ^N EA — 
is id compartment having another lavatory and bath- Armstrong linoleum in kitchen and tile in baths; Sun- 
; & th a handy linen closet between. beam gas-fired winter air conditioning; Standard Sani- 
> low cost five-room house below is exceedingly ec- tary fixtures; Lightolier electric fixtures; Corbin hard- 
Um al to build, and can be placed on as little as 25 — ware; Rittenhouse door chimes. 

[8] 
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WALL SECTION 
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BASEMENT PLAN First FLOOR PLAN SECOND FLOOR PLAN - C 


RIGHT: J. C. McCarthy uses 
these wall sections to show the 
difference between cheap, ordi- 


nary construction, at left, and A 
FULLY insulated, substantial qual- , 
ity construction, seen at the right. t 
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Friends and Neighbors 
Are Trenton Builder's 
Best Salesmen — But He 
Sells Them First on 
Quality Construction, 
J Complete Insulation, 
v Low Upkeep Costs 


McCarthy Sells FULLY Insulated Homes 


“the Will Rogers of Trenton,” has built and sold 
æ more than 100 houses in his Glendale subdivision 
near Trenton, N. J., in the past three years. This fall 
his sales have been so good that he has all he can handle 
until next spring. In other words, business is booming. 
When you ask McCarthy why this is so he says, "My 
friends and neighbors sell my houses. We live right 
here among our customers, and they are our best sales- 
men." 
This is undoubtedly true, but back of the McCarthy 
smile and personality are quality construction methods 
and materials that keep the customers satisfied. 


J C. McCARTHY, whom some of his friends call 


8 Requirements for Ideal Mineral Wool Insulation 


1. High resistance to passage of heat. 
2. Fireproof—absolutely stops fire. 
3. Permanent—must outlast the house. 


Light weight—stays in place. 
Impervious to moisture. 


Vermin proof—will stay that way. 


Low in cost. 


8. Easy to install—and at same time insures 


proper thickness and density. 


Highly important is the fact that McCarthy-built 
houses are completely insulated throughout with 4 
inches of the latest type of mineral wool bats that are 
moisture-proof, fireproof, permanent. Most of the 
houses are gas heated, and according to McCarthy, a 
complete insulating job is of great importance—one ol 
the most important factors in the sale of the house. 

To demonstrate the difference in his wall construction 
from ordinary uninsulated or poorly insulated houses, 
McCarthy has built two wall sections which he puts on 
display in his model homes and which he uses in demon- 
strating the importance of a good and thorough insula- 
tion job to customers. 


J. C. McCARTHY hands key to 
young bride about to start on 
honeymoon. Says he will have 
house ready when they rotura. 
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Jecause of the importance of adequate insulation in 
determining future heating and upkeep costs, many 
builders are adopting this practical method for demon- 
strating the difference between a thorough job and a 
halfhearted one. It is made necessary by the fact that 
so much cheap, shoddy and inadequate work has been 
done and passed off on the public under the guise of 
"insulated homes." 

McCarthy further dramatizes the quality insulation 
iob he does in his own residence, where a section of 
the wall has been left exposed. Practically every custo 
mer sooner or later ends up in the McCarthy home, 
which was one of the first built in the subdivision. Mrs. 
McCarthy takes the prospect through and points out 
types of equipment, wallpaper, period colors and other 
features in helping the owner make a selection. 

Mrs. McCarthy is an important member of the firm, 
serving as secretary and treasurer of the company and 
taking an active part in handling much of the account 
ing and business end. As J. C. himself puts it, "I am 
the optimist and she's the pessimist.” They have no 
outside salesmen, interview all prospects themselves and 
sell them on the basis of a friendly, practical under 
standing of what goes into the house. They invite a 
prospect who is at all dubious to bring along any rela- 
tive who may be a builder or otherwise interested in the 
construction field to go to inspect any of the houses 
under construction. “People in this town don’t go for 
looks alone,” declares McCarthy, “they want to know 
what’s inside, and they want it good.” 


THIS thoroughly insulated McCarthy- 
built model home sold a few days after 
the opening, and is now being duplicat- 
ed, with a few minor changes. The house 
is 23'6” x 46’ overall, gas heated, and 
fully insulated with 4” superfelt bats. 
TRUCOST" ESTIMATING FIGURES FOR THIS HOUSE: Base- 
ment Walls, 120 lin. ft.; Trench Walls, 102 lin. ft.; Basement Floor, 790 
sq. ft.; Garage Floor, 220 sq. ft.; Excavation per ft. deep, 36 cu. yds.; Out- 
side Walls, 25.69 sqs.; First Floor, 8.46 sqs.; Second Floor, with fin. fig., 
46 ; Attic Floor, without fin. fig., 4.20 sqs.; Ceiling, 10.46 sqs.; Roof 


Pitch, 8” rise per ft. run; Roof, 14.00 sqs.; Hips and Valleys, 16 lin. ft.; 
t, C & F, 158 lin. ft.; Cornice, 6", 62 lin. ft.; Partitions, 218 lin. ft.; 
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129x 13? 
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Included in the quality products he uses are Weyer- 
haeuser 4-Square framing lumber and end-matched 
sheathing, Johns-Manville superfelt 4-in. mineral wool 
bats, Kohler plumbing fixtures, Bryant gas-fired winter 
air conditioning systems, Ruud hot water heaters, 
Robertson Art Tile, Keystone shower doors, Frantz 
Over-the-Top doors, Signal electric kitchen fans. 
Kitchen and bathroom walls are finished in Johns-Man- 
ville decorative asbestos Flexboard. Basement play- 
rooms use the new J-M insulating board planks with 
glazed finish and lightning concealed joint. In his con- 
struction operations, McCarthy uses two Porter Cable 
K-88 electric handsaws, to reduce cutting costs. 

McCarthy is a firm believer in word-of-mouth adver- 
tising, and the basis for that is the satisfactory perform- 
ance and low upkeep costs of the houses he builds. By 
doing a complete and thorough insulation job—and 
selling the value of this job to the public—he achieves 
low heating costs. Frequently the customer’s bills run 
considerably less than the advance estimates of the gas 
company. He gets a record of the actual heating bills 
paid by persons living in the development and shows 
them to prospective customers and further invites them 
to check the bills bv talking to the home owners them- 
selves. 

A group of the home owners in Glendale are or- 
ganized in the Glendale Civic Club, one purpose of 
which is to keep taxes down and secure further public 
improvements. McCarthy takes an active part in this 

( Continued to page 86) 
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Inside Finish OS Walls, 230 lin. ft.; Front and OS French Doors, 2 opgs.; 
Rear and Grade Doors, 2 opgs.; Garage Door B ít. wide, 1; Inside Doors 


and Cased Opgs., 20 opgs.; Windows and Casements, 27 opgs.; Gable Sash 
and Louvers, 3 opgs.; ye ikada 37 lin. ft.; Main Stairs, 1; Porch Floor, 
2.12 sqs.; Porch Ceilings, 1.55 sqs.; Porch Beam, 45 lin. ft.; Porch and 
Balcony Post and Newels, 7; Porch Roof, 2.17 sqs.; Porch Cornice, 49 lin 
ft.; Porch and Deck Rail, 6 lin. ft 
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Two Small Modern Homes 
from the Northwest 


IN his Westover development, Seattle, Wash., Hugh 
Russell, nationally known home builder, has created a 
new type of model community consisting of five-room 
moderately priced homes placed on approximately half 
acre wooded lots. The clean-cut, modern exteriors fit 
well with the picturesque setting, and floor plans take 
advantage of the rolling countryside. Smith, Carroll 
& Johanson, architects who designed the houses, have in- 
corporated many salable features in the interior arrange 
ments. 

The house shown below on this page is one of those 
planned with basement, the site dropping off to the rear, 
giving direct access to it through the garage with stairs 
leading up to the kitchen. Modern detail, as suggested in 


the fireplace sketch, is carried out in large window areas, 
many of which are placed in the corners of rooms. Eff. 
cient kitchen arrangement, good circulation throughog 
the open plan without waste space, carefully planned wal 
areas for furniture placing and ample storage facilities 
are other features. 


"TRUCOST" ESTIMATING FIGURES FOR THIS HOUSE: Tread 
Walls, 175 lin. ft.; Garage Floor, 232 sq. ft.; Excavation per ft ep, X 
cu. yds.; Outside Walls, 15.50 sqs.; First Floor, 9.35 sqs.; Ceiling, 11.6 
sqs.; Roof Pitch, 6" rise per ft. run; Roof, 14.60 sqs.; Tips and Valles 
156 lin. ft.; Cornice, C & F, 177 lin. ft.; Partitions, 148 lin. ft.; Ins 
Finish OS Walls, 124 lin. ft.; Front and OS French Doors, 1 opg.; Re 
and Grade Doors, 1 opg.; Garage Door 8 ft. wide, 1; Inside Doors an 
Cased Opgs., 14 opgs.; Windows and Casements, 16 opgs.; Chimney, 2 
lin. ft.; Porch Floor, .32 sqs.; Porch Ceilings, .15 sqs.; Porch Beam, 12 la 
ft.; Porch and Balcony Post and Newels, 2; Porch Roof, .30 sq Porc: 
Cornice, 12 lin. ft 
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use in Hugh Russell's Westover Addition of Seattle, Wash., is 

se planned with utility room instead of basement. Like the one 

posite page, however, it takes advantage of the large rolling plot 

sarage located to one side and connected to the house with a 
ay. Room sizes are generous for this type of small house, and here 

th, Carroll & Johanson have produced a very livable plan. 

Hugh Russell houses are built and equipped with the following 
Veyerhaeuser 4-Square lumber, Certigrade red cedar shingles and 
Sloane-Blabon linoleum, Armco sheet metal, Standard Sanitary 

fixtures, Montag winter air conditioning systems, Hotpoint water 

Pratt & Lambert paints, Pittsburgh glazing, Square D circuit 

Russell-Erwin hardware. 

I" ESTIMATING FIGURES FOR THIS HOUSE: Trench Walls, 226 lin. ft.; 
Floor, 190 sq. ft.; Garage Floor, 240 sq. ft.; Excavation per ft. deep, 46 cu. yds.; Out 
80 sq First Floor, 10.67 sqs.; Ceiling, 13.10 sqs.; Roof Pitch, 6” rise per ft. rur 
Hips and Valleys, 122 lin. ft.; Cornice, C & F, 214 lin. ft.; Partitions, 130 lin. ft 

OS Walls, 146 lin. ft.; Front and OS French Doors, 1 opg.; Rear and Grade Doors 
Door 8 ít. wide, 1; Inside Doors and Cased Opgs., 12 opgs.; Windows and Case 
Chimney, 20 lin. ft.; Porch Floor, 1.00 sq.; Porch Ceilings, 1.65 s Porch Beam 


h and Balcony Post and Newels, 13; Porch Roof, 1.92 sqs.; Porch Cornice, 40 lin 
Deck Rail, 9 lin. ft 
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5-Room Cottage 


with Economical 
42' x 25 Plan 
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A SIMPLE, rectangular plan makes this little Spring 


field, Mass., house economical to build. 


[he living 


room, 13'4" x 20'6", is unusually spacious, and it appear: 
even larger because of the wide opening into the 10 » 


10'6" dining room 


l'here are two good-sized bedroor 


downstairs and space for additional rooms upstairs 


Materials for this house were supplied by the Ham; 


den Lumber Co., Springfield, Mass., and it was designe 
by Architect Charles Rais, associated with the Hampder 


Lumber Co. 


[he result is a house of good design b: 


practical construction, which contributed to low cos 


Dining ÈM 
10-0110-6 


Livine Ram 
15-4 x 20-6 


TRUCOST" ESTIMATING FIGUR 
FOR THIS HOUSE: Basement Walls 
ft.; Tre Walls, 22 lin. ft.; Basement Fio 
1,003 sq. ft.; Excavation per ft. deep, 44 
yds.; Outside Walls, 15.70 sqs.; First Flo 
10.30 sqs S nd Floor, without fin. fi 
qs.; Ceiling, 10.30 sqs.; Roof Pitch, 8" 
per ft. run; Roof, 13.50 sqs.; Cornice, C & 
163 lin. ft.; Partitions, 150 lin. ft.; Ins Finis 
OS Walls, 130 lin. ft.; Front and OS Fre 
Doors, 1 opg.; Rear and Grade Doors pE 
Inside Doors and Cased Opgs., _ g 
Windows and Casements, 18 opgs.; Ga! 
and Louvers, 2 opgs.; Chimney 
Porch Floor, .28 sqs. 


Sas 


1 |l ft; Garage Floor, 216 sq. ft 


In New England Tradition- Modern Plan 


SPIRIT of old New England is evident in this 


ing Colonial built in Springfield, Mass., with ma- 


upplied by the Hampden Lumber Co. It was 


ed by Charles A. Rais, architect, associated with 


mpden Co. 
st interest is the large open living room with 


OST ESTIMATING FIGURES 
IIS HOUSE: Basement Walls, 128 
Irench Walls, 40 lin. ft.; Basement 


| per ft. deer ? cu. yds.; Outside 
QS. ; First Floo , 7.50 Sqs. ; Second 
t t fin. fig., 3.12 sqs.; Ceiling, 9.66 
f Pitch, 9" e per ft. run; Roof, 
Hips and Valleys, 40 lin. ft.; Cornice 
l ; Cornice, 6", 80 lin. ft.; 
ft.; Inside Finish OS 

ft Front and OS Frenct 

Rear and Grade Doors, 1 opg 
ft. wide, Inside Doors and 

12 opgs Windows and Case 
Gable Sash and Louvers, 2 
y. 26 lin. ft.; Porch Floor, 1.00 
Ceilings, .84 sq: Porch Beam, 20 
nd Bal ny Post and Newels 
Roof, 1.00 sq.; Porch Cornice, 30 

Porch and Deck Rail, 17 lin. ft 


alcove having a battery of windows overlooking the 
garden. There is only one bedroom and bath down 
stairs but ample space upstairs for several additional 
rooms. An interesting feature of the plan is the 2-way 
garage which permits the owner to drive straight 
through. Enclosed porch at rear is inviting feature 
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[HIS house is one oí a group of nine recently com 
pleted in Louisville, Ky., for sale at a very moderate 
price considering the high class construction and equip 
ment features. One of these features is the use ot 
"Met l-Bord,” a new 4 inch gum ply woe d through 
out for interior wall finish, with ci nsequent saving ot 
Even the walls of the bathroom were 
covered with this new plywood board, and are 


enameled except for a 9-inch strip of Lino-wall trim 


P T1 1 € * " 1 , 
around the tub. The living room is paneled with red 
q H p 
gum meng Bot the ceilings and walls ot other 
MS are ne in unselected gum board and painted ; 
4 S ] T f T ] y 7 hel 4 
\ C rooms are shown elow 
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iis compact little five-room house is only 


3215 by 24 feet, including the projection of the dinette 
Second floor space for another room or two is pro- 


vided, is convenient to the hall connecting with the 
bath ; in the dinette-kitchen service entrance and access 
to living room and basement are well placed. B. J 
McCarry, New York, was architect 
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LiviNG Room 
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ESTIMATING FIGURES 
FOR THIS HOUSE: Basement Walls 


* 


lin. ft i nch Walls ' lit f Baseme s 
Floor, "() j. ft Ex ation per ft deer F 
cu yd Outsid Ww 15.20 Is } 

Floor, 7.45 sq ` nd Floor th fin. A 

0 sqs.; £ nd Fi , without fin. fig 

sqs.; Ceiling, 7.45 sq Roof Pitch, 1 ris 

per ft. run; Roof, 11 Hips and Valle 

12 lin. ft a e. C & F. 180 lin. ft m | 

titions, 106 lin. ft.: Inside Finish OS W 

109 lin. ft ` (nd OS French Doors 

pe.: Rear and Grade D , 1 opg t 
Doors and ( | Oi 19 opgs Windov 

and = (Caseme "g Gable ash 4 

Louvers. 6 ( nnev 1 lin. ft P 

Floor. .78 sa Porc! 1 Balcony P 
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! : ESTIMATING FIGURES 
HIS DESIGN Trench Walls 84 


Basement FI RO sg. ft ( g 
aí i Excavat per ft lee 
lutside Wa 5 s I t 
- nd Flor with fin. fl 
Ce 13.8 sq Roof 14.9 
rnice. Plair | lir ft Partitions 
í j le Finish OS Wal 2 
1 OS Frenct Doors 2 opgs 
" 1¢ D 4 ws (rarage "n « 
sid Doors and Cased Opg 
x M Y t Casement A g 
Main St Porch 


Modern Duplex in Montana 


INSPIRED by Miami's modern apartment architecture 
H. H. Gullard designed this story and a half d 
built-in central garages; however, it is built in Billings 


uplex with 


Mont., a long way from the Florida inspiration. The 
p! provides for two compact four-room apartments 
with bath and garage tot each It 5 extremely con 
venient and economic al to build; the plu l ng and bath 
fixtures are grouped at the party wall. Winter air con 
ditioning plants are located for short duct runs 

With the garages located in the center, their 7-foot 
eiling he ight allows the stairs to the second floor to be 
ut to a half flight 01 41 feet; the garage and utility 
room floors are about 3 feet lower than the first floor 
[his stairway arrangement is shown in the view at the 
right. Wall construction consists of sheathed framing 
with Balsam Wool insulation and with finish of building 


paper, wire lath and pure white stucco over it Inside 


o 
* 
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finish is plaster over Celotex lath; except in garages 
which have stained plywood walls and Celotex floors and 
ceilings. Floors are oak, the kitchen has built-in cup- 
boards and seats; there are four closets for each side 
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A Compact Cape Cod 
with Attached Garage 


SECOND FLoor PLAN 
43.0" OF 


TERRACE 


KITCHEN 
12-2719-2* 
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First FLOOR PLAN 


WEATHERED, hand-split shingles give this 
little cottage a settled, conservative appearance 
designed by Architect Arthur H. Esbig of West 
bury, Long Island. With a cubage of only 22,001 
cu. ft., the house provides five good rooms, bat! 
and lavatory. It is built in Munsey Park. 
Equipment includes a Bryant gas heater, Pitt: 
burgh boiler, Stevens Root 1-pipe hot water sys 
tem, Johns-Manville rock wool insulation, Arm 
strong linoleum, 14-inch Celotex plaster base, cop 
per flashing and wood gutters lined with copper 


“TRUCOST” ESTIMATING FIGURES FOR THIS HOUSE 
Basement Walls, 112 lim. ft.; Trench Walls, 92 lin. ft.; Basement 
Floor, 672 sq. ft.; Garage Floor, 200 sq. ft.; Excavation per ft 
deep, 33 cu. yds.; Outside Walls, 25.80 sqs.; First Floor, 7.35 
sqs.; Second Floor, with fin. flg., 520 sqs.; Ceiling, 9.35 sqs.; 
Roof Pitch, 12" rise per ít. run; Roof, 12.80 s.; Hips and 
Valleys, 10 lin. ft.; Cornice, C & F, 222 lin. ft.; Partitions, 205 
lin. ft.; Inside Finish OS Walls, 200 lin. ft.; Front and OS French 
Doors, 2 opgs.; Rear and Grade Doors, 2 opgs.; Garage Door 8 
ft. wide, 1; Inside Doors and Cased Opgs., 14: opgs.; Windows and 
Casements, 23 opgs.; Gable Sash and Louvers, 1 opg.; Chimney, 34 
lin. ft.; Main Stairs, 1; Porch Floor, 1.62 sqs. 


IMPROVED 
UNIT WINDOWS 


How They Contribute to 


More House for the Money 


OME of the newest ideas in home building for cut 
ting costs and increasing quality apply to windows 
! and that is fortunate since the public taste seems 
t more and more toward glass, cheerful interiors 
unshine. We are all getting to be sun-worshipers— 
n the home and apartment, as well as on the bathing 
and windows, windows and more windows are 
v called for. 
w a window is a complicated thing of many parts 
ind of considerable cost, both for materials and for labor 
Mong with doors, it is the only movable part of a home. 
; to be built to withstand hard use and at the same 
to operate easily. It must let in the view and the 


but keep out the cold, the noise and the dirt. It 
dmit fresh air on demand, but exclude all insects. 
It must be readily cleanable. 

[hese are the essential service features of windows. 


f TA i 
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But, in addition there is also a very important archi- 
tectural and decorative function. Windows are all-con 
trolling to the outside appearance of a home; and, equally, 
the opportunities for happy inside decorative effects, in 
cluding use of drapes, shades, Venetian blinds and the 
placing of furniture hinge directly on the size, character 
and placing of the windows. 

All of this strongly emphasizes the importance of 
windows to the designers and builders of homes as well 
as to their owners and occupants. The added fact that 
windows are permanent features of the structure—not 
easily renewable like a heating plant or a wall covering 
makes it doubly important to select them wisely and in- 
stall them right in the first place. Quality in windows 
may cost a little more, but it's for the life of the building 
ind will repay the owner many, many fold as time goes on 

As mentioned above, the window of today is compli 

cated, composed of many parts— frame, sash, glass, 
putty, hardware, paint, weatherstripping, storm 
sash, screens—each an item of consequence and 
each involving labor cost to make, assemble and 
install. The old way was for the home building 
contractor to pick up these various items locally 
wherever he could, get them onto the job, and then 
proceed to make up, fit and place his windows. It 
was a long and costly process; and few realized 
quite how costly, because no accurate time and cost 
studies were made. 

Today, however, the pressure on home builders to 
deliver “more house for the money" and the enter 
prise of many large industries to lower building 
costs have brought to the front the improved unit 
windows. These in many instances combine both 
window frame and sash all in one factory prefitted 
unit, ready to set into the rough opening without 


THE typical window unit is delivered to the job completely 
assembled. Frame the opening in the wall the correct size, 
place the unit in the wall plumb, and nail securely; the 
complete installation is made. 
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additional labor on the job. These unit windows have 
been developed in wood, in steel and in aluminum; and 
all offer to the builder the substantial advantage of better 
construction at a lower finish-in-place cost 
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Windows Sell Homes 
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PICTURE WINDOWS (above) decide many a home sale by framing 
a favorite view. Use of peach colored plate glass in the example illus. 
trated adds beauty to the scene. 


CIRCULAR dining room in Colorado; (below) with its feeling of 
spaciousness and cheer, is heightened purposely by generous use of 
plate glass full-length windows. The circular expanse commands a 
view of Pike's Peak. Note the full-length plate glass mirror at the 
extreme right, for utilitarian purposes, while adding light and spa- 


ciousness by catching and "bringing in" the outdoor scene. 


A WALL OF WINDOWS (above) provides an atmosphere of he: 
pitality and good cheer. An inviting sense of comfort and livability 
results from the distinctive arrangement of the furniture, made prac- 
tical by the utilization of a "window wall. 


KITCHENS of today (below) have "IT"— no longer can the kitchen 
be considered the drudge spot of the house. It is being lifted to a new 
plane of beauty and utility. Here, for instance, a picture window 
over the sink provides a bright and cheery workroom for the 


housew ife 


sunlight for more cheerful and interesting interiors. 

3. In which direction do the prevailing winds blow? 
It may mean much in the interest of summer coolness 
or winter warmth, especially if the specifications do not 
nclude an air conditioning unit 


Picture Windows 


Now then, let's consider No. 1 again. Just what can be 
done about a view? Well, the architect or the builder, ot 
both, should stand right on the site and study the sur 
rounding landscapes. It might be a sweep of river, per- 
haps a winding creek, or a glimpse of land rolling away 
to the horizon. It might be in the immediate foreground 
where a garden could be developed. 

It might be a church spire; perhaps a glimpse of a 
beautifully shaded street; it might be just a tree. 

Just a tree, you say? Well, a properly placed window 
framing a beautiful tree as a "living picture" for the 
wall so that its changing pattern from spring to fall and 
through the winter makes for a scene that is always 
stimulating may seem like a bit of silly sentiment. But 
just try it on that next dwelling. You might be agree- 
ably surprised by the reaction of your prospect. 

Ask yourself these questions: 

What can a picture window or a corner window do for 
that living room? The site may make the answer nega 
tive. All right, how about the dining room? No? Well, 
now maybe a picture window or some corner windows 
will turn that master bedroom into a room of unusual 
possibilities. And a picture window over the sink or à 
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STORM SASH comfort (above) from accurately fitted unit windows. 
Today this health protection is not an afterthought but is provided 
in the window assembly as it comes from the manufacturer. 

BELOW is shown the modern inside storm window for wood case- 


ments. Manufacturers advise leaving them on the year round. 
They're installed in a jiffy. Complete with spring leaf weatherstrip, 


they swing with the sash. 


American Builder, November 1939 


corner window may be the means of lifting that kitchen 
to a new plane of beauty and cheer—the difference be- 
tween a domestic workshop of drudgery and an inviting 
unit of the home where even dish-washing isn’t simply 
a chore. 

Many a housewife, shopping for a home, goes directly 
to the kitchen. A cleverly conceived window may open 
the way to clinching the sale. 

Perhaps there are no inviting exterior views; perhaps 
it is a downtown apartment site where closely adjoining 
buildings or an objectionable view makes windows in 
that particular wall seem impractical. 

Those are not good reasons why windows should not 
be used, however. There are now a variety of pattern 
glasses, such as louvrex (so named because of the dire 
tional louvre-like lines) that exclude the exterior view 
but bring in light and provide interior decorative smart 
ness. Similarly, there are other glasses, with satinol or 
sandblast finishes, for instance, that bring in light whik 
completely obscuring vision and thus providing both 
privacy and light. Often, artificial illumination by day 
can be eliminated by the judicious placing of such window 
areas where vision is either unnecessary or undesirable 

Once the windows have been planned for the best pos 
sible utilization of exterior landscape possibilities, with 
resultant interior advantages, or in utilizing window areas 
to obtain light and decorative values while assuring 
privacy or to exclude objectionable exterior views, 
thought should be given to types of flat glass now avail 
able to gain any one or a combination of specific ad 
vantages. 

Where there is a landscape to be “captured” for the 
wall, leaded windows, of course, should be discarded it 
favor of one large pane of polished plate glass, clear or 
in any one of several tinted plate glasses, such colors 
as blue, peach or gold adding a richness to any scene 


Window Conditioning 


The trend to larger window areas, often whole walls 
devoted to glazing, has been greatly accelerated by 
window conditioning, now that old-style storm sash hav 
been modernized and prefit double-pane sash have been 


CONDENSATION ON WINDOWS 


ELLEN 
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OUTDOOR TEMPERATURES (FAHR.) 


"UOGERGRUR ARABS 
AE: IMPRESS ES 

10 20 30 40 50 €60 7 990 90 1X 
PERCENT RELATIVE HUMIDITY INDOORS 


THIS CHART shows that "Window Conditioning"—Double-Glass 
Insulation—prevents condensation and fogging of windows when e 
healthful humidity of 40 per cent is maintained indoors until the 
outside temperature reaches nearly 26 degrees F. below zero. |^ 
such severe weather it is difficult to maintain 40 per cent relative 
humidity; therefore, condensation rarely ever appears on windows 
in the "Window Conditioned” home. 
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IMPROVED WINDOWS with "Aklo" plate glass that absorbs heat while transmitting ample light. This photograph shows a picture window 
n a California residence. The sun's heat rays are stopped while the shorter light rays pass through. 


ped. The comfort, fuel-saving and health ad 
ntages are so obvious that many builders have come 
k upon window conditioning as a definite sales 


low conditioning is double-glass insulation. Like 
er forms of building insulation, it pays for itself 
savings alone. And because window conditioning 
than other desirable forms of insulation and 
more fuel for each dollar invested, it is the first 

to take toward winter comfort. 
t is an established scientific fact that, during the heat- 


"THERMOPANE,;" a new 
double glass from the 
laboratory of the Lib- 
bey-Owens-Ford Glass 
Co., is a sound and heat 
insulator. 


ing season, heat losses occur through uninsulated win 
dows and doors as well as through uninsulated walls, 
roofs and floors. 

Window conditioning will save approximately 23 pet 
cent of the fuel used in the typical uninsulated suburban 
residence, according to the results of a study of four 
representative houses in Metropolitan New York, made 
by Alfred J. Offner of the American Society of Heating 
and Ventilating Engineers. These calculations were based 
on the use of outside storm sash and storm doors on all 
openings or the equivalent use of modern double-glazed 
( weatherstripped) casement windows instead of ordinary 
windows. 

If these houses had been well insulated before they 
were window conditioned, Mr. Offner’s figures show that 
of the remaining fuel cost for an insulated house, win 
dow conditioning would save from 30 to 36 per cent 

Climaxing this recognition of the value of window 
conditioning and following upon the heels of a move- 
ment toward larger window areas and window walls, 
comes a revolutionary window development from the 
laboratories of a glass manufacturer. It is destined to 
open the way to many new methods in window construc- 
tion and in furthering the trend to open up solid wall 
areas for more light. 

This development is in the form of a product known as 
Thermopane, a double-glazed unit which, by bonding 
two panes of glass with metal to form a tight seal for 
the entrapped dehydrated air, provides what may well 
be called invisible insulation. In principle it is the same 
as storm sash or modern forms of prefit double-glazed 
window units. The difference lies in the fact that the air 
between the panes is utilized 100 per cent for non-conduc- 
tion by virtue of the metal seal. This unit, available for 
any type of sash, culminates years of laboratory research 
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Quick Installation of Unit Windows 


Here is told pictorally the modern money-saving meth 
od of installing windows. Ten minutes per opening in 
stallation time is common for these factory-fitted unit 
windows 


UNITS are delivered com- 
plete—frames are assem- 
bled, hung with precision- 
built, factory fitted, glazed 
sash, complete with weath 
erstrip and operating 
equipment 


SET UNIT in wall. Units 
ere se* in wall simply by 
nailing wide blind stop 
to studs. This type of ov 
erlapping joining insures 
a weathertight wall joint 


THE JOB is done—here 
is the installation seen 
from the inside, now all 
ready for trim. Labor 
costs are saved—a better 
job results. 


Preservative Treatment of Wood Windows 
Officially Sponsored 
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T 
oration of wood products through decay, the Nationa ; 
Door Manufacturers Association has determined to take 
a positive stand against such claims. 

‘‘If decay, even in rare instances, 1s a menace to woo " 
sash and frames—eliminate entirely the possibility f: 


fungus or insect encroachment’—these words explain the 4 
aim of the Association. 
"Research has demonstrated beyond any reasonab 


à 11 
doubt that the latest preservation methods, properly « t 
trolled, minimize the effect of fungus and insect atta \ 
upon wood : 


“All manufacturers of wood products are eligi 
use the Association Seal of Approval as long as th 
formulae and methods of treatment they use meet t 
exacting standards of the association H 
“Periodic inspections are rigidly enforced a: 
technological questions are promptly referred to the ( 
mittee on Toxic Preservation, comprised of the I g N 
authorities in that field 


RECOMMENDED SPECIFICATIONS 


Architects, builders, and owners who desire assu: 
ot dependability in preservative treated millwork products 
are urged to incorporate the following in their spe 
tions: "— *shall be preservative tre ited in accor 
with the Preservative Minimum Standards of the N 
tional Door Manufacturers Association and shal 
the N. D. M. A. Seal of Approval 
*lVindows, sash and storm sash when pre htt 


terior frames, exterior doors, blinds shutters or s 
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MODERN WINDOWS take a chemical bath: The enemies of wood 
ere known; so the quality window manufacturers use a chemical bath 
to protect sash and frames against termites and decay. 

ABOVE is shown the official Stamp of Approval. Builders are cau 
tioned to look for this seal on all complete wood windows. It show: 
thet the chemical bath used has been approved by Nationa! Doc 
Manufacturers Association as to the chemicals ysed and length of 
immersion in bath. 
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'Seal of Approval" Widely Used 


\ 


ciation to brand products so treated with the 
D.M.A. Seal of Approval. Preservative solutions 
ating processes ot these licensees are checked by 
sociation to warrant constant adherence to the 
m Standards. To maintain the integrity of the 
ts application to windows and sash is limited to 
e which are prefitted before preservative treatment 
the Seal is a warrantee to the consumer that the 
t upon which it appears has been effectively 
ted and that the treatment has not been weakened 
ming or fitting at the building site 
| following firms are now licensed to apply the 
D.M.A. seal of approval to preservative treated 
ucts as listed : 
RS COMPANY Hurp MILLWORK CORPORATION 
apolis, Indiana Medford, Wisconsir 
F A-B-C-D-E 
RATION HUTI MANUFACTURING ( M 
M € PAN 
Muscatine, Iowa 
A-B-C-D-F 
A K COMPANY) , 
nsir Huttic Sasu & Door Company 
St. Louis, Missour 
Jacksonville. Florida 
^ M & LUMBER I uisville Kentucks 
( Charlotte, North Carolina 
| e, M land Columbus, Ohio 
Knoxville, Tennessee 
Dallas, Texas 
MBER LOM PAN) Ri ce, Virginia 
gua A-B-C-D-F 
c MrMrHIiS Sasu & Door Com 
»" s" & Doos PANY 
n Mer phis Tennessee 
- A-B-C-D-E 
CA & COMPANY MissoviA Wuite Pine SasH 
4 M PAN! 
I Missoula, Montana 
B-C-D-I A-B-D-E 
^ & ER Com NORTHERN SasH & Door Com 
Y PANY 
e, Io Hawkins, Wisconsir 
A-D-E 
, Ae RoacH AND Musser COMPANY 
x Muscatine, Iowa 
A-B-C-D-E 
( PANIES. IN 
: Rock Istanp SasH & Door 
: Works 
Rock Island, Illinois 
& I HER Mr A-B-C-D-E 
( ANY 
wa Tur T. H. Rocers LUMBER 
COMPANY 
- : j McAlester, Oklahoma 
F i COMPANY A-B-C-D-E 
ennsylvania 
SERLEY SaAsH & Door COMPANY 
M WORK COMPANY Minneapolis, Minnesota 
] 5s «S utl Dakota A-B-C-D-E 
SPOKANE Pine Propucts Com 
(| Pine M s COMPANY PANY 
egor Spokane, Washington 
B 
I MBER COMPANY WESTERN Pine Mrc. COMPANY 
Cit Missour Lt 1 
Spokane, Washington 
J Mc? EN X MPAN Y vv 
Wisconsin Wuite Pine SasH Company 
Spokane, Washington 
"v uoc Bess Pel A-B-C-D-E 
A WmauiTMER-JACKSON. COMPANY 
liana Buffalo, New York 
A A-B-C-D-E 
EY TO PRODUCTS on which Seal of Approval “WIN-DOR" automatic 
ll be used. A—Prefit Windows, B—Frames, C— 
- 5: 


An imposing list of woodwork manufacturers has 


lopted the recommendations of the Preservative Stand- 
ds Advisory Committee of the National Door Manu- 


er's Association, and has been licensed by the 


rs, D—Screens, E—Blinds and Shutters 
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Quality Hardware 
Means Quality Casements 


The Casement Hardware Company has for many 
years pioneered the cause of quality operators and other 
hardware items for casement windows, both wood and 
metal. Of the Series 26 “Win-Dor” operator as illus 
trated above over 300,000 are in use today. It is said 
to be the strongest standard size operator made. It fits 
all outswung casements 15” wide or wider; it may be 
used on either right or left hand sash without any 
change whatever; it may be installed with either close 
or extension hinges and it is applicable for casement 
control above the stool or concealed below it. 

Also are illustrated the Casement Hardware Com 
pany’s strong extension or “cleaning hinge” and its top 
closer. The extension hinge (Series 75) is of the loose 
pin type with bronze bushings and heavily plated in 
rust resisting cadmium finish. It extends the casements 
away from the frame 4” (when the sash is open) for 
cleaning the outside of the glass from the inside of the 
room as easily as the inside surface is cleaned. The 
automatic top-closer is installed in the top inside of the 
corner of casement window frames opposite the hinge 
side; it pulls the sash in snugly and tightly. 


ABOVE: The "Win-Dor", 
strong worm and gear 
type casement window 
operetor. 

RIGHT: “Win-Dor™ cor- 
ner bracing cleaning 


hinge. 


Top-Closer for case- 
ments and light doors. 


56 
Getty Internal Gear Operator 


Casement windows, today, imply to everyone in the 
business a complete unit, including flat, fixed screens and 
complete operating hardware. It has taken a number of 
years to develop the present day, modern casement to its 
high degree of perfection. 

Realizing the importance to casement window quality 
of the operating and locking mechanism, H. S. Getty & 
Co., Inc., set out to develop and perfect an entirely new 
casement operator known as their No. 4703 type. This 
device was produced using an internal gear and a worm 
tilted at an angle which permitted the crank to be perma- 
nently attached to the worm. 

This type of operator became known to the trade as the 


THE GETTY angle drive type casement operator. 


"angle-drive" type and was popular from the first because 
the mechanism was "tucked away" in the cover of the sil 
and did not project out into the room area and did not take 
up any room on the window sill. 


New Spring Type Sash Balance 


A new spring sash balance has been developed by the 
Grand Rapids Hardware Company, known as the “Grand 
Rapids Invisible." More than three years were spent 
in its development. This new balance is invisible in that 
the entire unit fits into a grooved side stile and moves 
with the sash. The only exposed part is approximately 1^ 
of the brass bearing arm when the window is closed. 
The mechanism is an oil tempered spring, completely en- 
closed in a spiraled 
tube operating with a 
brass bearing arm on 
the worm gear prin- 
ciple. There is only 
one moving part. Be- 
cause the spring is en- 
closed in the steel tube 
there is no possibility 
of its ever flexing out 
of position. 


NEW "Invisible" spring 
type Sash Balance perfect- 
ed by Grand Rapids Hard- 


ware Co. 


American. Builder, November 1939 


The new balance is made in 23 sizes to meet all require- 
ments up to glass size 48" high by 54" wide. Ten of these 
sizes are said to cover 85 per cent of the usual residential 
requirements. 

Another recent addition to the Grand Rapids line is the 
No. 155 Overhead Pulley for narrow trim. This has 
proved exceptionally popular for residential construction. 
It is used in combination with flat weights, and the man- 
ner of its installation assures least possible air leakage 
plus permanent rigidity. 


Pullman Sash Balances 


The new Pullman Unit sash balance developed by the 
Pullman Manufacturing Company is rapidly replacing 
weights and cords in double hung windows. Builders 
favor them because of their 
new adjustable feature 
which will permit changing 
tension of the inside coiled 
spring, guaranteeing easy 
and perfect operation at all 
times without removal from 
window by means of an or- 
dinary screw driver—im- 
possible with any other 
known type of adjustment. 
It is the most radical and 
important improvement in 
spring sash balances in 40 
years. 

These balances permit the 
builder wider scope of de- 
sign, narrower trim, elim- 
ination of weight pockets 
and costly box frames. 

Narrow mullions are 
made possible by the over- 
head type of balance. There is no leakage of cold air 
They are quiet and smooth in operation—no rattling 
weights or squeaking pulleys; a self contained unit—a 
weight, cord and pulley all rolled into one. Quick in: 
stallation—10 to 15 minutes per window. Guaranteed 
for the life of the building against imperfect workman- 
ship or material. 


NEAT, Inconspicuous appear- 
ance favors sash balance use. 


Caldwell Sash Balances 


For over forty years 
Caldwell Sash Balances, 
product of the. Caldwell 


POPULAR type Sash Balance both with unit 
window shops and for carpenter assembly on 
the job. 


Manufacturing Co., have stood the test of time and serv- 
ice. Millions of them have been installed in all types 0! 
building construction, for use with every style of double 
hung window. They eliminate box frames, sash weights, 
cord, chain and pulleys, increase the amount of glass and 
light, as well as speed up installation. 


the 
ing 


ers 


TV- 
; of 
ible 
hts, 
and 


American Builder, November 1939. 


FRAME, sash, trim, also storm sash and 
screen, have been harmonized into a 
single window unit by Curtis with "Silen- 
tite.” Each part is prefit at the factory 
and is carton packed. 


Mitretite Trim 


Curtis "Silentite" Windows 


In 1932, Curtis Companies Incorporated introduced 
the first modern, prefit, fully weatherstripped complete 
vinduw unit. They called it “Silentite’—the "Insulated" 
window. The complete unit consists of frame, sash, 

rtite" trim, screen and storm sash—each priced 
separately. Seven years Of use under all conditions and 
n all climates have demonstrated the following character- 
; of this double hung window unit: A strong wood 
w unit to suit any architectural style and provide 
lern beauty with narrow trim and mullions. Large 
saving in installation costs because of accurate prefitting 
at the factory. Sizes of all parts of the complete unit 
ire controlled to insure lasting satisfaction and per- 
formance. Specifications, purchase and installation are 
simplified because one basic frame fits all types of wall 
ruction. Free, easy operation the year 'round is 
1 result of perfect fit and a co-ordination of the sash 
with a new type of “Metalane” weatherstripping ; which 
means weather-tightness and great reduction of heat 
leakage. Air infiltration is prevented between window 
frame and frame and wall, thereby making heating 
ts more efficient, more economical, and aiding air 
nditioning. All frame parts and windows are thorough- 
treated in a laboratory-tested, decay-resisting toxic 
dip. Tempered non-corrosive steel springs replace 
ights. Full metal-to-metal contact between sash and 
trame assures permanent, easy operation with accurate 
compensation for expansion and contraction of wood. 
Prefit storm sash and screens are available for all 
ite” window units. Installation costs are lowered 
ermanent fit is assured. They are quickly hung 
the inside, have simple hardware. The “Protector- 
vent’ storm sash allows better control of ventilation, 
plus the advantage of being able to introduce fresh air 
her top or bottom without moving storm sash itself. 
e Curtis “Silentite” wood casement employs some 
iew ideas in design and construction. It is a complete 
casement unit which may include operating hard- 
screens, and insulating glass (each item priced 
tely), and also is equipped with efficient “Meta 
weatherstripping. It is a self-locking tamperproof 
that operates only from inside, and that without 
hing screen or insulating glass. Its sash adjuster is 
fasy to operate and is placed at medium height. This 
ient is easily cleaned from the inside. 


1 
f 


57 


Chis new casement sash operates entirely differently 


from other casements. There are no hinges. The sash 


“floats” open to a 45-degree angle which permits full 
entrance of air. Sash adjuster provides great opening 
pressure. There is no hardware protruding either in 
side or outside—the sash adjuster is removable. A 
worm acts directly upon the operating chain to eliminate 
any rattling or swinging. The adjustable brake locks 
the sash in any position. The chain is guided to a con- 
cealed position within the frame. 

Curtis heartily recommends the inclusion of insulating 
glass with the “Silentite” casement window. This glass 
takes the place of the storm sash used with double hung 
windows and cuts heat loss through the casement window 
by more than half. Special and improved screens have 
been developed for use with this casement unit. Screens 
and insulating glass are priced separately. 


CURTIS "Silentite" double hung windows with prefit "Protectorvent" 
storm sash in place. Note narrow mullions which give streamlined 
effect. “Silentite” fits any wall construction—is made in all com- 
monly used sizes. Sash available in several styles. 
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Andersen Casement Windows 


Among the pioneers in complete unit windows of the 
casement type is the Andersen Corporation. It has de- 
veloped and brought into wide use a complete unit in- 
cluding frame, sash, hardware, screen, double glass, 
weatherstripped, factory fitted and treated. The Ander- 
sen casement is an improved wood casement window that 
successfully combines the advantages of weathertight 
wood construction with the beauty of modern, narrow 
line design. It harmonizes pleasingly with all types of 
architecture and gives added charm and value to any 
building in which it is used 

The leakproof frame is made of clear pine, chemically 
preserved. Narrow mullion posts, transom bar and ex- 
terior moulding provide modern lines and permit large 
glass area. Standard design is suitable for all types of 
wall construction and any kind of interior and exterior 
wall finish. 

Inside wood stops, mullion casings, and transom bar 


Vents between sash 
and double glazing 
help prevent fogging 
and frosting. Adiust 
able to weather condi 
tions. Make double 
glazing more efficient 


This burglar bolt auto 
matically (alls in place 
when sash is closed. 
Prevents sash being 
removed from outside 
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casings of pine or hardwoods are included in the unit 

The improved sash are designed to prevent sticking 
ot binding and provide two point contact, and are factory 
fitted and glazed with either DSA or SSA labeled glass 
Dividing or muntin bars are either solid aluminum (Style 
A), which are easy to clean and require no finishing, or 
attractively designed wood (Style W). Sash with hori 
zontal muntin bars only or with special leaded glass panels 
can be furnished on order. 

Andersen weatherstrips insure a tight seal under most 
severe weather conditions. This improved weatherstrij 
is an outstanding development in casement construction 

Infiltration tests made at the University of Wisconsin 
show an air leakage of only 2.5 cubic feet per hour per 
foot of sash perimeter with a wind velocity of 10 miles 
per hour. The American Society of Heating and Venti- 
lating Engineers in a recent bulletin reports an infiltration 
of 15.5 cubic feet for the average weatherstripped double 
hung window under the same conditions. 

Complete hardware is furnished, including extensior 


Arrows point to instal 
lation ai weatherstrip- 
ping which etiectively 
reduces heat loss by 
infiltration and k 
out dust and draft. 


EX 
. 


RC UESPEPDET I. ios 


Popular flat type inside 
screen. Attractive and 
durable. Light weigh 
Easily removed b 
cleaning glass or sic 
ing. 


C e up view ol sprin 


a weath 


used on inside doubl 
glazing 


Special design ol sast 
eliminates sticking and 
binding. Has face con 
tacts only like a mod 
ern retrigerator door 


The inside double glaz 
ing cuts heat loss by 
radiation 60 Heips 
control condensation 
Also keeps out heat in 
summet 


This is the well-known 
Andersen steep slop 
ing eill. li means quick 
complete drainage. 


THE ANDERSEN wood casement unit cut away and diagramed to show its 


This sash lock pulls 
window complete 

shut, then locks it Al 
so ejects it lor easy 
opening. Independen 
ef screen. 


special features of design and construction. 


R. 8 
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9 ves of cadmium plated steel with brass bearings, under 
* en sash operators, a choice of two designs, the worm 
: type with solid bronze housing and handle, and the 
hs type, in steel, bronze finish over cadmium plating 
D locking latch has a solid bronze handle; closes sash 
1 ; locks it securely, independent of screen. Auto 
ai ejection of sash insures easy opening 
ay inside screen is supplied, fitted and ready to sly 
: ice with spring bolt fasteners attached. It has a 
| aluminum frame with 16 mesh aluminum wire cloth 
* xl frame (pine) with 16 mesh bronze wire 
= novable double glazing fits on the inside of the 
it It has an aluminum frame and spring metal seal, 
E s glazed with DSA labeled glass. It is easily and 
= y slipped in place or removed from the inside, and 
s e left in plac the vear 'round 
: R. & M. "Embassy" Unit Windows 
you build todav look toward tomorrow" is the 
à | advice in regard to windows that the Roach & 
Co. is giving to builders in recommending con 
ition of its “Embassy” line of unit windows, both 
e hung and casement types. These double hung, 
ry-fitted window units have won an impressive 
rence among architects, contractors and building 
throughout the nation in a surprisingly short 
In addition to their smart appearance, they em 
a combination of design and utility features which 
them valuable for all tvpes of construction Study 
npare their details point by point as illustrated in 
mpanving. sketches 
^m 
pull 
"A 
vue 


seal 


HEAD jamb is completely metal lined. Metal lock strip enters groove in 
top of upper sash for complete all-weather seal. Metal never to be painted 


SIDE jambs are completely metal clad from inside stop to blind stop 
grooved to receive metal covered parting stop. Sash move against meta 
and are slide-sealed to parting stop with special interlocking metal strips 
Metal never to be painted. 


WHERE check rails are cut away to clear the parting stop, the 
perting stop is provided with a metal dust pad to exclude dust and pre 
vent draft 


CHECK rails are weather and dust sealed by means of 
interlocking metal strips. 


SILLS ere metal lined to full thickness of 
lock strip which enters groove in bottom of lower sash to form all-weathe 
Metal never to be painted 


1 
[he I mbassv casement units nave peen level pe 
in response to an increasing demand tor modern Cas 
^ all P 
ments embi dying beau , all-Wwe the t tne Case T 
operation double glazing, screens and per nently sturd 
1 1 1 
construction combined Wi Slender? f esigi ind OVai 
t + 1 
clean-easvy dn ton Dar 
41 1 1 
Bot the double nung and the ent ire f ie 
, 1 $ e 4 1 
OI Pondet Sa pine yx1c-treateqd K i e ( mpiete 
with frame, sash, hardware ret veatherst 
1 1 1 
double glazing insert Slende ne desig ised 
a s 
tnr ughout with trin Va hape T ntin 


EMBASSY” casements two 
lights or more wide are easily 
cleaned from the inside of the 
building. Note that the hinges 
are fastened to stiles and rails 
to give the sash strength and 
prevent the possibility of sag 


“EMBASSY” Double Hung Details 


Embassy 


mproved type 


Metal never to be painted 


Ower sash and provided with a 
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"N.S.W." Means Non-Stick Windows 


The N.S.W. Company offers a complete double-hung 
window unit, It consists of “plank” frame, glazed sash 
l | spring balances, the whole completely 
weatherstripped. Frames are primed and sash water 
for final painting and application of lifts 
builder. This window is factory fabri 


s are mill assembled. Weatherstripping 


he p-installed; s ish are machine grooved and fitted 
“ predetermined clearances, dip impregnated with 
lorless waterproofing, glazed and hung on properly ad 


AS des umes may he delivered and built in, alte! 
which factory fitted weatherstripping and sash can be 
nstalled and adjusted by the manufacturer ; or the com 


nbled glazed unit can be delivered ready 


Heavy, accurately formed, tactory-fitted, non-corrosive 

nc sash runs include parting beads, weatherstripping 
ribs and returns at blind and inside stops. At no point 
does sash contact wood. 

Plank frames and completely housed spring balances 
entirely the so-called “elsewhere air leakage.’ 
Factory-installed weatherstripping and sash, mill-fitted 
and grooved permanently, reduce air infiltration to a sur 


1 ! 
Cill ALN 


prising minimun 


( ete, factorv-installed metal sash runs coupled 
with sash machined to accurate clearances assure non 
stick operation. While weathertight, sash run so smoothly 
that v a single spring balance is required per sash 
[he sash are held firmly in the frictionless metal jamb 
sash runs and glide noiselessly in operation. There is n 

«cess play to cause sash to rattle. The spring balances 
al seless when operating 


THE “N. S. W.” non-stick window above shows the regular 2 x 4 in. win 


dow frame set in st ard wood stud construction This same frame 
unit with the addition of grounds is readily edapted to ell other types 


thick sesh 


of wall construction for both 134 in. end 13, 
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"Unipak" Wood Casements 


Ihe Farley & Loetscher Mfg. Co. has develojx 
factory fabricated casement unit which demonstra 
big saving in erecting and installing cost on the 
here are two steps in utilizing these windows the 
pak” way. First set the outer frame, The outer ft 
only, consisting of the minimum parts necessary to { 
the opening and having no direct relationship wit 
operation of the casement, is installed as the wall 
erected. It has no finished jambs, mullion posts or t 
som bars. These are formed by inner units wh 
stalled later. 

Second insert the inner un Completely assen 
and fitted—stationary units or prefitted sash with t 
surrounding frames, hinged and weatherstripped at 
tory, are installed, preferably after the plastering is 
by merely driving a few screws 

his is the exclusive "Unipak" split-frame instal 
method that solves a vital construction problem, si 
and without extra cost. 

"Unipak" discards the old and customary meth 
installing the complete window frame with its fii 
jambs, mullion posts and transom bars and subject 
them to all the inherent abuses of the early constru 
period and plastering time. 


The R.O.W. "Spring Cushion" Windows 


An entirely new principle in window construct 
ntroduce ] by The R.O.W Sales Co Its R.O.W Ww 
dow is so arranged that either or both sash are eas 
removed for cleaning or for 100 per cent summe: 


tilation. Zinc-alloy sash guides set into grooved 

ps are held tightly against the sash by small stec 
spri This provides a double-hung window tl 
easy and po itive in operation here are no í 
straps, pulle weights or balances; this new R. 


deve lopment 1s an a hievement in impli fie d constr 
Its very principle of operation, that of the floating 
assures positive p! 
tion against infiltration, vet effects firm but easy opera 


1116) nictal-covere ash guid 


mall steel springs, properly spaced and recessed 
cavy jamb, press the sash guides and weatherstr 
against the edges of the sash creating uniform pres 
LOT holding both t: ip and bottom sash in any positi: n 


f 
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Pella Casements" 


creen. Company has developed the “Pella Case 
a noteworthy service to the building industry 
casements are designed to blend into and em 
the character of any style architecture. They 
nvey the impression of dignity and stateliness re 
for Colonial architecture, coziness for Cape 

readth for Modern or Spanish and sturdiness f 

ibe red F nglish 

are 100 percent factory fitted and completely as 
| for practical and simple installation. After un 
they are simply set into rough wall openings 
ind locked in place by means of inside inter 
fin Weather-tight installation is complete in 
ites. 
Pella Casements" have a wood lined steel frame 

gid metal frames are of sixteen gauge rustproof 
led (zine impregnated) steel They are full 

vidth-—5 }," wide ; and they are made to fit all types 
construction. 

wood used for lining “Pe lla Casements” is genuine 
ne (pinu lambertinus ) ; av illable, however, in 
ods if desired. The choice of this wood for 
the result of the Rolscreen Company's belief that 
xl itself is the key to resistance of deterioration 
tion, the wood is specially treated to assure extra 
wing qualities, 

S complete unit includes storm sash as part of the 
for better insulation. Dual glazing consists of 
ible, single panel of Libbey-Owens DSA glass 
idmium plated steel frame that is lined with live 
This panel is mounted on the wood sash with 
lips and is easily removable. It is practically 

The vertical air space thickness is .87 inches 
imum insulation. Spring bronze weatherstrip 
provided on all Pella units. It is a special com 


type that paint can't clog. At the same time, 


an easily be adjusted 


a ne Rock Island "Uni-Glide" Windows 


ick Island Sash and Door Works “Uni-Glide 
pletely assembled weatherstripped window unit 
lows are made in any of the popular designs and 
| are adaptable to any type construction. 

atherstrip is highly efficient due to the fact that 


-EFUL end modern appearance of "Pella Casements" in a re 


int residential job in Washington, D.C. 
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THE FRAME of the Rock Island "Uni 
Glide" window unit is made so it can be 
used in any thickness wall by removing 
extension strip on the jamb. This enables 
the carpenter to reduce the jamb for 
use with various thickness wall coverings 
or adding extension jamb for wall thicker 
than standard. 


It Of ir inf l yt ma 
Linings 1 uniio metal to meta 
ont t 1 le all X le lit t 

conta under all varia CIIHTIA 

Ci nditions It I5 [ aí J ist 
gardless of the degree of swell 

ing T shrinki * Ol the woo 

parts 


Ó he w ii low ` ope rate freely for there can be no stick 


[he twin cable balance counterbalances the window 
perfectly as it pulls its portion of weight exactly at t 
same time on both sides of the window. This eliminate 
binding, sagging or pulli o to one side 

[he frames and windows are made of clear I ine, rot 
proofed and waterproofed with an approved solution. The 
toxic and repellant are colorless and will not interfere 
with any of the various types of finishes. This window unit 
is completely assembled, perfectly balanced 


aled c] emicall: treat« ] al d wate rpr ( fed 


permanent 


SCHEDULE OF ROUGH OPENINGS AND MASONRY OPENINGS 


STANDARD SIZES OF UNI-GLIDE WINDOW UNITS 
WIDTH (24" Mullion) 
Sash Rough Studding Opg. Masonry of Brick Opg. 

Single Mullion Triple Single Mullion Triple 

i- 8 + 2%, 
4-16 
5. 
2- 
2- 
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HEIGHT 
Rough Masonry Rough Masonry 
Sash Studding or Brick > 


Opg. Opening Opening Opg. Opening Opening 
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33535 ^" ^ 9 + 
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ds 
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SHEATHING NOTE: if sheathing is applied before setting the frames, be 
sure to allow for wide blind stop. Set sheathing back %' from rough 


pening (or center of double stud) af sides. beck af header and 
flush with plate at bottom. These dimensions allow '4'" play between 
blind stop and sheathing al! around 

SUGGESTION TO CARPENTER. 1f you do not wish to set sheathing back 
from rough opening, single stud first, allowing for additional stud to be 
set after sheathing building. This applies to sides only. 


CAUTION—DO NOT NAIL AT LOCATION OF BALANCES IN FRAMES. 


Sash Studding or Brick | 


Se 
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Kawneer "Sealair" Aluminum Windows 


Most important window fact of recent years, according 
to The Kawneer Company, is that windows of aluminum 
or bronze construction—hitherto restricted to use in large 
residences and monumental buildings—are now available 
at relatively low cost and in standard sizes for all types 
of homes or buildings 

Known as "Sealair" all-aluminum (or bronze) win- 
lows, thes complet« factorv-fitted units, both double- 
hung and casements, are of great importance to owners 
and builders because they cannot swell, shrink, or warp. 
are not subject to rotting or rusting, never require paint 
ing. Thus the qualities of these splendid non-ferrous 
metals, combined with simple, sturdy, effective "Sealair" 
construction, bring window advantages not before 
IV ul i l 

in extremely low infiltration figure is produced by 
effective “Sealair” weathering, which means new comfort, 

| 1 fuel savings for the owner. In double- 
h interlock with frame at head and sill 

d other at meeting rail—with double con 
tacts, felt to metal and metal to metal. At the sides a 
resilient, spring weathering and guide member is built 
into the sash—accurately fitted to the true, smooth metal 
surfaces, entirely concealed in and protected by the sash. 
lhis patented weathering member slides with the sash, 
leaves the on« piece jambs and sill clear—assures effec- 
tive and lasting protection, free from complications of 
painting, rusting, swelling or shrinking. 

In addition to fuel savings, other substantial main- 
tenance savings are produced by elimination of painting 
and other upkeep economies—so that any slight difference 
in first cost is more than made up in a ten-year period. LOOKING OUT through a Kawneer all-aluminum window of the 

Dependablv easy action at all times is another result large pane, double hung type. 


of "Sealair" construction and the nature of non 
metals used. And the rich appearance of the sple 
natural satin finish means that they inevitably 
one of, if not the most attractive features of at 
home or building. 

The steadily growing use of "Sealair" windows 
homes, apartments, schools, hospitals, hotels, as wi 
in commercial, public, and nons il buildings is 
nificant proof that they are now a generally accept 
type, with advantages which assure continued gr 
in the future. 
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"SEALAIR" ali-aluminum windows installed in Home No. 19 at the NEW "Sealair" casements used in Joern's "Life" house, La Grange 
New York World's Fair 1939 Ill., opened early in 1939 
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STEEL WINDOWS 
AND CASEMENTS 


s being too costly. 


st exclusively. 


Their Growing Use 


in Home Building 


OR domestic architecture, iron casements were first 
used in England in the 14th century. They were 
hung on pivot hinges direct to stone rebates. Until 
| into the Tudor period, they were glazed with horn, 
Leaded glazing was in small, 
etric forms, usually squares or diamonds. In the 
ws of the important houses it became the fashion 
lude heraldic emblems in the windows, containing 

: armorial bearings of the family. 
y examples of iron casements which have been 
tinuous use in old houses for upward of 400 years 
be found in modern England. Notable houses of 
5th and 16th century include Charlecote, West- 
Hardwick, Haddon, Kirby, and many others. Old 
farmhouses, too numerous to mention, 
ilmost intact in the counties of Kent and Sussex 
lay, in England, the casement-type window is used 
In describing the reasons for this 
z preference over “sash windows,” an English 
ter states: “The casement yields all its area to the 


double purpose of light and 
ventilation, and is con- 
trolled without effort." The 
choice of metal over wood 
construction is based on 
the observation that "the 
carpenter must ease wood 
windows from time to 
time." 


DETAIL of a lóth century iron 
casement window in St. Andrew's 
Church, Hornchurch, Essex, in Eng- 
land. Note excellent condition 
even after almost 400 years of ^e. 
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RECENT photograph of iron casement windows which have been in | 
constant service for about 350 years, in Emmanuel College, Univer- 
sity of Cambridge, Englend. 


Use of Casement-Type Windows 
In Early American Houses 


The windows used in the first houses of the early 
Colonies were wood casements. Many old houses con- 
taining wood casements have been studied in minute de- 
tail by architects. These include the Hooper-Hathaway 
house (1682), Salem, Mass.; the Abraham Browne 
house (1663), Watertown, Mass.; and the Paul Revere 
house (1676), Boston. Concerning them, a nationally- 
known authority, Frank Chouteau Brown, A.I.A 
writes : 

"Wood casement windows . were used in houses 
built as late as 1720 or 1725, in the large coastal towns 
or cities, and probably for another ten or twenty years 
in the more remote inland communities ; while the newe 
Georgian double hung sash were gradually coming int 
use in different localities beginning about 17( 
and continuing over later years." 

Thus, based on prior usage, casements, not doubl 
hung windows, are traditionally correct for houses 
signed after Early American styles, Casements were 
universal use through the 17th centurv, while doubl 
hung windows did not appear until the 18th century 

The interest which many architects are taking in : 
search study to authenticate the early Colonial craft 
styles and methods of construction is well illustrated bs 
a sheet of measured drawings bv Frank Chouteau Brow: 

f the Col. Paul Wentworth house at Salmon Falls 
N.H., built in 1701. These show that this house orig 
nally had small casements combined with mullion case 
ments. Later, so it is revealed, double hung windows 


were added 
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Cutting the Builder's Costs 
With Steel Casements 


In comparing the installed cost of a double hung wood 
window, assembled on the job, with that of a prefabri- 
cated steel casement, inexperienced builders fail to 
realize that a wood window of the “hand made” type 
requires no less than 25 pieces of material. These are 
l frame, 2 sash, 3 pieces back band, 3 pieces trim, 3 
stops, 1 stool, 1 apron, 4 pieces cord, 4 weights, 1 lock, 
l keepe r, 1 lift 

[he labor operations for installation include: erect 
frame, hang two sash, fit trim, fit stool and apron, glass 
and glazing, paint frame and sash, paint trim, paint stool 
and apron, attach hardware, refit sash. At the bottom 
of the depression, in 1933, when rates were low, these 
operations added a minimum of 60 per cent to the cost of 
the materials, and averaged much higher. 

On the other hand, the lower installed cost of 
casements is due to two factors: 

lhe first cost is low—often less than $50 to $60 for 
ul the a 4 or 5 room house. Steel case- 
ments are made in huge quantities by the larger manu- 
facturers, by skilled workmen, using advanced tools and 
yperating under ideal conditions. Impor- 
tant economies result, reducing the price to the builder. 

2. The f installation is a small fraction of that 
of the “hand made” wood window. The 
reaches the job complete—fitted 


steel 


Casements 1n 


equipment, 


steel casement 
hinged, hung, as 


€ ml led even Bonde r12€ d (tor rust pre vention ) and 


rimed Time ] bor and materials are saved 
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LEVITT & SONS, the well-known builders of good salable residences at 
Manhasset, N. Y., have found that steel casements have a strong ap- 
peal to the home buying public. 
illustrated above. 


One of their popular model: i 


RESIDENCE (below) at Flint, Mich., which sells for $3580.00. It was 
built by The United Builders Inc. and is equipped with “Fenestra 
Steel Simplex HM Casement windows. Operative builders are able to 
control their window costs when such complete units are specified 


FENESTRA" steel casement units dress up this house [above] for 
vitt & Sons, Builders, Manhasset, N. Y. They report buyers are well 
n this type of window. 


TRUSCON Series 138 Double Hung Steel Windows for Residential 


construction are well illustrated in the photo below. Narrow mullions 
and meeting rails interrupt the view to a minimum degree. 


The Sales Appeal of Steel Casements 


Among the principal advantages claimed for steel 
casement windows are the following: 

l. Better appearance—slender steel frames and mun 
tins, and attractive hardware 

2. More daylight—larger glass areas result from 
elimination of bulky construction 

3. Better ventilation—swing leaves open out, deflect 
ing inward breezes blowing parallel to the wall. Many 
casements provide 100 percent opening, as compared to 
50 percent opening, maximum, for double hung win 
dows 

4. Easier steel casements always open 
easily, even in wet weather, even when freshly painted 

S. Safer cleaning— glass is washed on both sides from 
inside a room. No sitting backward on the sill 

6. Superior weather-tightness—double contact of 
swing leaf against frame, with leaf drawn tight by pow 
erful, cam-action lock. Precision-fitted at factory. steel 
casements stay fitted 

7. Better screens—bronze mesh in Bonderized steel 
frames, enameled, baked. Quickly, easily, safely at 
tached on inside of casements. No marking or num 
bering 


opening 


8. Increased fire resistance; steel casements glazed 
with wire-glass retard spreading of fires through win 
dows 


9. Lower upkeep cost—steel casements with Bonder- 
1 


ized finish (for prevention of rust), are primed and 
baked at the factory. Field painting is added after in 
stallation. 
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Some Recent Improvements 
In the Design and Manufacture 
of Steel Casements 


Casement windows made of iron, such as those in 
Cambridge University, in England, have been in con- 
stant use for 400 years or more. The durability of this 
tvpe of construction is measured in centuries. 

It remained, however, for "Yankee ingenuity" to de- 
velop and perfect the English-type metal casement for 
the American market. There were two incentives, 
chiefly : 

[he first was that the more rigorous American cli- 
mate demanded tighter windows. American design of 
steel casements provides dowble contact of ventilator 
against frame, with a column of insulating captive air 
between contacting surfaces, extending the full perime- 
ter of the ventilator. Precision manufacturing and 
fitting, combined with ingenious locks which clamp the 
ventilators tight shut, afford a degree of weather-tight- 
ness equalled to weatherstripped windows. 

The second incentive for improvement derived from 
the higher standard of American living—the demand 
for near-perfection. Recent American developments 
are numerous and important. They include: 

Inside metal screens which provide complete protec- 
tion against insects. Windows are opened, closed, locked, 
without touching the screens. Screens are attached or 
removed, safely, in a jiffy. Marking or numbering is 
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STEEL windows ("Fenestra") on moving hooks are dipped in a series 
of preservative baths in the Bonderizing treatment. 


not necessary—screens are perfectly interchangeable 

Inside metal-framed storm sash, often called “Insulat- 
ing Windows" or “Winter Windows," provide a degree 
of tightness incomparably greater than is found with 
outside storm sash. The heat loss through windows is 
substantially reduced, and condensation on the glass is 
minimized. 

Jonderized finish—for prevention of rust. This i 
cludes, in a series of continuous operations, the etching 
of the steel surfaces of the casement, in chemicals, t 
change them to non-metallic surfaces, next dipping sas 
into vats of special paint primer, which is then bake 
on. Field paint is added by the builder, to afford the 
color scheme desired. Thereafter, repainting is nece 
sary only at long intervals. Maintenance savings ar 
substantial. 


"Fenestra" Steel Casements 


“Fenestra” residence steel casements as built by De- 
troit Steel Products Company have several constructior 
features of special interest. These include hot rolled steel 
weathering sections; hot rolled (not cold pressed) ste 
butts with bronze (not steel) pins and bushings; dur 
able roto-adjusters attached to brackets welded (not 
screwed) to casement frames; locking handles of the 
cam (not latch) tvpe, which draw vents tight shut 
handle brackets hot rolled (not cold pressed), welde 
fast (not screwed) to frames ; strong muntin joints inter- 
locked with but 20 percent loss of metal (not 50 percent 
loss, as with mitered joints); rigid, clean butt-welde 
corners (no excess flash, no lumps) ; the complete win 
dow Bonderized, primed, baked, for preven- 
tion of rust ; strong, economical. convenient 
screens, removed or attached in a jiffv wit! 
out tools—bronze wire mesh in tubular steel 
frames Bonderized, enameled, baked 


A TYPICAL "Fenestra" Steel Casement Window with 
Inside Screen. Unit is a type 4426, which is 3’ !'4° 
wide by 4’ 334" high. Note that one screen cover 
both ventilators. Casement operators work through the 
sill member. 
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Truscon Residential Double-Hung Steel Windows 


[he new Truscon series 138 residential double-hung 
steel window incorporates many special features. Of 
major importance, the sash members are of tubular con- 
ction. This adds greatly to the strength, durability 
aw finished appearance of the window. Weights and 
cords are absent from this window. Operation is con- 
trolled by spring balances equipped with tapes of 
“Enduro” stainless steel. 
Each window is completely factory weatherstripped 
with spring bronze. Careful and efficient workmanship 
n this phase of final asse ‘mbly contributes largely to 
greater comfort in homes where these windows are in- 
stalled. Due to the type of weatherstripping used. 
loose, leaky and rattling windows are avoided. Window 
maintenance is lessened accordingly. 
Screening is easily and attractively accomplished 
through the inclusion of a rebate on the exterior of the 
ries vindow frame, which permits flush installation of 
screens and “Tempryte” insulating windows. One-half 
the window may be screened, or the screen may cover 
le he entire window 
i uscon residential double-hung windows are rust 
stant due to the Bonderizing process through which 
pass at the factory his | process, used widely by 
obile and home appliance manufacturers, was in- 
. stalled by Truscon Steel Company to produce an even 
paint finish on window and other products and 
greater resistance to the formation and progress 
t. Tests have demonstrated that following Bond- 
y as practiced by Truscon, the baked-on priming 
f paint lasts from three to five times longer. 
So that the fine finish on these windows might not 
4 me damaged in shipment or storage, Truscon pack- 
r f, them in heavy box board cartons. Users are as- 


^ that windows delivered to the job are in good 
tion and ready for immediate installation. Should 
occur, the carton protects the contents írom th« 
ents or, if stored inside the building, from mortar, 
or other substances dropped during course of 
De- struc tion. Of spec ial interest is the fact that the 
Hot n residential double-hung window (Series 138) 
tee 
tec 
lur 
not 
the 
Idei D 
iter 
cent 
de 
win- 
ven- 
jent 
vith 
steel 
y with 
n" "TRUSCON" double 
covers casement with fly 
jh the screen. Ventilating 


panels operate 
through sill. 


RESTFUL CHARM of "Truscon 
by this library scene. 


steel casements is well demonstrated 


is shipped completely assembled ready for immediate 
installation in the opening 

Four window types in 24 sizes cover all requirements 
from clear pane upper and lower sash to many standard 
arrangements of vertical or horizontal muntin bars 
Thus this new Truscon window lends itself to any type 
of architectural design 


Truscon Residence Steel Casements 


Five hundred and thirty-four standard types of Trus 
con Steel Series 5 residence casements permit widest 
range of design freedom and unlimited scope of window 
arrangements. Authentic departures from traditionally 
commonplace window designs are but one result. In com- 
bination with Series 138 residential double hung steel 
windows, distinctive window arrangements ar« 
without fear of excessive costs 

Truscon residence steel casements many out 
standing advantages. Among the more important ari 

Truscon steel casements due to flexibility in 
and wide variety of standard types offer interesting op 
portunities for residential design. Wide swinging vents, 
many separate glass panels, and the slender and grace 
ful lines of these windows offer practically no barrier 
to light 

Modern room styling has changed many previously 
favored decorative practices. Bulky, unsightly fram- 
ing around windows has now been replaced by the neat, 
inconspicuous and economical treatment made possible 
by steel casements. Net result of this is more usable 
wall space—greater flexibility of wall treatment and 


pi yssible 


Offe t 


desi u 
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NEW "Win-Dor" concealed "Bolt-Fast" sill lock as used by Ceco on its new "Streamline" steel casements. Sill operation replaces the manual 
locking handles in center of mullion or frame. This permits full width screens for more than one vent. 


increased opportunity for most modern interior decora- 
tion. 

Screens are always attached to the inside of Truscon 
steel casements. This is both a convenience and a safety 
factor, especially in homes of two or more stories. 
Truscon screens for casements are of two types—fixed 
screens and wicket screens. The former is for Roto 
Type casements with under-screen operators. Wicket 
screens were developed for casements equipped with 
standard locking handles. The wicket allows ample 
room for the hand and arm to operate the ventilator. 
Both screen types have re-wireable steel frame and come 
equipped with bronze screen cloth. 

Truscon casements are stocked in 29 warehouses from 
coast to coast. Delivery service is but a matter of a few 
hours or overnight. 61 district and branch sales offices 
offer the services of trained steel window experts for 
the convenience of architects, builders, contractors, 
dealers or owners. 


"Ceco Streamline" Residence Casements 
With Casement Hardware Co. '"Win-Dor Bolt-Fast" 
Concealed Lock 


Ceco steel casement windows and metal frame screens 
are complete units, ready to set in place. You save the 
cost of trimming, fitting, weatherstripping and readjust- 
ing, and expensive upkeep. Ceco casements and screens 
always operate easily and stay weather-tight. They are 
modern in design, permanent, and the cost is surprisingly 
low. 

Ceco Steel Products Corp. has recently adopted a new 
simple, convenient concealed locking device used with 
Roto (underscreen operators) Casements, which elimi- 
nates the use of locking handles at the meeting rail. 

The ventilators are locked in position by an ingenious 
concealed locking bar, as illustrated, which engages 
with keepers. 

The advantages of this arrangement are that the 
Venetian blinds no longer present a problem in connec- 
tion with their use on steel casements, as there are no 
handles to interfere with the operation of the blind. Also 
on double vented casements where vents are adjacent to 
each other, only one screen with uninterrupted screen 
cloth is required where formerly two screens were fur- 
nished. Hence, considerable saving in material cost is 


effected with subsequent saving in storage, handling, 
etc. Then in case of winter windows or storm sash, 
fewer panels are required because of freedom from in- 
terference of handles. Therefore, again savings on mate 
rial and subsequent costs are effected. 

This new hardware (Casement Hardware Co.'s 
"Series 400 Bolt-Fast”’) is a flat sliding bolt lock operat- 
ing in the frame channel from the sill. Action is posi- 
tive and installation is simple. 

This type of lock replaces the typical locking handles 
for vents. The convenience of this hardware is obvious 
where stool lines are high and window installations are 
above normal reach, such as over sinks. 

Ceco residence casements are now bonderized. This 
process of chemically treating the steel after complete 
fabrication so that greater paint adherence is possible 
together with a baked-on coat of paint assures a surface 
that lasts three to five times longer than what is secured 
when using plain steel painted. Bonderizing is provided 
at no extra cost to the ultimate user. 
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Mesker "Guildhall" Casements 
With Solid Bronze Hardware 


Mesker Brothers “Guildhall” Casements do their part 
in giving more house for the money. Outstanding is the 
fact that they are equipped throughout with hardware 
that is made of solid bronze. This insures a bright, beau- 
tiful, lustrous hardware finish throughout the entire life 
of the window. Mesker “Guildhall” casements are truly 
mit windows. They come to the job fully assembled, 
ready to set into the wall. The thin steel members pro- 
vide much daylight. When equipped with sill ventilators 
they provide excellent no-draft ventilation and their out 


| 
, 
L 
' 
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DIGNIFIED clean cut architectural lines characterize the Mesker 
Guildhall” steel casements. 


ng ventilators help to deflect summer breezes into 
m. They are easily washed from the inside of 
om. Insect screens are attached inconspicuously 
inside of the window where they are easily reached 
isily removed. With inside screens, many home 
leave their screens up the year round. 
ker "Insulaire" storm sash provide effective insu- 
n the winter-time. They are attached in place of 
een and held firmly and securely to the inside by 
lips. These Insulaire storm sash can be installed 
window in a jiffy. With both screens and storm 
n the inside, the clean outside architectural view 
ker “Guildhall” casements is unimpaired. 


"Stanwin" Steel Casements 


tall-Federal, Inc., by a series of changes in their 
vin" casement, is now producing a greatly im- 
window for residential use. New steel sections 

reased depth and weight provide greater rigidity, 
ir design permits better fitting at the factory, mini- 
field adjustment. 
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POPULAR model of the Crittall-Federal, Inc. "Stanwin" steel 
casement with double ventilator. 


Ventilators are hung on new angular design pivot 
hinges, welded solidly to the vent and frame members 
further strengthening the window and eliminating sag 
Muntin joints have been improved for strength and ap 
pearance. 

Windows arranged for sliding wicket screens have 
strong, attractive bronze handles and friction hinges 
Casements intended for use with stationary screens have 
a locking handle and a gear type "Roto" adjuster which 
features an internal gear rather than external, with four 
teeth constantly in mesh, eliminating breakage and assur 
ing easier, smoother operation. 

"Stanwin" casements are given two good shop coats 
of paint before shipment and are carefully packed in 
strong crates to insure their arrival at the job in good 
condition. 

Steel frame screens with bronze cloth are generally 
furnished with the windows. Inside, auxiliary steel 
framed glass panels, acting as storm sash, are inter- 
changeable with the screens. 

Crittall- Federal also offer a standard all-welded “Base- 
ment" window. Patented construction provides two posi 
tions of opening, as well as complete removal of the vent 
from the frame by simply lifting it out. No fittings need 
be unfastened. 


Market Survey 


A window buying and using survey made among 5,000 
typical contractor-builders doing an average business of 
$51,000 in 1938 brought out the following 

Contractor-builders show a marked preference for ad 
vertised brands of both wood and metal windows 

Contractor-builders buy more windows from lumber 
and building material dealers than from any other source 
These dealers solicit the window business of contractor 
builders more actively than any other type of distributor 

Prefit windows are preferred over windows fitted on 
the job in an approximate ratio of 7 to 4 

Replies indicate that 35 per cent of the windows in- 
stalled by contractor-builders in new homes are weather 
stripped 

Contractor-builders use factory-made frames in pref 
erence to frames made on the job, on a ratio of nearly 
6 to 1. 

Seven out of each 10 contractor-builders report that 
they specify a preservative treatment for wood sash 


Vento Steel Basement Windows 


The use of steel basement windows represents sound 
economy. Vento steel basement windows are shipped 
completely assembled with frame and sash, hardware 
attached, heavily painted and ready to install. Through 
the use of heavy channel frame construction warping, 
sagging and sticking are eliminated. 

The narrow frame and intermediate bars do not ob- 
struct the light; they materially assist in making base 


VENTO Steel Basement sash and frame come as a complete unit. 


ments more livable. They are ideal for use in recreation 
rooms giving a maximum amount of light and ventila- 
tion. 

hese basement windows are arranged for puttyless 
glazing introduced bv Vento seventeen vears ago. The 
original design’ has been consistently improved. The 
glass is held firmly against a water-tight cushion of 
impregnated cork. The glass panes are easily installed. 
and broken lights may readily be replaced bv the owner 
if desired. A convenient locking handle is furnished on 
the "Premier" design 

Thev are a departure from the usual basement win- 
dows in that the ventilators can be adjusted to give in- 
direct or direct ventilation as desired. In other words, 
Vento basement windows are so constructed as to give 
all the advantages of a top-hinged and bottom-hinged 
tvpe combined in one unit. The ventilating section is 
easily removable when so desired. 

Full opening ventilation is desirable under certain 
conditions but in meeting the normal weather require- 
ments there is a distinct advantage in favor of indirect 
ventilation, particularly for basement windows which 
of necessity are close to the ground. Vento design per- 
mits ample ventilation without allowing dirt, snow or 
rain to enter 

\ neat and trim appearing screen is made to fit all 
Vento basement windows and is easily installed 
Storm windows are also obtainable, which are inter- 
with the screen. 


1 
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Kewanee Steel Windows 


l'he Kewanee Manufacturing Company has developed 
a full line of casement, pivoted and projected windows 
as well as basement windows. The “Master” basement 
window is of high class, although the price is now the 
same as that of the "Standard" basement window. Con- 
struction being of box frame with complete double 
weathering contact and of vent projected tvpe, the user 
is enabled to get any desired ventilation since vent stays 
put in anv position. The window at the same time is 
substantial and attractive in appearance. 

The casement windows are constructed accurately, 
giving uniform and even weathering contact and at the 
same time they are attractive in appearance. There are 
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two standard groups of Kewanee Manufacturing Co 
steel residence casements, classified according to their 
muntin construction. Windows of full muntin construc- 
tion are termed “Full Muntin" (“F.M.”) casements an 
the standard group includes not only casements wit! 
side-hinged open-out vents but also windows with toy 
hinged open-out vents, windows with bottom-hinge 
open-in vents, fixed windows, and circle heads. Wi 
dows with the vertical muntins omitted are terme 
"Horizontal Muntin” ("H.M.") casements and the 
standard group includes only windows with side-hinge 
open-out vents. The standard hardware for Kewane 
F.M. casements with side-hinged vents is termed “Roti 
(“R“) hardware and consists of underscreen rotar 
geared operators of die cast metal, bronze locking 
handle and non-friction cleaning hinges. The standar 
finish for this hardware is dull bronze, but hardware oi H 
other metals and finishes can be furnished on specia 
order. The standard hardware for Kewanee H.M. case 
ments is termed “Simplex” ("5") and consists of bronze 
locking handle and friction cleaning hinges. Standar 
finish for Simplex hardware is dull bronze but hardwar das 
of other metals and finishes can be furnished. ! 

In building a home, some people overlook the sma 
but sometimes the most important details. They want 
their windows to be the prettiest of any house on thi 
street, and pride themselves on their taste. They want 
everything to look unusual and as neat and attractive as 
possible, but the average home builder does not give 
sufficient thought to the durability of the materials tha: ing 
are used in building a home 

In a year’s time the owner or builder who has 1 
given sufficient attention to the materials and ser 
which they render is disappointed and dissatisfied str 
windows which he thought would be attractive hai | 
developed trouble. The owner bewails the fact that a 
his pride in his home is ruined by the difficulties « 
countered with windows. 

The next time that man builds, he is going to be wiser 
He will insist on more quality in his windows. 
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How to Estimate Accurately 


In the Series on Estimating, This 
Article Presents Interior Finish 


gy J. DOUGLAS WILSON 


Head, Building Trades Dept., Wiggins 
Trade School, Los Angeles, Calif 


IE INTERIOR FINISH work of a residence is 
vided for estimating purposes into four divisions. 

ndows, doors, screens, and shutters form the first 
n. Inside trim is included in the second group. 
r built-in features, such as bookcases and kitchen 


es, are grouped to make the third divis 
he finish T&G stock used for floors and occasion- 


+} 


titions and walls. 


ion. Lastly 


Window, Sash, Door, and Shutter Unit 


OWS, SASH, and DOORS 


The term “win- 


eans an upper and lower sash which slide vertic 
se sash are usually counter-balanced by weights 
sash cord or sash chain or by using a sash bal- 


[he term 


“sash” always means one piece. A case- 


h swings either in or out, or it may be stationary 
re several types of doors commonly used in house 


ction. These are generally classified 


. screen, and cabinet doors 


ter T 


as interior, 


[he width of a window, sash or door is given first, 


th second and the thickness third 


If two sash are 


e hinged in one frame, they are called a pair. The size 
pair is the same as the size of the frame. To illus- 


rate: An order for a pair of sash for a 2’ 


vould read: 


y^ x 1 ye" 


0” x 3-0" 


One pair (pr.) casement sash 2'-0" 
The accepted standard thickness of sash 


s”. The joint, where the two sash meet, is known as 
| rabbeted joint. In taking off windows or doors it is 


alvisable to select all like sizes first. 


In the eastern part of the United States it is com- 


"man 


rom this size the outside measurements of 
v must be computed. For a 
«light window with 13$" check rail 
to width and 6" to length. 

i trate: 
2 light (1t.) window has a 
ze of 24. This means the 


30 | 
each sash is 24” wide and 


à h. 24" plus 4" equals 28 
"2-4". which is width. 30" x 2 
! ible hung window is two 
zh) equals 60". 60” plus 6" 
66", or 5'-6" which is length. 
efore, the window frame size 
x 5-6". 
Iur. d 


~ t 


Lumber: Lumber used 


FIGURE | indicates measuring points for 
double hung and casement frames. L 


actice to give only the glass size of a window. 


the sash or 


for sash will vary according to each locality. Sugar pine 
or cypress are often used. The specifications will giv« 
this information. They also state whether the door is to 
be veneered and if the same kind of veneer is to be used 
on both sides. Often a door is made with different woods 
on each side in order to secure certain architectural effects 
Number of Lights: Lights of glass in a window or door 
will vary according to the way the plan is drawn and th« 
type of architecture used. The elevation sheet will giv« 
this information 

Weight of Glass: Window purchased by 
thickness, although there are several different thicknesses 
made. Two kinds in common usage are known as single 
strength (16 oz.) or double strength (21 oz.). The term 
16 oz. means that one square foot of glass will weigh 
16 oz. Plate glass is also used for residential work; 14” 
to 3$" thick is standard. 

Kind of Glass: There are different kinds of glass that 
may be used, such as clear and obscure. The best glass is 
ordered free from waves or defects. If specifications do 
not state kind, clear glass is understood to be wanted 
Grade of Glass: There are several grades of glass that 
can be purchased, the symbol letters determining the qual 
itv. The first three grades are AA, A, and B. The best 
grade is AA ] free from 


glass is not 


ind indicates that the glass 1: 


information is determi 
windows are cut up int 


waves or defects.* 

Shape of Lights: This 

the elevation sheet, as 

different designs 

Kind of Sticking: The term sticking, when applied to a 
window, refers to the shape of the moulded edge int 
which glass is fitted. Unless specified, the mill will mak 
the sash to a standard design. If the plans show other 
than stock design this information must be given on th« 
order 

Kind of Wire: This only applies to screen doors. This 
information is given in the specifications. There ar« 
three kinds of wire commonly used—black, galvanized 
and copper. In damp climates copper is used due to its 
weather resisting qualities. The wire is ordered by mesh 
which means the number of holes per linear inch. The 
wire commonly used is 12, 14, or 16 mesh 
Catalog Number: Many large manufacturing plants 
furnish catalogs to serve as aids in the selection of the 
correct type and size of their product. If such an aid is 
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ivailable, it is advisable to include on the order the cat- 
vog number of the item. 

IVINDOW SCREENS: A few years ago it was com- 
mon practice for the carpenter to make screens on the 
job. With the development of machinery, however, this 
job is usually done in a mill or special screen factory. 

Only those windows that open require screens. Some- 
times screens are not specified, although this practice 
pertains to public buildings rather than residences. 

Considerable information is necessary when ordering 
screens, as outlined below : 

Quantity: Only those screens that are the same in size 
and kind of wire can be grouped together. To determine 
the number of screens required, check the specifications to 
find which windows are to have screens and count those 
windows on the floor plan, or, if the symbol "Sc" 
printed for each window that requires a screen (as 
sometimes done on a plan), count these symbols. 

Name of Screen: There are three standard kinds of 
window screens based on the kind of frame into which 
they hang: 

(1) The full double hung window screen has a hori- 
zontal bar across it at the meeting point of the two parts 
of a double hung window. 

(2) The sliding screen always moves vertically. 

(3) If a casement screen is ordered, no bars are put in 
unless specified. All screens that hinge in are known as 
"inside screens." The lumber for an inside screen is 
selected to match the interior finish. 

Size: The width of a screen is the same as the width of 
the sash or window. 

The length of a screen is not the same as the sash or 
window, but longer. This is because oí the pitch or slant 
of the sill. The screen for a casement sash is longer than 
tor a double hung window on account of different meas- 
uring points. Figure 1 illustrates this. When taking off 
the screen, add 1" to the window length. For sliding 
screen, give half the increased window length. The exact 
screen length is determined after the window frame is 
built. 

The thickness of a screen is determined by the detail 
of the window frame or the specifications. This thickness 
will vary, but the standard is recognized as being 34” 
unless otherwise stated. 

Kind of Lumber: Lumber will vary, and is based some- 
what on local practices. Redwood or sugar pine are often 
used. 

Number of Lights: The term “light,” although usually 
applied to glass, is also used when ordering screens, and 


is 


is 
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FIGURES 2 and 3 
show, respectively 
measuring points for 
estimating door trim 
and the parts of wis. 
dow trim to be listed, 


Horn 
F1G. 5 
STOOL AND APRON 


means the openings in the screen frame. As these open. 
ings are made to match the window or sash, the same 
terminology applies. 

Window screens usually have one light for a casement 
sash frame and two lights for a double hung window 
frame. A bar is placed across the screen parallel to the 
meeting bar on the double hung windows. Occasionally an 
architect will specify screens to match the windows. 
Shape of Lights: The shape will usually conform to the 
window to which the screen belongs. 

SHUTTERS: These are increasingly becoming a regular 
part of the exterior design of many homes. In numerous 
cases they are used for architectural effect only, and are 
not hinged but screwed flat to the wall. 

Quality: The elevation sheets will show which windows 
require shutters and indicate their shape. Two shutters 
are required for each window. 

Size: If the shutters are to be hinged to shut into the 
frame the width will be one-half the width of the window. 
The length will have to be determined from the window 
frame detail, as the slope of the sill affects the length of 
the shutter. For estimating purposes add 1” to the length 
of the frame. Shutters that are to fit into a frame should 
not be ordered until the frames are made. 

If shutters are used for ornamental purposes only, the 
length should be measured on the elevation sheet as 
architectural practices vary as to the length of a shutter 
when used in this way. The width will be one-half the 
window width. 

Kind of Lumber: The specifications will usually state 
this. White pine is often used. 
Shape of Shutter: The shape of the shutter is de 
termined by checking the elevation sheets. Occasionally 
architects will draw full size details showing the sizes 
of the different stiles and rail. 


Inside Trim Unit 


Inside trim is finish lumber, such as casings, stool, 
aprons, door jambs, baseboard, baseshoe, and picture 
moulding. 

DOOR JAMBS: A door jamb is the frame into which 
a door is fitted and hung. It is made of finish lumber S45. 
sanded one side and consists of two side pieces and one 
top piece, known as the head jamb. Figure 2 represents 
a door jamb set ready to have the trim nailed on. Each 
inside door requires one door jamb. A sliding door fe 
quires two jambs. : 
Two kinds of finish lumber are sometimes required 
( Continued to page 96) 
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HIS picture of the 1%-ton Model D-30 

doesn't half do justice to the truck. It gives 
you a good idea of the modern streamlined 
beauty of International Trucks, but it doesn't 
tell you a thing about the amazing economy 
of the trucks on your job. Drivers and owners 
can tell you about that. 

It takes more than just style to deliver In- 
ternational performance. A new line is not just 
a matter of the calendar with International 
Harvester. Constant improvements in engi- 
neering and construction makeand keep Inter- 
national Trucks the standard for the industry. 

The constant aim of this company is to 


give you hauling value — to make economical 


performance your lasting source of satisfaction. 
HAULING VALUE~— plus distinctive beauty 
of design that is recognized and admired 
wherever loads are hauled. 


In the popular Model D- 30, as in every 
International Truck from the sturdy *£-ton 
pick-ups to the powerful six- wheelers, you 
get International performance. And that’s 
the finest thing that can be said of anything 
on wheels. International Trucks are rugged, 
all-truck trucks, all the way through. 
They’re made for tough jobs and rough 
handling, and they're built to take it. 

And throughout your years of Interna- 
tional ownership, the network of Harvester's 
Company-owned truck-service organization 
is ready to service your truck at all times. 

Talk over your hauling problems with any 
International dealer or Company-owned 
branch. Arrange for a demonstration. 
INTERNATIONAL HARVESTER COMPANY 


INCORPORATED 


180 N. Michigan Ave. Chicago, Illinois 


INTERNATIONAL TRUCKS 


74 


Contractors Equipment and New Products 


All-Purpose Woodworking Tool 


HE DeWalt Products Corp., Lancaster, Pa., is now offering 

the DeWalt Moto Miter Box, an “all purpose” woodworking 
tool. This machine is practically a woodworking shop in itself, 
performing 29 different operations. It is especially designed for 
light cutting, making it an ideal tool for home workshops, car- 
penter shops, pattern shops, cabinet work, etc 

The direct drive motor runs from an ordinary light socket 
The arbor can be placed in any position for all sawing operations 
the arm swings 360 degrees horizontally for miters; the yoke 
swivels 360 degrees horizontally for instant change-over from 
cutoff to rip positions; the motor rotates 360 degrees vertically 
for all angle cuts. The roller bearing carriage inside the arm 
effects easy and fast work 


MULTI-PURPOSE saw with quick change-over. 


Tri-Craft Floorworker 


NEW multi-purpose floor machine, 

Floorworker, which has been recently announced by the 
Porter-Cable Machine Company, Syracuse, N.Y., is designed for 
use on many tvpes of floors: wood, marble, terrazzo, linoleum, 
tile, etc. ; for sanding new floors and removing old finishes; steel 
wooling seals and other finfshes; cleaning and polishing. 

It is a drum type machine; therefore it works with the grain 
or in straight lines. This makes it an easy task for even the inex 
perienced operator to finish a 
floor evenly and beautifully with 


called the Tri-Craft 


"3 no fear of leaving swirls and 
| cross-grain scratches. 
Various drums are available 


with this new machine—sanding, 
steel wooling, tampico drum brush 
and lambs wool. Changing drums, 
removing the sanding drum, and 
mounting the steel wool drum, for 

stance, takes less than a minute 
Various finenesses of steel wool 
are available, the wool being 
W ind around cardb: ard sleeves 
slip on the drum of the 


NEW Floorworker has various drums 
for performing on many types of 
floors. 


F4 Lr] eae os . bd 
3148 "Utility" Trailer-Mixer 
©! STANDING features of the 1940 Model 314S “Utility” 
concrete mixer, announced by The Jaeger Machine Co 
Columbus, Ohio, are: a measuring batch hopper that operates 
as fast as, and saves the cost of, a power loader, a 3%-H.P 
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AN 8-gallon tank supplies 
accurately measured wa- 
ter to this new 3!/2S mixer. 


Wisconsin air-cooled engine with plenty of reserve power ; handie 
and lighter end discharge trailer design 

According to the firm's engineers, this machine, by combining 
faster discharge with the ability to load while mixing, will pr 
duce 30 to 40 per cent more concrete per hour, and easily mixes 
30 to 40 cubic yards a day. While one batch is mixing, the nex 
is being loaded into the gated hopper, ready to enter the drum as 
soon as previous batch is discharged. Its high back catches 2 
material, and intake side is as much as 12 inches lower tha 
for faster, easier shoveling from stock piles. The hopper can als 
be loaded by barrow from a platform, and has the same capa 
as the drum, for easy measuring. This modern halí-bagg 
drum, because it is equipped with bigger buckets, wider and d 
spoon, and larger opening, discharges faster and cleaner, dir 
into barrow or form 


New Radial Saw 


RADIAL saw, which was designed to enable the cont: 

to cut costs on the job or in the shop, and which pe 
a dozen operations necessary in building, has been introd 
by the Walker-Turner Company of Plainfield, N. J. A tw 
wheel trailer is available for moving the radial about the yar 
or from job to job 

Among the features of this saw are the following: gear 

head motor which provides a 2-inch depth of cut with 1 H.I 
3-inch with 2 H.P., and 4-inch with 3 H.P. motor; unusua 
small diameter blades; a voltmeter, supplied as regular eq 
ment, to indicate at all times whether or not sufficient line v 
age is being supplied to the motor; a magnetic circuit breaker 
switch which permits the motor to work at full load capacity 
cuts off the power on a sustained overload; a compensating gear 
that eliminates every possibility of stripping teeth, yet requ 
no resetting. This machine saws, cutting miters and compou 
miters in ripping and crosscut positions. It 
bets and tenons. 
routs and shapes 


cuts, grooves, fa 
With the proper tools, which are available 


RADIAL saw 
cuts, grooves, 
rabbets, tenens, 
routs end 
shapes. 
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ndier MANHASSET noo MR. WILLIAM J. LEVITT, President, Levitt 

and Sons, Manhasset and New York, N.Y. 

‘nine During the past five years, Mr. Levitt has 
T" built and sold more than 1000 houses in 
his famous “Strathmore” developments. 
He uses J-M Super-Felt in every house as 
standard insulation. Prior to the intro- 

duction of J-M Super-Felt in 1938, Mr. 

Levitt used J-M Ful-Thik Batts. 


J-M SUPER-FELT isamazingly 
tough and strong. Twist it. Bend 
it. The wool stays put . . . the 
waterproof paper backing doesn't 
readily tear away. Home owners 
get uniform thickness and den- 
sity and are assured of maximum 
insulating value. And, because 
Super-Felt batts are rigid and 
easy to handle, you save time 
and cut costs on every job. 


You should have full details 
on this product that has the ap- 
proval of leading builders 
everywhere. Just write Johns- 
Manville, 22 East 40th Street, 
New York, N. Y. 


JOHNS-MANVILLE 


ILDING MATERIALS 


OPERATES 


K N Oo W W H Y Americas Windau Beautiful 


tue EMBASSY 


FACTORY-FITTED 
WINDOW-UNIT 


EASIER - OFFERS GREATER 


PROTECTION -IS MORE ATTRACTIVE 


Head jamb completely metal lined. 
Metal lock strip enters groove in 
top of upper sash for snug seal. 
Finest spring balances guaranteed 
for life of building eliminate need 
for sash weights and cord. 
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Half-Surface Butt Hinge 


THE Stanley Works, New Britain, Conn., 

has developed a new "Half H" butt hinge 
of Colonial design fitted to modern applica 
tion, and recommended for residential and 
apartment house interior doors 13$ inches in 
hickness; it can also be furnished for doors 
134 inches thick. This half-surface butt hinge 
is of wrought steel, and can be used on either 


| flush doors or can be furnished for doors set 
| 
| 


$ inch beyond the jamb. It is made in two 
types—non-template for wood doors with wood 
jambs, and template for wood doors with 


pressed steel jambs. 


| hand doors. 


The loose pin with nail head tip permits 
eversing the hinge for either right or left 
The door leaf is furnished with 


Ame 


pyramid head screws that look like hand-ham- 
mered nails. 

An important feature of this hinge is that 
doors can be hung in approximately one-third 
the time required when full mortise butts are 
| used. With one leaf exposed, no gauging is 

required, and only the jamb leaf is mortised 


COLONIAL design "Half H" butt hinge. 


Side jambs completely metal clad | 
from inside stop to blind stop. 
Upper sash is slide-sealed to metal 
covered parting stop with special 
interlocking metal strips. A com- 
plete weather and dust seal. 


- 


The check rails also are tightly 
sealed by means of improved type 


interlocking metal strips. All LINE of modern chrome plated kitchen cabinet hardwar 


weather-stripping IS non-rusting | being offered by the National Lock Co., Rockford, Ill. TI 
zinc — all specially designed for rew designs are simple and neat, with the chrome finish a 


EMBASSY units. r / cented by black lines 


Chrome Plated Kitchen Cabinet Hardware 


The push-button catcl 
are furnished witl 
strikes for offset or fl 
doors ; the plain pulls ar 
of matching design, ! 


sash, the lower sash is slide-sealed 
to the parting stop with special 
interlocking metal strips. Sash 


In the same manner as the upper 


e ar s " coming complete witl 
slide smoothly and easily insuring Gas] screws The leat 
effortless operation. | ' ished chrome plating 

| brass assures perm 


Sill is metal lined to full thickness a 


| 
of lower sash. Provided with lock | 
strip which enters groove in bot- 
tom of lower sash. Sill is extra wide 
and set at a pitch of 3 in. to | ft. 
to insure adequate drainage. 
i 


The exclusive EMBASSY division 
bars are oval shaped — unusually 
neat in appearance. Also provide 
smooth rounded surfaces — easy 
to keep clean, there being no re- 
cesses where dirt may e ed 


DISPLAY board showing 
chrome and black trim 
kitchen cabinet hardware 


| Burglar-Proof Cylinder Lock 


NEW, improved principle has been employed in the burglar- 

proof rim and mortise cylinder locks being manufa 
by the Dudley Lock Corporation, Chicago. This consists í 
four rows of tumblers, instead of the usual single row, involving 
the use of a patented key with four operating edges, two on t 
two on bottom. This apparently complicated, but actually simj 
arrangement of the tumblers makes it virtually imp 
Continued to page 78) 
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FOR SMALL AS WELL AS LARGE HOMES 


WESTERN PONDEROSA PINE 
TOXIC-TREATED 


License? TOXIC—PRESERVATION 


|n [APPROVED 


NATL. DOOR MFRS. ASSN. 
Send for Complete Catalog 


ROACH & MUSSER CO. 


| 6211 Grand View Ave., Muscatine, lowa 


H / 


lowing 
trim 


dware 
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... AND THE THIRD 
FOR SATISFACTION ! 


SATISFACTION calls for that third 


hinge—every time. Why? Because wood 
warps. Doors hung on two hinges will bow 
out of line. 

To fix a door out of true might cost more 
than to fit all doors in a house with the third 
hinge. It’s well worth a small investment to 


Stanley 241 
Standard Of The 
World For Over 
Fifty Years. 


keep a door hanging straight and true. Also, 
the third hinge prolongs life of the other hinges. 


And the lock always clicks to a perfect fit. 
The Stanley Works, New Britain, Connecticut. 


STANLEY 


Trade Mark 


HARDWARE FOR CAREFREE DOORS 


GRAND RAPIDS, / 


A 
n LYS 
; f f 
LZ í J d 
} 


/ -— 


ji — -— ee 


. J/" SASH BALANCE 


WITH THESE IMPORTANT FEATURES 
SIMPLIFIED DESIGN 


The result of 3 years of research and testing. Only 
one moving part. Oil tempered spring completely 
enclosed in spiral tube. Simple, fool-proof. 


ACTUALLY INVISIBLE 


No exposed tape, tubes, or cables. Entire balance 
fits into grooved sash stile and moves with the sash. 
No interference with painting. Actually invisible in 
all window positions. 


INSTANTLY ADJUSTABLE 


Tension can be adjusted in a jiffy without removal 
of a single screw at any time. Special slot pro- 
vided at bottom easily accessible. 


EASILY INSTALLED 


Entire balance fits into a 5$" wide by ją” deep 
groove (trimmed size). Only 4 screws required for 
complete installation. Rigidly supported top and 
bottom. Can never get out of true. 23 sizes to 
meet all requirements, with 10 sizes covering 85% 
of residential installations. 


Completes the Great 
“GRAND RAPIDS” LINE 


With the addition of the 
“GRAND RAPIDS INVISI- 
BLE,” the “GRAND RAPIDS” 
line becomes more than ever, 
le cm the most complete line in the 


(e) h" * ll h 
OVERHEAD I hr world. Pulley types (overhead 


and standard) for narrow trim 
and conventional installations. 
All made to precision specifica- 
tions according to quality 
standards that have made 
“GRAND RAPIDS” the pre- 


No. 152 ferred source-of-supply for 
OPEN I," | forty years 
WHEEL PULLEY ty years. 


White for Bulletin and Prices 


GRAND RAPIDS HARDWARE CO. 
GRAND RAPIDS, MICHIGAN 


"GRAND RAPIDS" . 


The Standard for 40 Years 


USE GRAND RAPIDS HARDWARE CO.. GRAND RAPIDS, MICHIGAN 


Please send me complete information and prices on the 
THIS | new "GRAND RAPIDS INVISIBLE" Sash Balance. 


col- NAME. — — À = 
P0 í STREET ADDRESS - | 
3 ON. ‘ee ee Foo. cm 
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align the tumblers in any other way than by the use of the proper 
key. The locks, which have a protected case, armored cylinder 
countersunk in grip-proof ring, double length throw bolt, and 
rugged strike, are almost impossible to pick, jimmy, drill or 
saw. The key cannot be copied by commercial key machines 
duplicate keys being made only by Dudley. 


Boiler for Steam or Hot Water 


NEW boiler, the No. 10, which is designed for use with 
coal or coke, oil or gas, has been announced by Crane Co, 
Chicago. Its 12-inch base and removable grate lugs facilitate 
conversion to stoker firing or 
oil burning ; it is designed for 
steam or hot water systems. 
A green jacket is provided 
for the boiler with a black 
wrinkled finish on the doors. 
A patented feature of the 
No. 10 boiler, as well as of 
the No. 110, also new, is its 
"controlled water travel” 
whereby more heat is secured 
with no increase in amount 
of fuel burned. The No. 110 
is designed primarily for 
hand firing of coal, but can 
also be converted to stoker 
firing or oil burning. 


STEAM or hot water boiler can 
be easily converted to burn 
coal, coke, oil or ges. 


Safety-Sealed Construction Method 


MODERN building method which seals four vital parts oí 
a house—the outer wall, inner wall, roof and top floor ceiling 
—has been developed by research engineers of The Celotex 
Corporation. This has been named Safety-Sealed Construction, 
and offers the following advantages to builders of new homes 
It gives economy of construction; an insulation that lowers costly 


| heating bills, keeps a house warm in winter and cool in summer; 


a vapor barrier which prevents harmíul moisture condensation 
within the walls; it helps eliminate damage to interiors from a 
leaking roof. 

With the use of Safety-Sealed Construction, the outer wall is 
sealed with Celotex Vapor-seal sheathing outside the studding 
and' Vapor-Seal lath lines inner walls to form a second seal 
Together, these two seals furnish insulation and vapor protec- 
tion. One-inch-thick Vapor-seal lath applied on top floor ceiling: 
makes a third seal that reduces outside heat penetration through 
the roof in summer and the escape of costly furnace heat in the 
winter. The last and fourth step seals the roof with Celotex 


"triple-seal" asphalt roofing, a lasting protection against roof 
failure. 


b "BREATHING SPACE" 
BETWEEN STUDS 


|| CELOTEX 
IVAPOR- SEAL 
FOUR vital points in 


houses—outer wall, inner 
wall, roof and top floor 
ceiling—are sealed in new 
type of construction. 


f 
CELOTEX 
“VAPOR -SEAL 
SHEATHING 


Am 
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SEEING MEANS SALES 


when you display the new 


MCKINNEY "5." SAMPLE BOARDS 


McKinney Forged Iron Sam- 
ple Boards tell a complete 
sales story of authentic de 
sign, master craftsmanship 
and beautiful texture. 


Available in nine standard 
panels that make easier sell- 
ing for you and easier buy- 
ing for your customers 


Write for Complete 
Details 


McKINNEY MANUFACTURING COMPANY :* PITTSBURGH, PA. 


DESIGNERS AND MANUFACTURERS OF GOOD HARDWARE FOR 73 YEARS 
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all is That is why, 

t today, the “big 
idding swing” is on to Ro-Way. Un- 
| sea hampered by older methods of construction, 
rote Ro-Way has dared to pioneer new improve- 
»iling ments...to set the pace... to revolutionize 
rou Overhead Type Door design. Note these extra 
in th features which Ro-Way gives you... 
elotex 1 Ro-To Live Spring, which eliminates 
t roof all side-drift and binding. 


“Crow’s Foot” Assembly, which sim “Crow's Foot” Assembly 
9 plifies installation, gives more quiet, men nnn aii 

smoother operation, and freedom 

from bothersome mechanical troubles. 


Parkerized and Painted Hardware, 
giving Garage Door hardware and 

3 tracking the same protection provided 
in fine motor cars, refrigerator cab 
inets, etc. 


The net results of all these improvements are 

easier operation, notable quietness, marked 

freedom from repairs, and added years of at- Feien ey Tran aane aust 

tractive appearance. Why not get the extra 

value Ro-Way gives? Write today. Address Other Models of Ro-Way 
Doors are available for all 


ROWE MFG. CO. [|° irisi penz 


789 Holton St. Galesburg, Ii., U. $. A. if desired. 


Non-Stick WINDOW 
the Trouble-Proof Window 


>. 


—9m 
"Aa 
A4 


Ll A. 
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U. 8. Patent Nos. 1743454—18538402— (Listed in Sweet's Catalog) 


NOTHING SACRIFICED! 


Non-Stick Windows are "balanced" in design and 
construction. No one feature is sacrificed to the detri- 
ment of the complete unit in weathertightness, opera- 
tion and maintenance. Whether for the low-priced 
home or the more expensive dwelling, Non-Stick Win- 
dows afford the owner a new conception in comfort 
and satisfaction. 


Sash balanced at any position with Pullman Balances which 
are guaranteed for the life of the building. 
e 
One-Piece Zine Sash Guides 
No Wood-to- Wood Contact 
Paint Sticks Eliminated 
Completely Weatherstripped 


See the Non-Stick Window at Your Dealer or Write Us. 


N. $. W. COMPANY, 2137 Gratiot, Detroit, Mich. 


CLIP COUPON- MAIL TODAY 


| Gentlemen 


AB 119 

1 Please send free literature | 
l | 
| Name | 
| 

! 

| 
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$50,630,000 for October 1-15, 1938. 
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News of the Month 


Building Activities and Meetings 


30 Per Cent Increase Over 1938 Indicated 
for October Residential Volume 


| meng lee building volume for the first half of October 
was approximately 30 per cent above the same period of last 
year, according to F. W. Dodge figures; the first fifteen day: 
last month produced contracts amounting to $65,604,000 as against 
On this basis, October should 
show a volume of upwards to $150,000,000 for residential building 
Statistics for the four classes of construction as recorded during 
September are as follows 
37 Eastern States 
Residential 


Sept. 1939 Sept. 1938 Oct. 1-15, '39 
$129,680,000 $ 99,574,000 $ 65,604,000 


Non-Residential 82,466,000 91,997,000 32,932.000 
Public Works . 71,418,000 83,162,000 25,314,000 
Utilities 39,663,000 26,167,000 11,953,000 

TOTAL $323,227,000 $300,900,000 $135,803,000 


American Builder Appoints 
Marketing Editor 


OE SANDERS has been appointed marketing editor of Amer- 

ican Builder. He will be located at Chicago headquarters oi 
the publication and will work with retail lumber and building ma 
terial dealers, and with manufacturers on the distribution and 
marketing of building products. 

Mr. Sanders comes to the American Builder staff with 20 years 
experience as a merchandising and public relations counselor, a 
major part of this time in the construction field. For the past 
five years he has been connected with the insulation board indus 
try as manager of public relations for The Insulite Company 
He is an enthusiastic advocate of dealer distribution of building 
products, and is well known to the industry for his writings and 
many convention addresses on the subject. His work in behal 
dealer distribution includes active promotion of a salesmanship a 
merchandising course sponsored by retail lumber dealer ass 
tions. 


f 


4 


Enlarged G-E Home Bureau Transferred; 
Chapman and Snyder Named Assistant 
Managers of G-E Appliance Division 


HE General Electric Home Bureau, established early i: 

to render a co-ordinated technical and sales service to ar 
tects and home builders, has been transferred from its origina 
headquarters at 570 Lexington Ave., New York City, to Bridge 
port, Conn. 

Also in line with the recent consolidation of all the Genera 
Electric Company's appliance operations at a single locati 
Bridgeport, Conn., H. L. Andrews, vice president and exe 
head of the company's appliance and merchandise depart 


VC 


| has named George Chapman and Carl M. Snyder assistant mar 


| agers, effective immediately. 


| 


The appointments place in the ha 
of the two men named the active direction of what is g« 
considered the most extensive electrical appliance operat 
the world 


era 


CARL M. SNYDER 
(let) and George 
Chapman, new G-E 


Appliance Division As- 
sistant Managers. 
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BEAUTY AND THE BASEMENT 


For Floors Combining Economy, Durability 
and Beauty, Install Armstrong’s Asphalt Tile 


Vote the strikingly beautiful floor effect obtained by combining Spanish red 

ud white Armstrong's Asphalt Tile in this basement recreation room in a 

Kansas City residence. Diagonal strips seem to add yards to the room 
length. The ceiling is Armstrong’s Temlok De Luze. 


O give your houses additional sales-appeal 

to keep costs down, Armstrong offers you 
economical asphalt tile—a versatile flooring ma- 
terial which lends itself to the creation of beauti- 
ful, low-cost floors for basement recreation rooms. 

Armstrong's Asphalt Tile is the only type of 
resilient flooring that can be used over concrete 
in direct contact with the ground. It provides a 
scuff proof floor with colors that can't wear off 
because they run right through the material. 
Maintenance is easy, consisting of daily dusting, 
occasional washing and waxing. 

In addition to a wide range of plain and marble 
colors, you can have insets cut to almost any 
:*hape you wish. Let us send you our color-illus- 
trated file-sized book of sales-building room de- 
signs. Write Armstrong Cork Company, Building 
Materials Division, 1218 State St., Lancaster, Pa. 


ARMSTRONG’S FLOORS 
ASPHALT TILE 


| Rubber Tile - Linotile (Oil-Bonded) - Linoleum - Cork Tile - Linowell Wall Covering 


Armstrong also manufactures Linoleum, 
Linotile (Oil-Bonded), Cork Tile, Rein- 
forced Rubber Tile, and Linowall. 
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FOR BETTER 


WINTER CONCRETE 


> 


PAVING j 


/ 


d 
/ STRUCTURAL 
p =x 


Solvay Calcium Chloride makes good concrete better. 
It substantially increases both early and final strength* 
... provides quick, automatic curing . . . increases 
density and resistance to moisture. It is equally effective 
whether used with standard portland, bigb early, white 
or colored cements. 


Calcium chloride is particularly beneficial in ALL 
CONCRETE POURED AT OR BELOW 50° F. By accel- 
erating the set and lowering the freezing point, it shortens 
the danger period—gives added protection. When Solvay 
Calcium Chloride is used, total costs can be materially 
reduced. Forms may be removed in one-half the usual 
time, finishing work speeded, curing costs lowered. 


Mail the coupon today for free copy of NEW book full of 
FACTS on what calcium chloride does for cold weather concrete. 


* National Bureau of Standards 
tests proved that the addition of 
calcium chloride to 40° F. concrete 
increased the one-day strength 
300% ... three-day strength 
117% . seven-day strength 
75%! Both Bureau of Standards 
and Portland Cement Association 
tests show that calcium chloride 
increases final strength 8 to 12%. 


DEALERS: For territo- 
ries not now being covered, 
we have a valuable fran- 
chise assuring year-’round 
sales, exclusive promo- 
tional plans and material, 
and attractive profits! 
Write for details. 


uie CALCIUM 
SOLVAY (^; LORIDE 
PORTLAND CEMENTS 


SOLVAY SALES CORPORATION 
40 Rector Street, New York, N. Y. 


Kindly send me a copy of your new booklet 
"Calcium Chloride and Portland Cement.' 


Name 


Address 


City State 34-1139 
O Contractor [7 Architect (7) Plant Operator [7] Engineer ¿i 


Slip Bor-in Set into place 


A Handsome Cost Saver 


How much is it worth to you to save two hours' 
labor in installing a dozen locksets? 


That's just part of the profit story for you in the 
new BOR-IN LATCHES by Lockwood. You please 
the customer with a well-made latch, ideal for all 
interior doors, and furnished with locking feature 
when required. You are able to employ metal or 
glass knobs—or best of all, Lockwood's beautiful 
Patrician Knobs in colorful plastics to match all 
interiors. 


You save money—the customer saves money— 
and you have a job with no headaches. 


The Patrician 
Line means knob 
bodies of durable 
plastic in seven 
tasteful colors. 


LOCKWOOD 


HARDWARE MFG. CO. 


Division of 


INDEPENDENT LOCK CO., FITCHBURG, MASS. 


| 
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NEWS BRIEFS- 


W. DANIELS has been elected president of Harbor Ply- 
* wood Corp., the responsibilities of which he will add to 
those he now has as general sales manager. . . . MILTON 
ENIGHT has been named vice-president to co-ordinate the 
special structural glass products phase of Libbey-Owens-Ford 
.. . W. C. RODD has been appointed advertising manager of 
the Celotex Corp. . .. Douglas Fir Plywood Assn. has named 
D. S. BETCONE midwestern representative. 


MILTON KNIGHT 


E. W. DANIELS W. C. RODD 


Announce Wallpaper Campaign 


O ACCELERATE the trend toward the use of wallpaper in 

the American home, United Wall Paper Factories, Inc., larg- 
est manufacturer of wallpaper in the United States, will spend 
more than $500,000 during their 1940 fiscal year. This mer- 
chandising and advertising program has two major objectives 
First, to make available a wider variety of wallpapers of modern 
design, patterns, and colors; and second, to tell consumers about 
a new improved wallpaper. The campaign is expected to be the 
largest single factor for accelerating the trend once again to- 
wards wallpaper as a means of interior decoration. 

Principal use of United's 1940 consumer advertising campaign 
will be to introduce a line of wallpapers under the trade-marked 
name of "Unitized" wallpapers. This “Unitizing” process makes 
it possible to purchase wallpaper, certain that it will not only 
look right on the wall, but that it will also give satisfactory 
service. 

* L * 


by Edgar Allen, Jr. 


"| want a front door with a loud BANG—I like 
to slam it when | have a fight with my wifel" 


uE za 
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I went to buy a chair— 
| and came home with a new 
bedroom in my handbag 


I'd heard a lot about Masonite Tempered Presdwood, but 
never saw it until I went to buy a chair. All the store's 
display rooms were made of it. The manager said they 
use Tempered Presdwood because it's a clean, dry board 
. . . easy to install... inexpensive . . . and they can get 
really beautiful walls and ceilings with it. I suddenly 
realized Tempered Presdwood might enable Larry and 
me to have our whole bedroom done over, so I made 
some pencil sketches of those smart model rooms. 


ves ee 7 ^ 


Home of Mr. George G. Lee, Cavalier Park, Vir- 
ginia Beach, Virginia, heated by forced circu- 
lation, hot water heat, using Capitol radiation. 


U " S s 1 QU P M 1 N I Sure enough, our builder told us that Tempered Presd- 


wood could go on right over the old walls. It’s grainless 


and moisture-resisting too. It won't warp, chip, split or 
L ( W F ~ S C 0 S T crack. You'd never know the old bedroom now. Our walls 
are Tempered Presdwood, scored vertically and painted 
deep blue. The ceiling is light grey. We have a built-in 
chest of drawers along one wall—Tempered Presdwood, 
of course. And a handy built-in shelf over our bed for 


radio and books. 


Mos budget restrictions, forced circula- | MASONITE TEMPERED PRESDWOOD is the ideal, economical 
tion, hot water heat would naturally be chosen material for new building and remodeling. Mail the 
35 the most satisfe ctory. Now, thanks to the coupon below for free sample and full information. 
advanced engineering of U. S. equipment, the 

original cost of a modern, one-pipe, forced hot M A S 0 N I T E 
water system is surprisingly low, varying with 

geographical location | p LS TEMPERED PESSPWOOP 


U A : MASONITE THE WONDER WOOD OF A THOUSAND USES 
. S. equipment permits you to offer the sales NT: SOLD BY LUMBER DEALERS EVERYWHERE 


advantages of such a system for fine, moderate CLIP AND MAIL THIS COUPON 
priced homes, built on a controlled budget. Con- DPYRIGNT 1939, MASO"ITE CORPORATION 


sult your heating contractor for estimates on C Mm DU Re APTE cian. 


U. S. equipment. MASONITE CORPORATION, DEPT. AB-3 
111 W. Washington St., Chicago, Illinois 


Please send me a free sample and full details about Masonite 
Tempered Presdwood. 


mm i iiir" 1 Y i 
UNITED STATES FPADIATOR (ORPORATION ME 
General Offices: Detroit, Michigan Address 
Branches and Sales Offices in Principal Cities dus, Ss State — 
L 


| 
| 
| 
| 
| 
Name | 
| 
| 
| 
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You'll pog MA Oak Floor- 
ing by this 

bundles, which certifies standards 
approved by the U. S. Department 
of Commerce. 


Pedigneed 


OAK FLOORS 


Residence of Mr. Phillip McDuffee, Pasadena, California 
Robert Ainsworth, Architect 


That NOFMA Oak Flooring retains the rich color, figure 
and texture inherent in its original forest growth will be 
evident to the contractor when the trim, clean bundles in 
which it is delivered on the job are broken open by the 
floor layer. 


That NOFMA Oak Floors retain their smooth, well- 
groomed surfaces, because the flooring material itself is 
accurately milled from correctly seasoned oak lumber 
which minimizes shrinking and swelling, will be evident to 
the owner through years of satisfactory service. 


That contractors and floor layers may be equipped with 
correct data for specifying, laying and finishing NOFMA 
Oak Floors (which also qualify for Federal proj- 
ects) the NOFMA Master Work Sheet will 
be mailed on request. See also Sweets Catalog. 


WRITE 


NOFMA 


MASTER 
WORK 
SHEET 


NOFMA Oak Floors are immediately 
available from local retail lumber 
dealers anywhere in the United States. 


l attached to the 1150 DERMON BUILDING 


MEMPHIS, TENN. 


FOR THE 


NOFMA manufacturers also produce 
hardwood flooring in Beech, Birch, Pecan 
and Hard Maple. For further informa- 
tion, ask your flooring dealer or write: 


National Oak Flooring 
Manufacturers’ Ass’n 
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LETTERS from Readers 


e^ 


= en All Subjects 


Facts, opinions and advice 
welcomed here 


Architectural Draftsman Likes 
Reference Data Feature 


Fort Atkinson, Wis 
To the Editor : 

I just received my October issue of the American Builder and 
I want to congratulate you on this particular number; for this is 
about the best issue that I have ever seen. 

I think that your Reference Data Section is the answer to our 
dream. There is only one suggestion that I would like to make 
and that is: Would it not be possible to get this printed into a 
small two or three ring booklet form? The information that 
you have in this one issue is more and better than I have been able 
to get for several years by taking several magazines. If I can not 
get this in printed notebook form as suggested, I will copy all th« 
information and get it down so that I can carry it in my brief cas 
Will also work out some sort of an index so that I can find it in 
a hurry. It is very handy when a person is out on some job and 


| some question comes up to be able to answer by referring to 


your notebook. 
ROBERT A. KRUEGER, Architectural Draítsman, 
Brittingham & Hixon Lumber Company. 


Waiting for Promises to Mature 
Perry, | 
To the Editor: 

The current issue of Business Week has an article describing 
a prefabricated plywood house at an unbelievably low cost. This 
house was worked out by the John B. Pierce Foundation in co- 
operation with the Douglas Fir Plywood Association. 

As a subscriber to the American Builder the writer would lik: 
to see an article in your publication covering this house in detail 
Although it is stated that the Foundation is proceeding carefully 
in laying out its marketing plans as they apparently are going to 


| control the distribution, it appears that the results of their work 


should be made available so that builders could make use of it. 
PERRY FEDERAL SAVINGS AND LOAN ASSN 
By H. H. Spayde. 


Answer : 

An American Builder editor inspected the experimental plywood 
house built by The Pierce Foundation at Lebanon, N.J. some 
months ago and at that time did not feel that this house had 
sufficiently proved its practicability and application on a wide 
range. 

We have seen too many articles, such as the one you mention, 
promising a supermarvelous new house at $2,000 or less that raised 
the public's hopes to a high pitch and then let them down with a 
terrific thud. 

When this experimental project has gotten to the stage where 
several practical, hard-headed builders find they can build them 
and sell them at a reasonable profit, we will feel that it is perhaps 
sufficiently proved to be reported editorially. —EDITOR. 


Wants Better Access to Basement 
and Front Door 


West Springfield, Mass. 
To the Editor: 

We are about to start the second house on our sixty-acre tract, 
called Bretton Wood Hills, and hope to continue as we sell. Our 
houses, complete with lot, will run from $6,500 up. The first one, 
which is sold, is costing about $8,000. Our lots are all large, many 
of them sightly, and most of them are well supplied with trees. 

I find the American Builder of much assistance. For twenty-two 

(Continued to page 86) 


(Syn: 


LU 


American Builder, November 1939. 


ow REZ 


Toude Merk Bog U. S Fw O4 


PREVENTS BRAIN RAISE E 


EZ REVOLUTIONIZES wood fin- 

ishing! Here is "magnified" proof 
that REZ seals by penetration, bind; 
down soft Spring wood fibers! See 
exactly what happens when soft lum- 
ber is treated with Laux REZ. When 
untreated wood comes in contact with 
water or ordinary finishing liquids, the 
result is grain raise, uneven surface. 
No amount of paint could smooth it. 
Now look at the Rez treated part! REZ 
penetrates deep into wood fibers, an- 
chors them down! Notice the smooth, 
even surface that takes lacquer, var- 
nish, wax or paint beautifully. It "fin- 
ishes like hardwood." The REZ treated 
board is preserved, protected from de- 
cay, abrasion, binding and moisture. 
Write for free REZ sample or for 
further information. 


^" UX SALES CO 
_ TRE Line LAUX SALES CO. 
REZ (Division of I. F. Laucks, Inc.) 
synthetic resin Seattle, Oakland, Los Angeles, Chi- 
sealer, primer cago, Minneapolis, Houston, Ports- 
REZITEX mouth, Va.; Vancouver, B. C. 
exterior resin Stocks available nationally: Herber Ply- 
Plastic paint wood Cerporation, distributors and ware- 
REZICOTE bouses im 22 leading cities; Lumber Reserve 
stu Supply Co. Des Moines; Reserve Supply 
cco, brick, Co., Minneapolis; Minot Builders, Minot, 
cement paint N. D.; Building Service, Great Falls, Mont.; 
PLASTEREZ Kobler-McLister, Denver; Rust Sash & Door 
interior resin Co., Kansas City; 4-States Supply, Car- 
plastic paint ME Ue Karma He. MAN Done 
; ence oy, Werces- 


MEM 1l ld AE s a 


adding to costs 
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Capitalize on the intense interest in more livable base- 
ments with VENTO CHAMPIONS. They provide 
many advantageous features which prospective home 
owners are quick to spark to. For instance: 


INDIRECT VENTILATION WITH WEATHER 
AND DIRT PROTECTION 


Generous top opening, permitting an abundance of in- 
direct ventilation free from drafts (particularly desirable 
in laundry and recreation rooms). Prevents dirt, leaves, 
rain and snow from blowing in. 


PLUS FULL OPENING— 
QUICKLY AND CONVENIENTLY 


The “Champion” has a practical, easy-operating cam 
lock with inbuilt ring and may be opened to any of the 
two positions indicated instantly. Accurately and sub- 
stantially constructed, well-balanced, it always operates 
smoothly without sticking or binding. 


PLUS MANY STRUCTURAL SUPERIORITIES 

1. Heavy double channel, pressed steel frame. 2. All- 
welded construction. 3. Unequalled ease for detaching 
ventilator from frame. 4. The most practical method 
of puttyless glazing. 5. Top of frame is easily secured to 
lintel. 6. Design of frame provides the easiest means of 
securing weather-tight installations. 7. Carefully pre- 
pared for quick and easy attachment of screens and 
storm sash. 


ALL AT NO ADDED COST 


In fact the “CHAMPION” is definitely priced below 
many other first line basement sash. 


A COMPLETE LINE OF 
WINDOW PRODUCTS 


VENTO offers you a 
complete line of window 
products for all types of 
buildings— and suitable to 
all architectural styles and 
purposes. 

See your Dealer for par- 
ticulars on the entire line 
or write us for descriptive 
booklet on any type 
in which you may be 
especially interested. 


The Vento Steel Products 
Co. has an enviable record 
for dealer cooperation. 


VENTO STEEL PRODUCTS COMPANY 


BARN WINDOWS 


MUSKEGON, MICHIGAN 


... Lhe Best Things 
in Life are FREE! 


OTHER NATURE is mighty generous with her 
M gifts. Even a barefoot country boy can enjoy 
the crisp air of early Fall—the crystal clearness of 
a flowing stream—the keen adventure in an after- 
noon's fishing. Yet, some of us refuse the gifts of 
Nature and pay hard-earned cash for things which 
she offers free in profusion. 


Take casein paint, for example. Some people buy 
it in paste form and pay a good stiff price for water 
(common ordinary river water) added by the 
manufacturer. Others, more shrewd perhaps, buy 
Modex, the modern casein paint in powder form 
and save substantially by adding their own water 
(one of Nature’s most generous gifts). The saving 
is about 25%—one quarter of your entire paint 
cost. For an interesting booklet about Modex 
Powder Casein Paint, write The Reardon Com- 
pany, 2200 North Second Street, Saint Louis, Mo. 
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LETTERS- 


( Continued from page 84) 
years I have been brokering and it is a pleasure now to be able to 
offer to my clients a house of whose design and construction | 
can be proud. We are at the minute specializing in homes with 
five rooms and bath on the first floor and a plan for future develop. 
ment oí the second floor. 

May I suggest that you might concentrate on Colonial fences in 
some future issue, with pictures of houses where they have been 
used with good effect: 

In looking over magazine plans I find so many fail in supplying 
easy access from the kitchen to the cellar and front door without 
passing through the living room, as well as large enough bedrooms 
and living rooms. After all, one should always think of resale 
value when planning a moderate priced house. Twenty-five 
dollars saved when the house is built may mean the loss of many 
times that sum when it comes to reselling 

OLLA N. AMES, 
Real Estate. 


To Rid Basement of Dampness 


Detroit, Mich. 
To the Editor: 

We were interested in an open letter appearing in your September 
issue by Mr. Oddy of Detroit, requesting information on equip- 
ment for preventing condensation in basement recreation rooms. 
In our business of waterproofing contractors we were called in 
so many cases where supposed wall leakage in basements was 
actually condensation that we undertook to develop a machine 
that would effectively combat this problem. Our Drynodor de 
humidifier is the result of our efforts. 

The Drynodor is a compact, self contained air conditioner about 
the size of a large radio console. The unit consists of a quiet 
type blower, collecting sump and drying chamber. The machine 
employs the inexpensive but very highly deliquescent flake calcium 
chloride as a drying agent. We not only obtain a very low operat- 
ing cost, but a drying agent more effective than reírigeratior 
Our equipment costs but a fraction as much as refrigerating or 
silica gel equipment. While originally designed as a dehumidifier, 
we found that these machines also have a definite deodorizing 
action. Thus when installed in cool basement rooms, a nearly 
perfect air conditioning results, since the machine dries, deodorize: 
and removes entrained dirt. Basement recreation rooms therel 
become more enjoyable, particularly in hot weather. 

To install, it is only necessary to set the Drynodor cabinet in 
the space to be conditioned, and insert its extension cord in a 
convenient outlet. The moisture removed from the air collect 
in an ample sump in the base of the cabinet. To service, merely 
drain the sump periodically and add fresh drying agent The 


| device is so designed that air flow ceases in the event that too 
| much: water is allowed to collect before draining, so that the 
| machine cannot overflow and cause damage. 


THE DRYNODOR COMPANY 
By Floyd H. Heineman. 


* $ $ 


McCarthy Sells Insulated Houses 
(Continued from page 41) 


civic club and helps in the organization of outings, 
putting up Christmas lights and trees, running contests 
and prizes and various social get-togethers. He says 
that all of the 100 members are boosters for Glendale 
and are his strongest supporters in bringing in new 
home buyers. 

One of McCarthy’s recent stunts illustrating his 
friendly personality was the presenting of a brand new 
shovel to a pair of newlyweds so that they could dig 
the first shovelful of earth on their new house. Then 
he gave them a key and told them that when they got 
back from their honeymoon the house would be ready 
for them to move into, and all they would need to d 
was put this key in the door 

Model homes bring thousands of people to Glendale 

( Continued to page 88) 


An 
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LET TILE-TEX 


. SELL FOR YOU 4M/AM ] URING 
I 
th T 
in 
- | 
FOR YOU IN YOUR CITY — One 
ng , that is complete and proven — Suc- 
jut | cessful in other localities. Ready for 
ms you now to cash in big on the wide 
ale building upturn under way and the 
Ive definite trend to more permanent, 
ny | lower cost production. 
THIS OPPORTUNITY offers attrac- 
tive earning power and future. Pres- 
ent manufacturers have proven and 
pioneered the way for you by estab- 
lishing substantial businesses of their 
1 own. Today millions of products have 
been manufactured, thousands of 
ber buildings have been built with this 
rs material. 
p 
* THIS OPPORTUNITY is the result 
Be of exclusive line production ma- 
: chinery which we will furnish. 
i With it, plus other exclusive advant- 
- ages, you will be able to supply the 
entire building trade with more at- 
out tractive and permanent construction 
net with savings at every step, from 
line manufacturing to the completed job 
ium | 
rat | YOU WILL BE SUPPLIED with 
ton new processes and formulas to enable 
or you to manufacture products in 40 
her, One look at a colorful, modern bathroom, with resilient beautiful colors, shades and textures. 
ring Tile-Tex floor and decorative Tile-Tex walls will convince Your product will be capable of meet- 
arl your home-buying prospect of the plus value you build into a ing all known building requirements. 
izes home. 
eb Simple and easy to install, inexpensive to maintain, Tile-Tex YOU WILL BE GRANTED manufact- 
walls and floors become a positive and active sales aid. They ] ung franchise covering your local- 
im add real live color and up-to-the-minute modern designs to ity, protecting aged market, business 
na - and future, with available engineer- 
d the key rooms of a house. They can make the homes you iur and ni nrübine martes fer qariv 
- build possess that added "something" that closes the sale mendi of dur ohne iii 
Th Baths, kitchens, laundries, recreation rooms—these are the - y a: 
ia rooms that do much to sell a home—women in particular are YOU SHOULD INVESTIGATE while 
the fussy about these areas. Build these rooms better with Tile-Tex your territory is still open. Arrange 
—make them different from your competitors, and watch your to visit the nearest manufacturer and 
"3 sales grow. talk to the owner about this out- 


standing opportunity. So fill in cou- 
pon today. Perhaps the first step to 
a successful, profitable enterprise for 


For new jobs or for modernization work, Tile-Tex walls and 
floors mean low first cost and high sales appeal. Our nearest 
approved contractor has a real fact story for you. Ask for 
his name and copies of the new Tile-Tex folders on floors 
and walls. 


TILE-TEX Company 57 


W. E. DUNN MFG. CO. 
450 W. 24th St., Holland, Michigan 


O Show me through your free books all about this out- 
standing and complete manufacturing opportunity for 
me in this territory. 


[] How I can visit a nearby manufacturing plant and see 
how better buildings are being built for less with your 
new material. 

Name — 


Address 
City... 


OR YOU MIGHT CARE TO REPRESENT 
US IN YOUR TERRITORY 


The Tile. Tex Company, 
Chicago Heights, Illinois 


lí my territory is open, I would like to bave complete information oo 
the Tile-Tex Dealer's proposition. 


Name 


—————————— M 


lale Address 


DeLuxe WELDBORD 
panels are hot-press resin 
bonded with face-grain 
running the long way of 
panel—in Walnut, Oak or 
Mahogany, 4' x 8' x1", 
natural or pre-finished. 
NATURAL 


@ 145g sq. ft. 


F.O.B. WAREHOUSE 
PREFINISHED 
Q PPG sq. fe. 


F.O.B. WAREHOUSE 


ETTING BUSINESS 
to-day is largely a mat- 

ter of thinking and act- 
ing more quickly than your 
competitor. The architect or 
builder who offers a room or 
rooms finished with DeLuxe 
WELDBORD Decorative 
Hardwood paneling not only 
steals a march on the oppo- 
sition but also gives his 
client a more beautiful, more 
lasting and more economical 


job. 


f or DRI-WALL Construction 
use BLUE LABEL WELDBORD 


the hardwood plywood wallboard which takes 


paint or wall paper perfectly. Cross-grain con- 


struction for extra stiffness— 
check -proof surface—no grain 


raising. 


Pf er. 


in most localities 


LUMBER DEALERS! Write for details of our “We-Stock- 
It^ Selling plan and dealer discounts from quoted prices 


(0c oce——X—— o —— 8 


UMTED STATES PLYWOOD CORP. 


616 WEST 46th ST., NEW YORK 


Branch Warehouses and Offices 
in all principal cities 


4 Je laxe WELDBORD 


DECORATIVE HARDWOOD PLYWOOD PANELS 


| in any one trade. 


a. 
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McCarthy Sells Insulated Houses 
(Continued from page 86) 


His last model was a Johns-Manville Triple-Insulated 
house which sold within a few days after the opening. 
Another customer was very anxious also to buy this 
home, and McCarthy has agreed to duplicate it, with 
minor exterior changes, in another part of the develop- 
ment. “Every visitor to a model home is not only 
taking a step towards becoming a prospect himself, but 
he may tell ten others about your home,” McCarthy 
told American Builder. He described selling a house 
the previous week to a man who had visited a model 
home three years earlier. Every model home has re- 
sulted in the sale of from five to ten houses, he declared, 
and in a characteristic fashion added: “It’s the spark 
plug of the whole development.” 


* * * 


Government Explains Anti-Trust Drive 
(Continued from page 35) 


who refused to participate in such boycotts have been themselves 
boycotted. In other cases boycotts have been instituted against 
manufacturers who sell direct to consumers. . From the point 
of view of distributors, such schemes have been efforts to keep 
all business in their own hands. From the point of view oí 
manufacturers they have usually been devices to strengthen a 
system of price-fixing. 

By contrast with the variations among manufacturing and 
distributing industries, there is a marked similarity in the re- 


| straints found in various cities among local dealers, contractors 


sub-contractors and labor groups. Of course, not all of these 
practices are to be found in any one city, nor do they all appear 
Since it would be obviously improper for me 
to forecast the findings of the Chicago grand jury, I shall describe 
the general pattern but shall not attempt to indicate what parts 
of it exist in Chicago. 


Dealers 


Local groups of dealers in building materials sometimes attempt 


| to prevent the use of materials sold by outside enterprises, par- 


ticularly by mail-order houses, commission salesmen, and manu- 


| facturers who sell direct to the builder or the consumer. In some 


cases the sellers who use such unorthodox methods of distribu- 
tion are boycotted by the dealers and thus excluded from the 
channels of trade fcr other products which they may wish to 
sell through dealers. In other cases local contractors are persuaded 


| not to buy the offending products or local labor organizations 


are persuaded to refuse to work upon buildings in which such 


| products are used. 


This effort by groups of dealers to keep all business in their 
own hands is often accompanied by efforts to fix the prices at 


| which building materials shall be locally sold. Sometimes this 


price-fixing springs exclusively from the dealers’ desires to fix 
their own operating margins; sometimes it is a part of a broader 


| price-fixing plan in which manufacturers and wholesalers par- 


ticipate. 


Contractors 


The most conspicuous restraints by general contractors are 
efforts to allocate business and to raise and fix the level of bids 
for business. In submitting their bids to the prospective owner 
of the building, general contractors sometimes agree in advance 
who shall be the successful bidder, work out a collusive bidding 
level by an exchange of the bids they intend to make, or pad their 
profits by collusively using a padded estimate of the amount of 
materials and labor required for a given structure. Such restraints, 
however, appear to be much less prevalent than restraints by other 
groups in the industry. 

(Continued to page 90) 
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THE IMPROVED 


Payne 


LONEAIR 


LICKS 5 BIG 


FILTERS HEATING 


VENTILATES 
them all! It 


Wer, matically. 


PROBLEMS! 


Here is a gas-fired Payne Unit which 
is a jack-of-5-trades—and master of 


heats—filters—ventilates 


—circulates—and humidifies, all auto- 


The improved Payne Zoneair gives 
the homeowner year ‘round weather 


HUMIDIFIES control—24 hours a day—from bed- 


room to basement. Used individually 
to heat separate groups of rooms, it 


| ( provides zoned winter air conditioning. 


Architects and builders everywhere 


AL) are acclaiming the improved Payne 


— — 


MECHANICALLY, HERE'S WHY: 


* HEATING ELEMENT: Stream- 
lined design of heavy metal. All- 
welded. Maximum efficient heat- 
ing surface. 

* BLOWER: Long hour motor as- 
sures smoother operation. Large 
size lan wheel gives more efficient 
air delivery through the unit. 

* QUIET OPERATION: Blower, 
motor, and all moving parts are 
floated on rubber cushions. 

* OPTIONAL LUMINOUS FLAME 
BURNER: Exclusive with Payne. 
guarantees efficient combustion of 
manufactured gas. 

* FILTER: 25%, more filter area. 
Finest grade, replaceable type 
spun glass filters. 

* ACCESSIBILITY: Heating ele- 
ment, blower, motor, filter, contrel 
panel—every part may be quickly 
and easily reached. 

* SIZES: Five sizes (60,000 to 
200.000 B.T.U. input rating) used 
singly or in combinations cover 
every home heating requirement. 


Zoneair as the last word in modern 
CIRCULATES home comfort-insurance. 


For further information 
see your Payne dealer, 
or write 


Payne 
FURNACE AND 
SUPPLY CO., INC. 


Beverly Hills, Calif. 


New! SKILSAW 
FLOOR SANDER 


WITH THE PATENTED 


RoTo glide 


SANDING DRUM 


Ne other floor sander 
has this new kind of sanding 
drum—specially designed to reduce dras- 
tically floor finishing costs! Because 

there is no slot across the entire drum, 
because a part of the sanding sur- 

face is always in contact with the 
floor, the ROTOGLIDE Drum 

has a better balanced action, Æ 
without the bumps that 
make sanding wavy, that 
wear out paper too fast 
in ordinary floor 


SKILSAW pre- 
sents America's 
outstanding floor 
sander—designed by 
a group of practical floor 
surfacing contractors—leading the 

entire field in mechanical construction and 
operating performance! It incorporates many ad- 
vanced features found in no other machine. It is more 
compact, more efficient, more convenient to handle. It 
will produce more square feet of fine sanding .. . easier, 
faster and at lower cost! Send for interesting folder 
that illustrates all of its superior mechanical features. 


SKILSAW, INC., 5031 ELSTON AVENUE, CHICAGO 


6 East 22nd St.. New York © 182 Main St., Buffalo e 52 Brookline 
Ave., Boston e 15 S. 21st St., Philadelphia e 2124 Main St.. Dallas 


j Union Street. New Orleai @ 1253 South Flower Street, Los 
i Angeles e 2065 Webster Street, Oakland e 29 North Avenue N.W., 
| Atlanta a Canadian Branch 85 Deloraine Ave., Toronto 


Sales agents wanted! Important locations still available. 


<> 
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- BELT SANDERS ^ 


YOU'LL AGREE 
THIS IS SENSIBLE 


In a flash, you read the 
black-on-white markings of 
a favorite Wyteface Steel 
Tape! That is one of the 
major reasons for its wide 
popularity. You save time— 
you have almost no chance 
for error—even in poor 
light. You will quickly 
agree that this is the most 
sensible steel tape made. 


longs the useful life of the 
tape. Favorite Wyteface is 
hard to kink, hard to curl. 
It is easy to clean. It is pop- 
ularly priced. 


Your building material or 
hardware dealer can show 
you this improved steel tape 
in 25, 50, 75 and 100 ft. 
lengths. Mail the coupon 
below for a free sample of 
But that's not the whole the tape and an illustrated 
story. Thecrack-proof white folder. 
surface is bonded to the EST. 1867 


steel—protects it from KEUFFEL & ESSER CO. 


NEW YORK — HOBOKEN, N. J. 
corrosion — greatly pro- CHICAGO - ST. LOUIS - SAN FRANCISCO - DETROIT - MONTREAL 


K&E 
FAVORITE 


WYTEFACE 


STEEL MEASURING TAPES 


KEUFFEL & ESSER CO., Dept. 97, Hoboken, N.J. 


Send sample and folder on Favorite Wyteface 


O 


LOOK 
FOR 
THIS 

DISPLAY 


Name 


Address . 
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(Continued from page 88) 
Sub-contractors 


In submitting bids to general contractors, groups of sub-contrac- 
tors have worked out more elaborate restraints designed to control 
bidding. They may directly allocate business and collusively 
determine the level of bids. Frequently they deposit duplicates 
of their bids in a central office in order to make it easy to exert 
pressure upon low bidders to raise their bids. Sometimes they 


| require that bids which are lower than the average by more than 


| pay such graft ignore the union wage 


a stated percentage shall be automatically thrown out. 

In addition, many of them have devised elaborate rules as to the 
method oí bidding, designed to restrict the general contractor's 
freedom to bargain with sub-contractors. Among such rules are 
the requirement that bids be deposited in a central office in order 
that the successíul sub-contractor's contract may be checked 
against the bid filed with the depository; requirements that the 
general contractor must accept without further negotiation one 
of the bids submitted to him by one of the bidding sub-contractors ; 
rules that a general contractor may not call for bids after sub- 
mitting his own bid; rules that any extra work which was not 
included in the original contract belongs to the successful sub- 
contractor and may not be sought by any other sub-contractor; 
rules standardizing the terms of the contracts; and rules estab- 
lishing methods of cost calculation which must be used in arriving 
at sub-contractors' bids. 

In addition to these bidding restraints, various groups of sub- 
contractors have arranged with the unions to exclude from the 
market contractors who are not members of the contracting ring. 
In some cases, the sub-contractors’ association maintains high 
membership fees and labor is denied to sub-contractors who have 
not joined. In other cases, special restrictions are imposed upon 
employment by out-of-town sub-contractors, designed to handicap 
them in their competition with local sub-contractors. In extreme 
instances a complete control over the behavior of sub-contractors 
is set up by means of a requirement that, to obtain union labor, 
every job must display a registration certificate which may be 
awarded to or withheld from any sub-contractor at the unchecked 
discretion of an agent representing either the sub-contractor’ 
association alone or the association and the union jointly 


Labor 


S 


In the case of labor, as in the case of dealers, contractors, and 
sub-contractors the situation differs from one city to another. In 
some cities building trades labor is not organized; in others the 
activities of labor groups consist of collective bargaining over 
wages, hours, and working conditions. With these activities the 
Department has neither the desire nor the right to interfere. 

But in some cities the leaders of certain building trades unions 
have engaged in three sorts of restraints. First, they have used 
their control of the union to set up rules that pervert organized 
labor groups into strong-arm squads which enforce restraints in 
the interest of sub-contractors and dealers in building materials 
The withholding of labor from independent employers, in spite 
of their willingness to deal with the union and to observe un 
wages, hours, and working conditions, is the most conspicuous 
means employed. Second, certain racketeering business agent: 
have enriched themselves by collecting private graft in the forn 
of strike insurance; in extreme cases they have even let those wh 
, hours, and working con- 
ditions which must be observed by other emplo yers of union labor 

Third, some business agents L enforced a series of unio 
regulations designed, not to insure reasonable wages, hours, and 
working conditions, but to prevent the introduction of modern 
construction methods and thereby to require that an unnecessar) 
number of hours of labor be used upon each building. Some of 
these regulations prohibit the use of new materials, particularly 
of those which have been fabricated in a shop rather than at t! 
building site; some prohibit the use of new and more efficient 
tools; some require that the building itself shall be constructed 
to unnecessarily elaborate specifications ; some conceal, under regu- 
lations as to the composition of the work force, a requirement 
that unnecessary labor be hired 

Largely by means oí restraints such as I have just described, 


( Continued to page 94) 
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New Third Edition 
CARPENTRY and 
JOINERY WORK 


By Nelson L. Burbank 


Formerly Instructor, Building Vocational High Sehool, 
Cincinnati, Ohio 


PORTER-CABLE MACHINE COMPANY 


721 No. Salina St., Syracuse, N. Y 


DOOR 
USED 
OUTSIDE 


—photo taken from our 
east test rack roof 


The new Third Edition has been thoroughly 
revised with 85 new pages. A complete set of 
stock plan blueprints is included. 


The manuscript was carefully checked by 
a former contractor and ex-editor so that this 
book combines the practical outlook with the 
author’s trade teaching experience. The cardi- 
nal principles of modern residential construc- 
tion are set forth simply and logically with 
the aid of many photographs and line draw- 
ings. 


For 2 years, 5 months this door has seen service as an outside door 
opening out on a concrete floor te an eastern exposure. 


The program of study as presented in this 
latest textbook for students of carpentry work 
involves class discussion, practical job work 
and related studies. These include Architec- 
tural Drawing, Plan Reading, Carpentry 
Mathematics, Business English, Applied 
Science, Civics and First Aid. 


DOOR: 2-pane! door—fir plywood with pine stiles 
and rails; dipped for 3 minutes in 
WOODLIFE TOXIC WATER REPELLENT, 


then given 2 coats of varnish. 


SERVICE As there is no roof to shelter door it is 

RECORD: subjected to rain, snow, sun, etc. Today 
(Sept. 25, 1939) the door hangs straight 
without warp or twist, swings freely; has 
never stuck due to swelling; varnish in 
excellent condition. 


WOODLIFE does help to solve deor problems. You are invited te 
investigate fully. 


Protection Products Mfq. Co. 


280 pages, illustrated, 85x11 inches. Cloth Bound, $3.00 
BOOK DEPARTMENT 


American Builder and Building Age 
30 Church Street New York, N. Y. 


undam Edi 


Mfrs. of PRESERVATIVE SOLUTIONS for (D 
Research Laboratory and Plon! KALAMAZOO, MICH. 
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¥. to the host of challenging 
ere x questions to be thrust at 
building professionals in the 
home building upsurge coin- 
cident with the European 
nswer War and the bettering of 
business conditions here. 
Representing all the 
Presenting 96 I i . | 
Homes of distinctive — en 
merit. 
A He 
"» for I 
" P e cream of the Size 
With exterior views crop, gathered from In Sca 
and large dimen- all sections — the f pu 
sioned floor plans best current work of arrang 
for each—many of highly successful ar- floor 
them with charming chitects and builders cornet 
interior views and in busy home build- 
outlino specifica- ing centers. 
tions. 
Dependable  ''Tru- oy ———— 2 
Cost" figures - lustrations — beau- 
each home, with i tifully and durably Wha 
pages fully explain- manufactured — a a Bu 


ing the "''TruCost'' 
method of quick and 
accurate estimating. 


Sales Manual De 
Luxe, without an 
equal anywhere. 


These Selected Homes Embody to the Nth Degree 
Salability—Livability—Security — Sound 
Investment—Substantial Savings in Cost Ew 


Corn: 
is pre: 
A New High in Country Home Charm A Wichita Cape Cod facing 
is reached in two gemlike New England Colonials, a type of semi- that has decided livability and flexibility, in that from two to balan 
suburban and rural homes such as now can be financed under five rooms can be used as sleeping quarters, including a bewitch- Gener 
FHA. Thoroughly modern, and fully equipped for former city ing den (shown on page 65) with knotty pine paneling and built 
apartment dwellers, yet retaining all the dignity of Colonial days. in bookcases. An attached garage is next to the kitchen. Six 
You'll find them on pages 48 and 49. rooms on the ground floor. With outline specifications. 
. . 
Homes that Make for Cheerier, Easier Housework 
Apartments Designed for Young Moderns An Ohio Builder 
in Deerfield, Ill. Four units of four rooms each occupy the two has built up a reputation for quality work by putting his houses 
floors, with a basement providing adequate storage, boiler room together with screw nails. One of them is shown on page 62 : 
and generous laundry. With a front view of the exterior and a This is a neat 6-room Early American, using stone on the first 'Ti 
full page of plans and construction details. floor front, with vertical boards and battens above. ant 
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MORE DETAILS ON NEXT PAGE 
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copy of “American Builder Buyer- 
Approved Homes” is included with 
a paid-in-advance new or renewal 
American Builder subscription order, 
accompanied by $2 for one year, $3 
for two years, or $4 for three years. 
To get YOUR copy use the form 
at right. 


an ahs olutely 


ee 


and postpaid 


Continued from preceding page 


Teeming with Sales Dynamite 
and Client Acceptance 


A Home That Meets Buyers’ Demands 
for Modern Features in the Medium 
Size and Cost Range 


In Scarsdale, near Chicago. Planned and built after a careful test 

of public reaction to various new features—methods of room 

arrangement, exterior design and equipment items. Full page of 

floor plans and elevations of stair, mantel, casing, base, cornice, 
ner mullion, etc. 


A Gem from the Old South. . 
“Picture” Home . 
a Hillside ... 


. White Plains 
. 5-room California House on 
A Port Chester Cottage that Hugs 
the Ground . . . Attractive shingled LaPointe Mod. 
el Cottage . . . Low Cost Texas Home . . . A 
bunch oí extremely popular Low Cost Homes in 
Florida. 


What Kind of a Home Would 
a Builder Put Up for Himself? 


An intriguing question! And one that is most satisfactorily 

answered on page 41. In plan the house is uncommonly efficient, 

with the seven rooms grouped for good access. Features include 

well lighted breakfast nook, secluded library with lavatory, doors 

leading from two rooms to rear terrace and center hall circula- 
It's a good seller wherever it is patterned after. 


Modern Version of New Orleans Colonial . . . 
Small 6-room Beauty in Connecticut . . . Dutch 
Colonial at Montford Hills (a case study in good 
design) . . . Colonial Charm of Old Williamsburg 
ro-living in homes recently built in White Plains 
and Port Washington . . . "Orchard House" from 
Mississippi. 


A Cedar Rapids 
Corner Lot Colonial 


s presented on page 78, offering two very fetching elevations 
facing both streets. Living room fireplace chimney on one side 
alances the extending wing of the front bedroom on the other. 
Generous room sizes. 


Popular Hartford Home with Breezeway connect- 
ing kitchen with garage . . . Well planned "Ply- 
mouth Haven" Homes grouped about a court... 
Homes illustrating Mass Production Methods at 
Clairton, Pa. ... An appealing Home Built for 
Lumber Workers by Resettlement Administration. 


a Every April, 
‘The Spring Building 


of American Builder 


The Two BIG Events 
end Directory” issue "m" of Each Year in the -— 
Building Industry 


Q1 


AMERICAN BUILDER, New .. 


30 Church Street, Renewal 
New York. 
For the enclosed $. enter 


my subscription for 1 year, $2. 
2 years, $3 3 years, $4 
And Include AT NO EXTRA COST 
a copy of "AMERICAN BUILDER 
BUYER-APPROVED HOMES" 


Name 
Street 

City 

State 
Occupation 


This offer good. only in United. States, its 


Possessions and. Canada 
11-39 


Specially Featured 


A number of attractive houses for more than one family. 

. Home Designs for Summer Comfort in Cottages 
and Vacation Cabins. . . . New ideas for Gracious In- 
teriors. . . . A Basement that won First Prize. . . . New 
Standards of Convenience Now Being Built in Kitchens. 


Triple-Insulated Portland Home.... 
Florida Bungalows in Concrete. ... 
All Hardwood Home built for 300 years 
in Montgomery. . . . Compact Econ- 
omy 5-room Home in Milwaukee... . 
7-room English House with three baths 
at Glenayre, near Chicago. . . . Dry- 
Wall Homes for $43.85 per month. . .. 
$40,000 Quality in a $6,000 House (you 
ought to see how it can be given!) 


How Good Planning Saves on Plumbing Costs. . . . How 
Built-in Mirrors can Build Up Profits. . . . How Ade- 
quate Wiring can be made to give ia Increase in Liva- 
bility at k y 2% Increase in Cost. z ewe 
Three Exteriors for One Plan. . . . A number of houses 
built on more than one level. 


Every October, 
“The Fall Design and 
Planning' issue of 
American Builder 


94 American Bwilder, November 1939 


An 


| Government Explains Anti-Trust Drive 


(Continued from page 90) 


the costs of building have been kept at high levels in spite of the 
partial idlenéss which has resulted from the American people's 
inability to pay these costs The ratio of building mate rial price 
to other prices rose by more than 10 per nt between 1926 ai 
1937 During the re: rv, bu material price T e 1 re 
rapidly than other prices, in spit t act that on t down 
grade the prices of bu Iding materials fell less rapidly than other 
prices [he stairstep characterist ese price are largely 
due to restraints by manufacturers and ibutors. Constructior 
"sts, which reflect the restraints by | al g ups als < ved a 
similar record [he three private index« ` sti tion cost 
which go back to 1929 agree Ning a ipward men 
| of stk h costs relative to the genera vel of mmodit 
| One of them shows constructiot ists in 1937 about 20 per cent 
| higher than in 1929. The other tu y con iction costs about 
with this Un Jae er 32$ | 10 per cent lower than in 1929, whereas the general index 
g | commodity prices fe ll from 1929 to 1937 by more than 10 per « 
I * 
* Load Measuring Batch Hopper (12" lower) while you | The rapid inflation of construction ts during a period 
mix and discharge — fast as a power loader. revival is illustrated by t xperience of 1750-37, in one year 
= © Criss- Cross "Re" - Mix Drum gives the national average of costs in t nee tandar 
more thoro mix, faster discharge. small house, as reported by the Federal H Loan Bank I 
* Accurate Measuring Water Tonk | rose about 10 per cent and the r m large cities ros 
is fast, syphon type. as much as 25 per cent ] ise was larg responsil 
334 H.P. Air-Cooled Wisconsin Ens for the recession in building whic! P | 37. In sj 
gine — lightweight, compact. of the sharpness of this recessi a 1 building costs w 
End Discharge Design — handy to very slow ; so that in the summer ) cost | stand 
3'AS HIGH SPEED pour, fast to trail on Timken Bear- house was still about 7 per cent greater than in 1936. Part 
TILTER TRAILER ings, Springs, Pneumatic Tires, because of the persistence of t relatively high le and part 
Also 5S, 75, 10$, 14S * Most advanced mixer on marke}. no doubt, because of the publi e present investiga 
Power Leader Non-Tilts Get new Catalog and prices, tion ot building restraints. the ret i at swing in build 
with Automotive - Type during the last year has brought | ited reases in pri 
Transmission, Machined THE JAEGER MACHINE CO. : i 
Steel Drum Tracks. 521 Dublin Ave. Columbus, Ohie and costs. Indeed, the general avera 1 ts has fa 


about one per cent during the last yea 


pm qm P. EN i Apart from their immediate effect i: porting high building 
JAEGER SY SPEED MAINE costs which limit construction, the unts upon building a 


a major handic ip to pioneering 1 t } idin T tr 


E Department has encountered ca whit ew 1 che 
building materials are kept off the market for fear of boycotts | 
N E W r FOR STEEL CASEMENTS dealers or by unions. It has found a nsiderable numlx 
concealed sill lach architects and builders whose experiments with simplified 
LI iJ * d 


of construction have been harassed groups anxious to prot 
————— » " à » 2 | a loves y € 
a Repleces center their ve sted interests in the old ways ng things. Until 
locking bandles experiments are given a fair trial, no one can say to what ext 
they may lower building cost It is clear, however, that t 
Kian. methods which have led to k roduction in other industr 
( d interference have, for the most part, not ot ‘adapte 1 to the pecu 
circumstances of the building indust It therefore, parti 
q Appl able to ali J ly important that those who accept the econon hazards of a 
€)  casemente effort to modernize the building i: ill be protected a 
the additional hazards of having to fight a guerilla warfare aga 
New c isola» organized groups anxious t dest t 


and economy 


What May Be Accomplished by These Proceedings? 


e  "Bolt.Fast'" is the name 


f this new Win-Dor In many cases the accretion ol i ipon buildin, 
lock which simply and caused dismay even among thos ngaged such restraints 
efficiently overcomes dividually they have been caught in a ter restraint 
the locking handle . at , 

problem on steel case prevalent to be successfully resist a sit enterpris 
ment windows and yet a single local union. The preva! { complaints from w 
adds no _— cost to the industry is evidence of the des ay : ! setti 
any installat n Eo aede Twa of a g $ A " i s T) 
Action is positive and this syste m. Even the prelimina V J f the Lk 
strong. Convenience is ment ot Justice have led, in certain cas to the bandonm 
obvious where stools certain collusive practices, the dissolution of certain bidding 
are high and above rings, and the lowering of certain i " eleved. tha 
normal reach such as . r phe x A, 

over sinks. And, “Bolt-Fast” provides a definite economy in screening majority of the industry Will tak l tage the oppot 
as full width screens may be used at less cost than single screens offered by the D« partment's broad attack to set its own } 


for each vent. Specify and get this lock on your next steel casement 


order. Prosecution of the entire system of restraints which n 
job. It has selling points you can use 


l 


be found by grand juries in selected cities throughout the ci 
mm qe m 2S a. Dr Ma; QU "EN will provide an example for other cities and will permit t 
The Casement Hardware Co., | Fast" is standard equipment allocation of public monies devoted to housing at the points w 
406 N. Wood St., | (upon specific ation)with more i e^ "A x T e 
Chicago, Ill. r und dendi eitis ausa | the re moval of restraint has made possible the greatest return ™ 
Gentlemen: Send me full infor- — — | doll & USt Ge Me Mr ire P c le gae z 
mation on Series 400 Lock. I use | facturer. Send coupon today | dollar expended. By f rmulating and enforcing a m 
stedieá | for complete information so | standard of competitive conduct for the industr the Depart 
ndow i ^ “ 3 » i : . 
: | that you can "streamline expects to secure acceptance oí that standard over wide ares 
Nan i your next job with this lock : 
Nam« This is the original “Bolt | without the need for prosecution at every point 
Address | Fast" developed by Win-Der 
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WIN-DOR Hardware makes the wood 


casement the MODERN window. 


* 
NOW STANDARD ON NEWEST PRE-FIT 


Whether stock sash, 
DOR provides the 


I 


CASEMENTS 


mplete € ficiency. 


may. 
perating 
nee red 


locking and operation 


and bottom . . 


t 


1 


he definite 


reening at 
Whether stock sash, 
al mill or complete units 
they are WIN DOR equippec 
that will be a selling feature 
The advantages that WIN 


casements 


les ription 
vide these 


D ou 


advantage 


are given 


of the three pieces o 
advantages 


wall space opening and vent 


hat with a properly arranged ca 


to the 


* 


the wood casement wind 


efficiency 
and developed by WIN DOR 


Automa 


and 


1d inside storm sash. 
casements ma 


below 


"TT 
ARFA 2! 

K h 
V PA 
^ 3 


know that with this type of window 
t WIN-DOR quality hardware and yet s 
ilating area? 
sement unit you can 
by double-hung windows of the 


wall space that would be taken uf 


erators 


le 


same glass area 


WIN-DOR EQUIPPED CASEMENTS 
PREFERRED for these reasons: 


VENTILATION: 
C ontrolled 
ventilation; ali of the 
window ¢ 
desired. 


k the 


ING: 

sash in 
tion and close it tightly and securely 
even against weatherstripping. 


corre 


convenience 


with 


Fully 
draftless 


pening if 


CLEANING: As illus- 
trated WIN DOR ex 


tension Hinges makes 
window 
easy and safe. 


AUTOMATIC LOC K- 
WIN-DOR op 


cleaning 


any posi- 


SCREEN and STORM SASH CONVEN 
Screens and modern storm 

ish (double glazing) for casements are 
installed inside. No work. No trouble 


PRE-FIT CASEMENTS: Today you may 
buy for the same price as double-hung 


TENCE: 


sash 


custom-built or pre fit units, WIN 
best means of proper control and 


wn n 
a a UL 


WOOD | 
| 
| 


\w owes its remarkable | 
lated hardware units 
Automatic 
tic closing at top 
Outside cleaning from the inside and 


of inside 


de to order by the 
pre-fitted at the factory, if 
1, you will have case ments 
in every house you build 
DOR hardware brings to 
illustrations 
f hardware that pro 


and 


w LLLI 


i 


eee 


you can use better sash, 
end no more for the same 
hese diagrams show why 


save 3' of usable 


WIN-DOR equipped factory 


fitted wood casement windows, These 
dern low-cost windows with all 


new, mi 


weatherstripping, 
more selling points for every house you 


build 


provide 


of the advantages described above plus 
you with 


No reaching over kitchen sinks; 
no climbing ladders with screens and 
heavy storm sash; no leaning out to 
wash the outside of the glass. 
worth your while to inquire about them 


It is 


sats 
^ X 
" 


PT UG rA 
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Government Explains Anti-Trust Drive 
(Continued from page 94) 


The remo —— 

bs ain a poesi e should lead to a significant reduction 
QUEM M *- 7 e large city a responsible organization 
success of the Dx m e Department that in its opinion the 
bv at least 25 € — pru would reduce building costs 
mietoon d ! The extent of such reduction in costs 
pr ince une epend upon the degree to which restraints have 
le dn — = and upon the degree of success achieved 
aafe pesa Motos There appear, however, to be many cases 
signs beo ~ ion would reduce the charge for particular build 
us barange a from 10 per cent to 50 per cent. A part of this 
aidui f ' perra in lower prices and lower charges foi 

yy groups which have collusively inflated their charge : 


A nother p 
art should consis 
st in the elimin: f 
P. imination of methods 
tributing materials and of constructing hous x! cape. 
clearly not efficient di _ 


I a L| X 315 d 
a 1 dd tion to the immedi te e t i] f 
f | | a f ducti fi of co ts, I e emoval 


should make possible 
with new f. I le a burgeoning of experiments 


rms of : : 1 
i anika fis construction, ranging trom an increased use 
o ab g ( l 
are ication of electrical and plumbing equipment 
esigning of standardized parts on ar parajn 
make construction job of 


a St ale 50 br ad as to 
a as emt IE / íi 
perimental builders have indi g A number of ex 
intend indai ated to the De partment th t thi 
( to proceed with or expand sucl experin i à le y 
can a , ; en as s 
the feel that it is safe to do so. As in all pioneer 
€ 1 : pio ig 
ii new m will, no doubt, prove impracti L E E 
other indust C" = . a ut, as in 
tice = , a free field for experiment should mean ; 
development of simplified processes tł cep xard 
costs can be lowered. y 
Su: h tenden« ies toward lower 
pex ted to 


a mere 


m as the 
many oi 


which hi using 


construction costs 
! may be 
— base ce the effectiveness of other measures toward th 
4 E ^ O H A 1 : * 
— f- — m by removing influences which now count 
i » ) )unter 
— hi bers of bev! high cost of housing arises through 
, legal fees, land costs, haphaz: 
mda n | , haphazard managem K 
mittent operation, and requires remedies Mid 4 “be ar 
O k I d 
( Continued to page 96) . iz 


AT THE TOP OF THE SASH 


DOR Top Closer, Series 45 
“invisible hand” which pulls 
snugly at the top. 
Overcomes 


WIN 
is the 
the sash in 
Entirely automatic. 

and prevents warping. 


CLEANING HINGES 

wIN-DOR Series 75 extension 
hinges swing sash 4" away from 
the frame when open 45" to pro- 
vide ample space for washing the 
outside of the window from the 


inside. 


SILL OPERATION 


wIN-DOK operators (several 
types) provide the strongest open- 
ing and closing mechanisms fot 


casement windows of any device 
on the market 


today NOTE 

wIN porR 
hardware 1$ 
sold wherever 
good hardware 
is sold. Insist on 
genuine WIN 
DOR 
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anti-trust prosecutions. In recent years Federal and State gove: - 
ments have been particularly active in attempting to deal with the 

financial obstacles to low cost housing. [he Department « 

| Commerce is now exploring the possibilities of simplifying building 

| codes, improving the design of houses, and promoting the develop 

ment of low-cost housing by private enterprise. Nevertheless, the 

removal of obstacles and costs which affect building has 

been merely the opportunity for groups in the building industry 

| to tighten their restraints of trade and to absorb in increase 

charges whatever savings have been made possible by government 

action. Removal of such restraints should prevent such ca 

| cellation of the gains from the constructive policies of | 

agencies concerned with housing. 

f The success or failure of the effort to restore a free building 

The new Model "O" automatic Con- M - | industry may have an even broader significance. As yet, pro; $ 

venion Oil Bumer—íor new or existing A of public aid to construction in the United States are much more 

home heating plonh— provider stabilized \ , modest than those of many other industrial countries. In Grea 
Gir delivery, enobstructed air travel and 3 Britain the number of houses built with government aid betw« 

quiet, clean combustion. Not ` - | 1919 and 1936 was nearly as great as the number built by una 

temperamental. High winds, cold private enterprise. In Germany 80 per cent of the houses 


mai aie — —— since 1919 have received direct public aid. Indeed, after 19; Equi 
- : d qm, about 10 per cent of all German houses were erected by q 


| agencies, If America's housing needs cannot be met by priva! Can b 

enterprise, it is inevitable that the limited programs of public a less tl 
in the United States will be gradually extended. To endeay by a 

Ait passes across the end of the tube (not i t E y 


through it) with adequate rotation cavsing to meet the full American need for low t housing by a | 


the air to spread ovt fan-shape in exactly n , o at o ; Housing - igi metus ’ 
denn ort cheney cy denn imilar to that of the Federal u ng Act might iny Pre-fit 
oil spray leaving the jet. The result is a program of more than three billion dollars a year in loans openir 


, sunflower-shaped fire. more than one billion dollars in federal grants in the develop 
Dealers investigate! 


of such a program. State action would inevit ably repla« € prn 
Write for Model “O” literature. 


enterprise as the mainspring of American residential constr Every 
Not many people of the United. States want the futuri is a gi 
GAR WOOD INDUSTRIES, inc. housing to take this form. Most of us do not believe t 
AIR CONDITIONING DIVISION need do so. The alternative is for private enterprise to si 
7324 RIOPELLE STREET è DETROIT, MICHIGAN in providing an adequate supply of low-cost housing. The 1 
CANADIAN DISTRIBUTOR: Engineering Industries Lid Leaside Ontario program of the Department of Justice will contribute t 


result 


Message from Thurman Arnold 


“As reduction of costs, through the removal of restraint 
otherwise, brings the cost of new houses within the reach 
larger part of the population, there is reason to believe that t 
housing industry can repeat the experience of other industries M 
which costs have been progressively lowered: The expans 
its volume of business can increase the opportunities for em] 
ment and facilitate high annual earnings for labor and profit 
business men on a basis of low prices rather than high ; 
Operating on a basis of large volume, the industry can r« 
its pivotal place as a breeder of American prosperity. Oper 
at low costs, the industry can supply decent houses, not as 
to a minority, but to the entire American people. Nothing i 
inherent nature of construction makes such a future imposs 
but the tangle of restraints must be cleared away in order thi 
the leaders of business and of labor may have the chance to g 
forward. The Anti-trust Division can provide the interfere 


only you can run with the ball.” 
* * $ 
at N ; How to Estimate Accurately 
NO. 6 CART (Continued from page 72) 
on the inside trim of a house, and the question arises as to whic 
THIS 18 THE STRONGEST CART MADE room the door jamb stock should match. The rule is, the finis! 


: of the room from which the jamb can be seen when the door is 
Tray is 12 Gauge — 6 Cubic Feet Capacity. closed, determines the kind of lumber to use. An exception is 
Wheels 42 Inches Diameter. Flat or Oval Tires, made in the case of any small adjacent room, such as a clothes 


with Plain or Roller Bearings. Trunnion Axles. closet. In this situation, the jamb is made of the same kind o 
lumber as the main room. 


EASILY WHEELED . EASILY DUMPED Rule: Allow one jamb for each door 


Width equals stud width plus thickness of material on ea 


f th Il. 
ST E E L | k G EI H E E L B A = 2 OW C 0. po^ er twice door length plus wood width plus 6". lr 


crease to a standard length oí lumber 
(Continued to page 98) 
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JUST OUT! 


NEW, AMAZING, “ALL-PURPOSE” 
DE WALT WOODWORKER 


DIFFERENT 


TS "gt, — 
B E GARAGE DOOR...ONLY 


Retail price any U. 8. jobbing center | 


For the first time—the 
world famous DeWalt 
Woodworker at a re- 
markably low price! A NEW model that performs 
Equipped with cylinder lock af no extra cost! | 29 different operations . . . is really many machines 


in one! Does all your sawing, dadoing, shaping, MODEL GS 
THE CRAW-FIR-DOR is the fastest-sell- | tenoning, boring, routing, etc. Easy to operate. Only ONLY ' 
Can be installed in ing overhead-type garage door in America. | ? few seconds to —— "uy unes guo, iem $125 
less than half a day jc. low-priced .. . and price includes lock. | chine—get the work of many ag 
by a carpenter! No installation problems or servicing ex- | machines. Save the cost of 


FACTORY 


è pense. The door is durable Douglas Fir, WRITE many machines 


i „y preftted and primed at mill. Hardware is 
Pre-fitted fer 8'x 7 extra strength. Two 16-panel designs (one FOR FULL 


426 FOUNTAIN AVE. 
openings. 3 designs! — With sash) —also available at slightly high FACTS De Wat LANCASTER. PA. 
° er price. See your lumber dealer today. If 
he can't supply vou, write Fir Door Insti- ! n ^ 
Wu cl tute, Tacoma, Wash. or Crawford Door "Actually a woodworking shop in itself 


Co., Detroit, Mich. 


SELF ENERGIZING » ONE PIECE « OVERHEAD TYPE 


Aer 35-S KWIK-MIX 


4602 — (etl 


Modern Rubber Roller Drum Drive 


No ring gear— no pinion 
— no countershaft, less 
wear — smooth running. 


of FINAL COSTS on 


WOOD FLOOR 
FINISHING 


WITH 


wie | LIGNOPHOL 


LIGNOPHOL costs less than one cent per square foot. It is applied in one 
coat with a long handied brush—reducing labor to the minimum. The U.S 
Forest Products Service says linseed oi! does not even protect and you 
know shellac and varnish are surface treatments that weer off. 


WHEN YOU USE LIGNOPHOL 
THERE I$ NOTHING TO WEAR OFF 


Its ONE application gives smoother, harder, 
more attractive floors. Thousands of contrac- 

tors are finding the LIGNOPHOL method 
of preserving and finishing floors (and 
trim) at 50% or more savings, the 
modern way to more profits 
and greater job satisfec 
tion 


END 
DISCHARGE 


Write For Bulletin 2X 


KWIK-MIX CONCRETE MIXER CO. 
PORT WASHINGTON . . . WISCONSIN 
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You can make real money all year 
'round with no seasonal slumps, sand- 
ing floors with an American floor 
sander. No freeze-ups or cold weather 
will haunt you because there is al- 


ways plenty of inside work re- 
finishing old floors when new 
building slows down. Many men 
are making $20 and over a day 
with their Americans. Be 
sure to send in free cou- 
pon, below, for complete 
details. No obligation. 


al 


—————————— 


o 
FLOOR SURF 
ý “AMERICAN MACHINE COMPANY 


511 So. St. Clair St., Toledo, Ohio 


Gentlemen : 


Send complete details, without obligation, on making money the 
American Way with an American floor sander. 


Street . —-— 


| 
| 
l 
1 Name . — 
| 
I 


MONCRIEF 


WINTER e . 


A Complete Line for Every Domestic 

and Commercial Need . . . Specialized 

types for burning oil, coal or gas... 
Write for literature. 


THE HENRY FURNACE & FOUNDRY CO. 
3479 EAST 49TH STREET, CLEVELAND, OHIO 


MANUFACTURER FOR 45 YEARS OF WARM 
AIR HEATING EQUIPMENT FOR THE HOME 


| 


| 
| 


i 


| DOOR AND WINDOW STOPS: 
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How to Estimate Accurately 

(Continued from page 96) 
NOTE: Side jambs are made 12" longer than the actual length 
of a door to give clearance under the door. This prevents a door 


| from dragging or rubbing on the floor coverings, such as rugs 


or linoleum. 
A door stop is a piece 
finish stock nailed on the face of a door jamb to serve as a stop 
against which the door will shut. 

A window stop is used on a double hung window to hold th 
lower sash in place. If the frame is for casement sash it serves 
as a stop against which the sash will shut. Sometimes a stop 


| is made a part of the jamb, in which case no separate piece is 


required. 

If a different kind of finish lumber is used in some rooms a 

door stop always matches the room from which it can be seen 
when the door is closed. This is also true of double hung and 
casement window stops. 
Rule: a. Allow one stop for each inside door. Double acting doors 
require none. Sliding doors require two stops. Each double hung 
window requires one stop and each casement sash one stop if the 
jamb is not rabbeted. Thickness and width measurements are 
given in the specifications. 

b. Add twice the length of a door or window to its width 
allow 6” for fitting, and. increase to a standard length of lumber 
INSIDE CASINGS: This is finish lumber that covers the space 
between the rough framed opening and a window frame or door 
jamb. 

The kind of lumber for casings is given in the specifications 
Often two or more kinds of wood are used in a residence, hard- 
wood being used in the living room and dining room, and less 
expensive lumber for the remainder of the house. 

The shape of the casing is given on the detail sheet of a plar 
Any shaped casing can be bought. Only a few patterns are kept 
in stock and these do not cost as much as a special design which 
requires a “sticker set-up.” 

Casing can be bought more economically if short lengths are 
ordered. The following rules are based on this procedure 

Two types of joints are used—miter or butt. See figure 3. 
Rules: Inside door heads, allow two pieces for each inside door 
Width of door plus twice the width of the side casing stock plus 
2” equals length. Increase to a half-foot or even foot length « 
lumber. Sides, allow four pieces for each inside door. 

Butt joint construction: Length equals door height plus 2” 

Increase to a half-foot or even foot of lumber. 

Miter joint construction: Length equals door height plus width 
of casing stock plus 2". Increase to a half-foot or even foot lengt! 
of stock. 

Window Heads: Allow one piece for each window frame. 

Width of window plus twice the width of the casing stock 
plus 2" equals length. Increase to a halí-foot length of lumber 

If the frame has a mullion casing, then add the width of each 
mullion to the result before increasing to the half or even foot 
length of stock. 

Sides, allow two pieces for each window frame. 
Butt joint construction: Length equals window height plus 2" 

Increase to a half-foot or even foot length of lumber. 
Miter joint construction: Length equals window height plus width 
of casing stock plus 2". Increase to a half-foot or even foot length 
of lumber. 

Outside Door Heads: Allow one piece for each door frame. 

Width of door plus twice the width of the casing stock plus 2" 
equals length. Increase to a halí-foot or even foot length of 
lumber. 

Sides, allow two pieces for each outside door. 

Butt joint construction: Length equals door height plus 2". In- 

crease to a half-foot or even foot length of lumber. 

Miter joint construction: Length equals door height plus width 

of casing stock plus 2". Increase to half-foot or even foot le 

of stock. 

Mullion Casings: Allow one piece for each mullion in the frame. 

Length of frame plus 2" equals length. Increase to a halí-foot 

length of stock. 

STOOL: This is finish stock fitted and nailed on horizontally at 

the bottom of a window frame. See figure 3. There are tw 

common types, casement and double hung, as shown in figure ! 

The casement type is used for casement or hinged sash, while the 

other is for double hung windows. The double hung type is also 
(Continued to page 100) 


eE ek 


| 


- 
EJ 


N 
` 
~ 
` 


á 


American. Builder, November 1939 


New Famous 
Johnson's Wax 
Office Bidg., 
Racine W is., 
has 50,000 Sq. 
Ft. of Wright 
Flooring 


PRICED FOR EASY PROFITS 


@ Enjoy bigger profits installing Wright Rubber Tile on 
new or old floors in homes, schools, offices, churches, 
hospitals, etc. Wright Floors are quiet, comfortable, 
easy to clean, and resist years of heavy traffic. They come 
in gay colors and patterns to match all decorative 
schemes—yet they cost no more than good grade lino- 
leum. See Sweet's or write for illustrated literature. 


WRIGHT RUBBER PRODUCTS COMPANY 
1603 Layard Ave. Racine, Wis. 


WRIGHT RUBBER TILE 


CTET EE E 


N 
* 
EN 
~ 
^ 
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SMITH 312-S 


Tilter Features: 


9 Low Charging 
Height, only 34! 2 


è Handy Feed Chute, 
31" wide 


€ Famous Double 
Cone Drum 


€ End-to-Center 
Mixing Action 


€ Short Drum Tilt 
(Thru 40 arc) 


€ Spring-Mounted 
xle 


9 Hyatt Roller 
earings 


€ Electric Welded 
Steel Frame 


@ Low Pressure 
Pneumatic Tires 
SMITH is the ONLY 
mixer with ALL 
these quality fea- 
* Machine Cut Drive tures — yet it costs 
Gear and Pinion you no more than 
ordinary “‘tub” 
9 Gears and Engine mixers. 


Completely Housed Write for literature 


THE T. L. SMITH COMPANY 
2849 N. 32nd St. Milwaukee, Wis. 


SMITH MIXERS 


A. 8 OU L DER D A N 


9 Enclosed Crankcase 
Engine 


9 Handy Telescopic 
Hauling Stub 


Photo courtesy Architectural Forum 


More than 40 modern space- 
saving fixtures that Double 
Closet Capacity by making 
systematic use of closet space 
-regardless of size or shape 
Clothing carriers, extension 
closet rods, shoe racks, gar- 
ment brackets, hat, tie, trou 
ser and skirt holders, and 
many others for all types of 
wardrobes and all clothing 
K-Veniences keep closets 
orderly, all apparel in quick, 
easy reach. The ideal solu- 
tion to the universal demand 
for greater closet capacity in 
houses, apartments, hotels, 
clubs, institutions, etc. Stur- 
dily built, smartly designed, 
polished nickel or chrome 
finish, easily attached. Specify 
and install K-Veniences in 
every clothes closet... on 
every job...and make the 
most of available closet space 


$ee your Building Hardware dealer—or write 
direct today for complete new Catalog — FREE! 


KNAPE & VOG 


MANUFACTURING COMPANY 
Dept.m-*i Grand Rapids, Mich. 


JOE! DID YOU HEAR 
ABOUT 

VICTOR'S 

NEW LOW 
PRICE? 


MASTER 


NOW 
ONLY $ O95 
LESS YOUR REGULAR DISCOUNT 


Everybody’s talking about this big kitchen 
exhaust fan bargain. In the Victor Master 
you get such important performance fea- 
tures as, automaticoperation, streamlined 
shutterandsuper-powered motor. Ideal for 
low cost homes and apartments and a real 
sales aid because it assures freedom from 
cooking odors, fumes andsmoke. Write for 

free Ventilation Data Book—Today ! 


VICTOR ELECTRIC PRODUCTS, INC. 


3014 Robertson Avenue Cincinnati, Obie 


VICTOR ZZ 


VENTILATORS 


See Victor's complete 
line of In-Bilt Ventila 
tors. Send for your 
copy of Ventilation 
Data Book Now 


/t's a Fact! ... 


EDWARDS. TROFSEAM 


STEEL ROOFING 
Actually Costs Less per Square on the Roof 


Considered only in terms of cost per square of 
roof area covered, Edwards TROFSEAM is the 
cheapest metal roofing you can buy! Every sheet 
of Trofseam measures and covers 24 inches wide and 
is charged for 24 inches. Every square covers 100 
square feet with nothing off for side laps. You not 
only save 10% or more in first cost but you get the 
extra protection of the improved crimps and the 
inner trough free. And boy! It is easy to install. 

Write for Trofseam Circular and prices and for 

Roofing Catalog No. 92 


THE EDWARDS MANUFACTURING CO. 
542-562 Eggleston Avenue Cincinnati, Ohio 


* MIX FASTER 
* MOVE PASTER 
* BUILT TO 
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| How to Estimate Accurately 
(Continued from page 98) 


| used for stationary windows. An architect will sometimes design 
a special shaped stool. 

The kind of lumber is given in the specifications and will be the 
| same as the inside finish lumber. There may be more than one 
| kind of lumber required 
| Rule: Allow one piece for each window frame. Width of win- 

dow plus 12” equals length. Width of all mullions, if any, must 
| also be added to this result. Combine into standard lengths of 
lumber, but keep each kind of stool separate. 
APRON: An item of finish stock fitted and nailed underneath 
| a window stool. See figure 3. The kind of lumber is given in the 
specifications and will be the same as the interior finish. The 
shape will vary according to the detail, but always conforms ti 
| the casing. The thickness of apron stock is usually 34", but the 
| width varies according to an architect's requirements. 
| Rule: Allow one piece for each window frame. Width of frame 
| plus twice width of casing stock plus 2” equals length. Combine 
into standard length of lumber. 
BASEBOARD AND SHOE: Baseboard is finish stock nailed 
on a plastered wall at the floor line to form a finish between floor 
and wall. It is nailed on either before or after plastering, depend- 
| ing on the blueprints and specifications. In shape, it varies fron 
| the simplest design to a moulded one, occasionally requiring it to 
be made in several pieces. 

Base shoe is a small moulding nailed at the floor line to close 
the space between the bottom edge of baseboard and the finished 
floor. Baseboard and shoe are usually written as one order. 
Rule: The distance around a room (perimeter), less the door or 
archway openings, equals the number of linear feet of baseboard 
and shoe to order for one room. Repeat for all rooms, closets and 

| then combine results. Deduct for each door or archway an amount 
equal to its width, as increased to next half or whole foot. 
Note: Baseboard is always fitted against the door casing. There 
is, therefore, a little extra material allowed for at each opening, 

| amounting to twice the width of the casing stock. This is not 

| deducted but included in the total linear feet of baseboard ordered 

| and offsets any split ends or waste due to cutting. 

| HOOK STRIP: Hook strip is a piece of finish lumber nailed on 

| a closet wall about 5 or 5%4 feet from the floor into which coat 
and hat hooks are screwed. 

| Rule: Perimeter of the closet, less width of the door and window 
equals linear feet for one closet. The total of all closets equals 
amount of hook strip required. Order by linear foot or piece 
PICTURE MOULDING: This is nailed on a wall near the 
ceiling line to hang pictures on, for architectural effects, or to 
make a break between a plastered ceiling and papered wall. 
Rule by Linear Foot: Room perimeter plus two feet equals linear 
feet of moulding for one room. Repeat for all rooms that require 
moulding. 
By Piece: Allow four pieces to each room. Length equals room 
measurements. Increase to standard lengths of stock. 
THRESHOLD: Finish stock fitted and nailed over the small 
crack between the inside edge of an exterior door frame sill and 
the finish floor. 

It also serves to fill the space under an outside door, as door 
jambs are always made 14" longer than the door to allow it to 
clear the rugs or other floor covering. This space is not objec- 


You're Right When 
You Pick CMC 


You get the newest in Mix- 
ers, Tilters and Non-Tilt 
. . . all sizes. Mix faster, 
move faster. No dead 
weight. Built to take it. 
You can bid right and be 
on the profit side with this 
kind of equipment. 


Write for New Catalog 
oe — ym — — ... all sizes... 
aster an r 1 i " , 
Rigs, Carts and 4 à —— — —— 


CONSTRUCTION MACHINERY CO. ¥ == 


tionable on an interior door, but must be closed on an exterior 
door to keep out cold. In localities that experience low tempera- 
tures a metal weatherstrip, in addition to the threshold, is used 
to make the joint perfectly tight. 

The kind of lumber is given in the specifications. For front 
doors oak is most often used as it is a durable wood and wil 
match the hardwood floor. For the rear door, vertical grain 
Douglas fir makes a good threshold. 

The size of the threshold is given in the specifications or on the 
detail sheet of a set of plans. A standard size carried in stock 

| by a mill is $$" x 314”. 
Rule: Allow one piece for each outside door. Door width plus 4” 
equals length. Increase to an even foot length of lumber or com 
bine pieces into one standard length. 

The next and concluding article in this series will cover the 
cabinet and flooring units and the hardware division. 


| *FOOTNOTE: For detailed information on glass, see Ericsons 
—“Glass and Glazing"— The Manual Arts Press, Peoria, Illinois 
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Jack needs a roof 

To stand the proof 

Of weather both 

stormy and rare 

So he will do 

As others do too 

Use shingles from Robert McNair 


ROBERT McNAIR 


VANCOUVER, BRITISH COLUMBIA 


SHINGLE CO. 


Steel 


| Enclosed 


| 


TYPE 
142 
F.T. 


New and improved is the Caldwell 
TYPE 142 F. T. Sash Balance. Ex- 
pressly built for prefit windows, it 
also meets the demand for a dur- 
able, compact and inexpensive 
sash balance to be mounted in the 
head jamb of any double-hung 
window. 
Compact: Face 7⁄4", Depth 3". 
Capacity: Meets requirements of 
all residential windows using | or 
2 Balances per sash. 
Durable: All 16 gauge pressed 
steel. 
Adjustable: For variation in sash 
weights. 


Greatly Reduces Cost 
of Machining Frames 


All working parts completely en- 
closed. 
Flat Top for easy installation, only 
Special C. R. Steet T —p 
pecia . R. Stee a rac- 
tically kink proof. " 
Builders using wood or meta! 
double hung windows will find that 
it pays to specify Caldwell Bal- 
ances regardiess of the make of 
window, 


CALDWELL 
SASH BALANCE 


"OVER 400 DEALERS TO SERVE YOU" The Caldwell Manufacturing Company, Rochester, N.Y. 


GILBERT TOWNSEND 


be new - on the 
steel square is filled with 
actual examples and no 
previously ired knowl- 
edge of framing or other Capacity 2%” 
intricate carpentry opera- | ww" 
tions is required. These | 

examples are so illustrated 

and explained that the 

reader can easily apply the 

principles to practical jobs. 


ON THE FIRST TWO HOUSES 


Medel 1B 


TRADE MARK 


The speedy MALLSAW saves so 
much time in cutting lumber for 
floors, staircases, rafters and sheath- 
ing, that it pays for itself on two 
average houses! Workmen prefer to 

use the MALLSAW, because it 

is lightweight — balanced for 

true, one-hand operation—safe— 

accurate — powerful — long-last - 

ing. There's a 

MALLSAW for 

every job, and 

prices are sur- 

prisingly low. 

ex. ; Send coupon for 
details. 


Table of Contents 


Introduction. General Description. Scales. How 
to Use the Square—Braces. Roof Framing. 
Common Rafters. Hip and Valley Rafters. h 
Rafters. ga ve ming Rafters. Other Uses of the 
Steel Square. In 


1939. 96 pages, 101 illustrations, 51/5 x 81^, Nghe e eee ae << NeaN 


del -— MALL TOOL COMPANY 7" t» ouem Mrs 
— —— f please send your tree folder on MALLSAWS and other Por 
AMERICAN BUILDER and BUILDING AGE 


| table Electric Power T 
30 Church Street New York, N. Y. To ke cote Che 


Gives you a combination of features 
fo und in no other Radial Woodworking 


Machine . . . features that meet ALL 
your needs . . that eliminate ALL 
troubles. Here are the big ones: 


* 2 H.P. performance from 1 H.P. mo 
tor —4 from a 2 H.P., 6 from a 3 H.P. 
revolutionary design actually doubles 
rim force delivered at teeth of saw! 
*In addition to fast, smooth cut-off 
and ripping, it does Beveling, Tenoning, 
Shaping, Routing and Dadoing quick 


TURNER 
RADIAL 


Notbing 
Like It 
At Any 

Price! 


ly and accurately. 


* Has an ingenious “‘Shock-Absorber” 
which absolutely prevents overload of 
the gears (patent applied for). 


% Unbelievable capacity! Example 
2*4" with 8" blade, 4*4" with 12" blade 
Priced complete $265, F.O.B. Plain- 
field, N.J., with 1 H.P. motor. Send 
for full description and name of local 
dealer who will demonstrate. Walker 
Turner Co., Inc., 10119 Berckman St., 
Plainfield, N.J. 


WALKER- 


WALKER-TURNER 


WOODWORKING MACHINES 


NO WEIGHTS 
ORDS OR PULLEYS 


The most perfect window for any 
home is the double-hung window 
equipped with PULLMAN UNIT SASH 
BALANCES. Pullman Sash Balances assure 
perfect window control, easy and quiet oper- 
ation. They are entirely encased, all pressed 
steel construction, light in weight and non- 
breakable. A set can be installed in 10 to 
15 minutes. They save you time and money. 
Guaranteed for the life of the building. 

THE ADJUSTABLE FEATURE 
Tension of the inside coiled spring in the 
Adjustable type is quickly changed with an 
ordinary screw driver, without removing the 
Balances or the sash. 


PULLMAN MFG. CORPORATION 


Established 1886 
A Half Century of Progress 
1180 University Ave. 


Write for FREE 
LITERATURE 


| 
| 


Rochester, N.Y. | 


| 
' 
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NEW INFORMATION- 
CATALOGS OFFERED 


Readers Wanting to Receive Any of the Catalogs and 
Data Sheets Listed in This Department Should Write on 
Their Business Stationery Direct to the Manufacturer, 
When Writing, Mention This Department of American 
Builder and State Your Occupation or Business Connection, 


“NOW '—MENGEL-BORD !"—An attractive folder illustrat 
ing and describing this new hardwood resin-bonded plywood— 
a gum wood product of low cost; comes in big sheets, 4' by 8 
and 4’ by 6’ 14" thick. Some interesting suggestions for a beau 
tiful interior effect in large hardwood panels are presented .— 
MENGEL CO, Inc., Louisville, Ky 


"PALCO INSULATION WOOL COLD STORAGE MAN 
UAL'"—A 16-page handbook very clearly and interesting 
illustrated to show numerous details of insulated constructiot 
A table of insulating values of various materials is include 
together with simple rules on how to figure overall heat loss.— 
THE PACIFIC LUMBER CO. San Francisco, Calif 


“HIGHWAY ICE CONTROL—METHODS, MATERIALS 
AND EQUIPMENT’—A 32-page resumé of present ice con 
trol practices with particular reference to the use of calciun 
chloride. This handbook is full of good facts for those 
charge of highway maintenance under winter conditions. Buil 
ing contractors doing winter work also will find useful th 
data on freezing point and concentration of calcium chloride 
brine.—SOLVAY SALES CORP, 40 Rector St, New York 
City. 


“OUT OF THE LABORATORY COMES AN EVEN 
LONGER LIFE FOR WOOD"-—A 6-page technical bullet 

well illustrated presenting the story of toxic treatment of wo 

and explaining the "Seal of Approval" of the National Door 
Manufacturers Assn. A list of the firms manufacturing sas 
and doors bearing the Association’s Seal of Approval for tox 

preservation is included.—THE NATIONAL DOOR MANI 

FACTURERS ASSN., 332 S. Michigan Ave., Chicago, Ill 


"FOR LUXURIOUS LIVING—BEAUTIFUL DRI-BILT I^ 
TFERIORS"—A 12-page booklet in full color telling how 

finish Douglas fir plywood in many attractive colors. 1 
finishing formulae presented are a result of careful resea 

and will serve as a valuable guide to anyone planning t! 
decoration of Douglas fir plywood paneling.—DOUGLAS FI 
PLYWOOD ASSN., Tacoma, Wash 


"CERTAIN-TEED STRUCTURAL INSULATION”—A new 
48-page manual of interior finish application explaining in de 
tail the most successful methods of using Certain-teed insulat 
ing board, tile board, finish plank, etc. The illustrations ar 
particularly clear and well handled, making clear the recom 
mended procedure both in pen and ink drawings and in close-up 
photographs. Many very attractive paneling schemes am 
decorative effects both for side walls and ceilings are presente 
in great detail—CERTAIN-TEED PRODUCTS CORP. 10 
E. 42nd St., New York City. 


“BETTER HEATING, AIR CONDITIONING, BETTER 
PLUMBING MAKE BETTER HOMES”—A 54-page portfol 
many pages in full color, discussing in a popular way the en 
tire line of heating equipment and of plumbing fixtures com 
prising the “Standard” line. This is a helpful manual for those 
planning on building homes and will prove a strong selling too! 
with prospective home owners—AMERICAN RADIATOR & 
STANDARD SANITARY CORP., Pittsburgh, Pa. 


“YOUNG STREAMLINE CONVECTORS"—Catalog N 
4039 has just been issued, a 24-page manual very well illustrate 
and very thoroughly presenting this extensive line of radiation 
Convectors are included that are fully recessed, partially re 
cessed, free standing, wall hung and plastered-in. Practical in 
stallation details are included with a helpful tabulation of sizes 
dimensions, capacities, etc.—YOUNG RADIATOR CO. Ra 
cine, Wis. ( Continued to page 104) 
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FRANTZ ANNOUNCES 


[d 
Junior 
aa Omen T 


DOOR EQUIPMENT 


Here is big news! "Over-the-Top" Door Equip- 
nent has a baby brother! Yes, the device that 
ed the building field back in 1930 with its 
new principle and amazing simplicity 
understudy.” Frantz introduces JUNIOR Though weight and cost ! 
tum Over-the-Top” Light Door Equipment . . . a been reduced, JUNIOR 
lighter, inexpensive, yet none the less efficient  " lor light 

del especially designed for doors weighing 
up to 150 lbs., within the limits of 6'-6" to 7’ 
and up to 8' wide. It sweeps away the last 
vestige of overhead door sales resistance of the 
mass market. Strike while the iron is hot. Write! 


FRANTZ 


start 
" radicall 
has an 


MANUFACTURING COMPANY 
Sterling, lllinois | 


FRANTZ 


mple yes! That and it 
what make it a 
ast Li }!-} 


Guararateed BUILDWARE 


STATEMENT OF THE OWNERSHIP, MANAGEMENT, CIRCULATION, 
ETC., REQUIRED BY THE ACTS OF CONGRESS OF 
AUGUST 24, 1912, AND MARCH 3, 1933 


Of American Builder and Building Age published monthly at Chicago, Illinois, 
p er, 1939 


e, a Notary Public in and for the State and county aforesaid, per- 

wared Bernard L. Johnson, who, having been duly sworn according 

t à eposes and says that he is the editor of the American Builder and 

z.z I hat t following is, to the best his knowledge and belief, 

I statemer f the ownership, management (and if a daily paper, the 

ation > f the aforesaid publication for the date shown in the above 

required by the Act of August 24, 1912 as amended by the Act of 

133, embodied in section 537, Postal Laws and Regulations, printed 
reverse of this form, to wit 

f That the names and addresses of the publisher, editor, managing editor 

T 'ss managers are: Publisher, Simmons-Boardman Publishing Corp., 

West Adams Street, Chicago, Iil.; Editor, B. L. Johnson, 105 West Adams 

» Chicago, Ill.; Managing Editor, R. E. Sangster. 105 West Adams Street, 

ulat ago n > Business Manager, Robert H. Morris, 105 West Adams Street, 

ag ! 

That the owners are: Simmons-Boardman Publishing Corporation, 530 
Street, New York, N.Y. Stockholders of 1 per cent or more of the 
ál amount of stock are: I. BR. Kerfoot, 15 Hillcrest Drive, Pelham Manor, 

1.Y.; P. A. Lee, Hopatcong, N.J.; Henry Lee, Hopatcong, N.J.; E. G. Wright 

398 N. Walnut Street, E. Orange, N.J; 8. O. Dunn, 105 West Adams Street, 

an ago, lil.; C. E. Dunn, 3500 Sheridan Bivd., Chicago, Ill.; L. B. Sherman, 

| Sheridan Road, Winnetka, Ill; Mae E. Howson, 105 West Adams &Btreet, 
ente Chicago, Ill.; B. L. Johnson, 6949 Bennett Avenue, Chicago, Ill; The Chase 
1 à nal Bank of the City of New York and Prudence Whitney Mallory, as 


r 
com rch 


ees under the last will and testament of Robert Mallory, Jr., d 
Spencer Trask & Company. 25 Broad Street, New York, N.Y. General Partners 


pencer Trask & Company are: Edwin M. Bulkley, Walnut Street, Engle- 


» 1, N.J.; Acosta Nichols, Cold Spring Road, Oyster Bay. N.Y.; Cecil Barret, 

TET Carlyle Hotel, New York. N.Y.; C. Everett Bacon. 16 in Park, Montclair, 

LEN Jl; F. Malbone Blodget, 65 Patterson Ave., Greenwich, Conn.; Arthur H 

fol Gilbert, 440 Park Ave. New York, N.Y.: Henry S. Allen, 407 Highland Are., 

ol Orange, N.J.; William B. Basset, Old Church Rosd, Greenwich, Conn.; William 

en Kurt Beckers, South Salem Road, Poundridge, N.Y.; Reginald C. Foster, 

e e 484 Charles River St.. Needham, Mass.; Edwin M. Bulkley, Jr.. 21 Sturgis Road, 

com B ville, N.Y.; 8. Bayard Colgate, Center Street. Orange, N.J. Limited 
Partner, Henry A. Colgate, New Vernon, N.J., Limited Partner. 

those That the known bondholders, mortgagees, and other security holders own- 


NM | or holding 1 per cent or more of total amount of bonds, mortgages. or other 


E tc les are: None 
YR & That the two paragraphs next above, giving the names of the owners, 
iders, and security holders, if any, contain not only the list of stockholders 
security holders as they appear upon the books of the company but siso. in 
here the stockholder or security holder appears upon the books of the 
""pany as trustee or in any other fiduciary relation, the name of the person or 
X corpor tion for whom such trustee is acting, is given; also that the said two 
‘ragraphs contain statements embracing afflant's full knowledge and belief as 
trate d ircumstances and conditions under which stockholders and security 
Tal ra who do not appear upon the books of the company as trustees, hold stock 
ation ecurities in a capacity other than that of a bona fide owner: and this 
" as no reason to believe that any other person, association, or corporation 
lv re interest direct or indirect in the said stock, bonds, or other securities 
" ās sọ stated by him 
al if BERNARD L. JOHNSON, Editor 
sizes ‘Sworn to and subscribed before me this 28th day of September, 1939. 
1 EAI ANNE A. BOYD 
Ra (My commission expires Dec. 10, 1939.) 
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"" DECORA COMP 


cOLD 
ROOMS! 


DRAFTY 


FRAMES : 


CALK 
WITH 
PECORA 


MAKE THEM 
WEATHERTIGHT 
mre PECORA 


Be sure you use Pecora, the time-tested 30 year old Calking Compound. You 
cannot buy better quality or more satisfactory performance. Pecora wil! not 
dry out, crack or chip when properly applied. Available in bulk, or in non 
refillable metal cartridges for use with improved High Pressure Calking Gun 
illustrated below. 


Write for 
illustrated 
folder 


Ss 
G With 3 Nozzles and 4 Car- 
sun tridges of approx. 1 qt. each 


Shipped Express $6.50 


wllect for 


Pecora Paint Company, In 


Member of Producers’ Council, ine. 
Established 1862 by Smith Bowen 


St. & Reading R. R. Philadelphia 


e 
ec. 


Fourth 


MORTAR STAINS @ ROOF COATIN 


e PECOMASTICS FOR 


SASH PUTTIFS e 
STRUCTUMR AI LASS INSTALI 


ATTON 


Y 
What better proof of SKILSAW supe- 
riority than the simple fact that more SKILSAWS are in use than 


all others combined! SKILSAW leads the field because it leads in 
profit-making performance . . . because it represents 19 years of 
constant improvement on the original electric handsaw! 


SKILSAW is lighter, more powerful, will do more sawing jobs. 
Has a simple adjustment for depth and bevel cutting. New improved 
gears for quieter running and longer life. All ball bearing construc. 
tion. Works from light socket. 9 POWERFUL SIZES for wood, metal, 
stone and compositions. 


SKILSAW, INC., 5031 ELSTON AVE., CHICAGO 
36 East 22nd St., New York—182 Main St., Buffalo— 
52 Brookline Ave., Boston—15 South 21st 8t., Phila- 
delphia—2124 Main St.. Dallas—918 Union St., New 
Orleans—29 North Avenue, N.W., Atlanta—1253 
South Flower St., Los Angeles—2065 Webster St., 
Oakland—Canadian Branch: 85 Deloraine Ave., Toronte 
Sold by leading distributors ef mino, mill, 
hardware and contractors 
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SKILLED Empire Interchangeable Vial Cases | CATALOGS- (Continued from fepe 1D 


$ Ti d Money on the Job. | BECKETT BOILER-BURNER UNIT—A 4-page illustrated 
WORKMEN They offer Reo lio cata th adjust- | circular gives full information regarding m — Commo. 
t and id ick irs. You | dore automatic boiler-burner unit and tells how it provides 
INAN an Pele rong sees ‘highly polished "carefree comíort for the home." These boiler-burners are 
E m P| R E Empire Level Model 151-E 28" $5.25 | equipped with the Beckett Commodore oil burner, complete de. 
24” 4.50 | tails of which are included.—THE BECKETT ENGINEER. 

Postpaid or at Good Dealers Every- | ING CO., Elyria, Ohio. 


“ST. CHARLES STEEL KITCHEN CABINET”—A 16-page 
illustrated handbook on kitchen planning, showing how the St 
Charles cabinets are detailed and arranged for most popular 
and satisfactory results. Since these cabinets are being used 


EMPIRE NO. 151-E "ALUMINUM LEVEL in both new homes and for remodeling old kitchens, there is a 


A ar model with 6 glasses. guens Alumiaum Alley frame, preeisien 1 i : i in this ne 
‘ome yo § ee Soo u- or, cR wide demand for the information contained in t new manual 


—ST. CHARLES MANUFACTURING CO, St. Charles, Ill 
EMPIRE LEVEL MFG. CO. 


707 $. Sixth Street Milwaukee, Wisconsin | "METALBESTOS GAS VENT & FLUE PIPE"—Catalog No 
———À PME, BPECRALIE TR, E S 339A is an 8-page data sheet on these space saving, saíe and 
— durable vent pipes for all gas appliances. Several styles of pipe 
MR. KEES SAYS and all necessary fittings are included —WILLIAMS-WAL. 

"WHY LET LACE CO., San Francisco, Calif. 


CORNERS SLOW YOU “AJAX SHEATHING AND ROOFING BRACKETS”—A new 

DOWN?" | 8-page data sheet has been issued describing these folding metal 

brackets which provide a safe, comfortable staging for all rooí 

hb work. The “Universal” scaffold brackets and the new idea 

€ When you're building "nes. "hook-type" scaffold brackets are also included.—AJAX 

houses with drop or lap si> EESSINSSA | BUILDING BRACKET CO, 1551 Rydal-Mount Road, Cleve. 
Your down. Take them in your USE ME | land Heights, Ohio. 

stride. Make them faster j 
. neater . . . stronger 


*, wies mitufag er cae —— BAS PEERLESS GAS-FIRED FLOOR FURNACES—A new 12- 
ing siding to exact length. [3 v page portfolio with illustrations tells exactly how to install the 
pany Bay RD zs — gem | Peerless floor furnace designed for use with natural, mixed or 


tails, Free Kees Catalog. E dl | manufactured gases. Bound into the same covers is also an 8-page 
u- i T section, “Selling Peerless Gas-Fired Floor Furnaces.” This illus 

F. D. KEES MANUFACTURING CO. MALO. trates and describes the equipment and gives interesting prooís of 
Box 193 aen ia A. Moa o DN its efficiency. Supplemental sheets are also included on "Estimating 
Heat Losses and Operating Costs for Gas Heating Equipment." 
A quick method is given for figuring heat loss of house for 


approximate results.— PEERLESS MANUFACTURING 
KIMBALL CORP., Louisville, Ky 


HAND POWER WALKER-TURNER RADIAL WOODWORKER- Two big, 


ELEVATOR S attractive broadsides present new information regarding the new 
Walker-Turner radial woodworker offered as “a modern machine 

complete line d ofide Mond for today’s needs.” 
Power and Elearie t — this machine, "five machines in one.” Examples are shown of 


These broadsides illustrate the many uses of 
Fitted for rapid installation in your cost-cutting, mitering, ripping, dadoing, shaping, routing and 
n. us e ae at Wee tenoning. The portable character of the machine is demonstrated, 


power and are surprisingly nomina with an ingenious mounting on a two-wheel automobile trailer— 
in costs. 


: WALKER-TURNER CO, Inc., Plainfield, N.J. 
FREE Engineering Data 


Give us your problems and let our STERLING SPEED-BLOC SANDER—An air-driven sander 
engineers help you. Full descriptive for shop use, refinishing automobiles, furniture, etc., is nicely 
literature om request. described in a little 6-page folder. It makes the point that a little 
KIMBALL BROS. CO. power machine of this type replaces expensive hand sanding and 

. cuts sanding time in half, or better. A new circular describes 

915-989 Ninth Street Council Bluffs, lowa and illustrates the machine and numerous examples of the work 

————————————————————— | that it does —STERLING PRODUCTS CO., 2457 Woodward 
| Ave., Detroit, Mich. 


NEW MODEL MALL SAW—A new data sheet for the Mall 
Tool Company loose-leaf catalog gives information on the new 
Model No. 65 electric hand saw which has a 614-inch blade and 
17$ inch capacity. This new model is "one of the smallest 
lightest, most powerful saws ever built" the circular states. 
Complete specifications are included.—M ALL TOOL CO. 774 
S. Chicago Ave., Chicago, Ill. 

Tost d blue prints pins. -eent te show you bow this 3 yat | THE MASTER WOODWORKER—A 24-page catalog illus 

eld School for Builders makes it easy for men in the building > . : 

industry to lay out and rum jobs, reed blue prints, estimate trates and describes this "complete woodworking shop—12 ma- 

(gets, euperintend construction, ote. Drawing of plans included | chines in 1,” and illustrates the various ty pes of work that it does 

LEARN AT HOME IN SPARE TIME Common operations on this machine are ripping, cross cutting. 


to handle ng busi in build - jinting, bevel ripping, jac , bori 
etae tats pen TN Ball Ah taiias an- je g, bevel ripping, jack rafter cutting, stair routing ng, 


pie en romae grinding, gang ripping, dadoing, PM 
b S 
CHICAGO TECH COLLEGE |i. oo ere m ro cen 


P-127 Tech Buliding, 118 East 26th St., Chieage, tttinele. | MASTER WOODWORKER MFG. CO., Detroit, Mich 


TECHNOLOGY DEPTS 


Imerican Builder, December 1939. 


1939. 
e 102) 
strated 


1anual 
es, Ill. 


og No 
Ie anc 

pipe 
WAL 


A new 
metal 
Il roof 
idea 
AJAX 


Cleve- 


w 12- 
ll the 
ed or 
8-page 
illus 
Is ol 
nating 


DULL 


The step-saving efficiency and modern charm of 
Crane-Equipped kitchens can also be had in lou 
cost bomes. Let Crane Kitchen Planning Service 
»elp you design kitchens with greater sales appeal. 


CRANE 


NATION-WIDE SERVICE THROUGH BRANCHES, WHOLESALERS, PLUMBING AND HEATING CONTRACTORS 


THEY THOUGHT SUCH PLUMBING 
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COULDN’T BE HAD 
in a Low-Cost Home 


I DIDN’T take long for the Joneses 
to decide on this home. In it they 
sensed a value they couldn't afford to 
pass up—an extra value they didn't 
expect to find in a low-cost home. 

The fact that the plumbing was by 
Crane gave them assurance of up-to- 
date bathroom styling... of modern 
comforts and conveniences...of safe, 
dependable plumbing. But more, it 
inspired confidence in the builder's 
judgment of quality in every part of 
the house. 

Many of your prospects feel the same 
way about Crane-Equipment. To them 
it stands for something extra fine in 
bathrooms — for quality that's ordina- 


CRANE CO 
836 S. 


VALVES + FITTINGS > 
PLUMBING » HEATING + PUMPS 


rily associated with high priced homes. 

This is a point on which you can 
capitalize. Because, actually, Crane 
plumbing can be had in every price 
range—for modest as well as costly 
homes. Yet, even the lowest priced 
fixtures in the line are genuine Crane- 
Quality throughout—give both you 
and your customers maximum dollar 
value. These are reasons why many 
of the most successful low-cost hous- 
ing developments are completely 
Crane-Equipped. 

Convince yourself that Crane-Equip- 
ment can help you sell your proper- 
ties faster—at better profit. Visit your 
local Crane Display Room. 


GENERAL OFFICES 
MICHIGAN AVE., CHICAGO 


PIPE 
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Quorter size details show 
standard Kawneer mouldings 
used on these fronts. Many 
useful shapes are available, 


` UNLIMITED DESIGN POSSIBILITIES - 


with standard KAWNEER MOULDINGS! 


The two store fronts illustrated show 
how easy it is to obtain striking ef- 
fects with a few of the many standard 
Kawneer mouldings and shapes, avail- 
able in aluminum, bronze and stainless 
steel. Such mouldings may be used 
alone, or in a wide variety of combina- 
tions—offering the designer great free- 
dom in the development of his ideas. 


In the Kawneer front above, Shape 
No. 7037 (face piece of tho Kawneer 
Concealed Awning Bar) has been used 
AVAILABLE to form an unusually attractive cornice 
and light box. In the store front shown 
at right, Shapes No. 7076-B, 7073, 7074, and 7075 have been 
can ised very effectively in combination. 


PLATE GLASS PROTECTION 


COMPLETE 


' SCALE DETAILS 


rice 

stly Show window glass in these fronts is securely and safely held 
iced by Kawneer RESILIENT EXTRUDED SASH and BARS. This type 
ine- of sash, as well as the Kawneer Rolled Sash, provides a strong 


yet resilient grip evenly distributed along surface of plate glass 
—Íor maximum protection against glass breakage. 


PORCELAIN ENAMEL IN 27 MODERN COLORS 


K.Z.S. Architectural Porcelain Enamel also offers interesting 
Possibilities for modern design. Adaptable to all types of store 
fronts. Panels are individually suspended. 27 appealing, modern 
colors! Standard or special shapes to meet all design require- 
ments! WRITE FOR COLOR CARD AND BOOKLET. 


AC TU AL Comparisons shown 


below are taken 
from actual Gov 
ernment reports) 


WITH 2 COATS OF ASPHALT PAINT 
[7 die 
forty 3 ^" {| == moist 
DROPS OF «— AIR 
<— 


A 


/ 18519270 
DROPS OF 
WATER 
ii 
$— Moist 


OF WATER /|Ps<°S| S— air 
f ] — 


See complete results of tests at U. S. Forest 
Products Laboratory on next page. 
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is the better way to build! 


INSULATION Wood is a natural insulator—and so is Douglas 
Fir Plywood. That is why a wood handle on a coffee pot doesn’t burn 
your hand. Plywood has the added merit of providing insulation 
against zero winds as well as cold. A 5/16" panel of Douglas Fir Ply- 
wood, with an air-space, provides about the same insulation as a 7/16 
fibre insulation board. Because plywood wall lining is air-tight, it 
creates a truly dead air-space and greater room comfort. 


INSULATION VALUES (U) in B.tu.'s 
For Several Types of PLYWOOD Wall Construction 


Outside Wall 
2x4-in.studsand  5/l&in. Plyscord. Building Paper. 
air space between , Siding 

2 x 4-in. studs and 5/16-in. Plyscord. Building Paper. 
air space between Siding 
2 x 4-in. studs and 5/16-in. Plyscord. Building Pape: 
air space between urring Strips. Wood Siding 
1/2-in. Bat 
Mis. Myou Insulation 7/16-in. Exterior Plywood 
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VAPOR BARRIER Government experts and other 
scientists say that when average outdoor temperatures 
get down to 20° F., condensation may occur within walls 
and roof, especially if humidifiers are used inside the 
house. This condensation can be prevented by the use of 
Douglas Fir Plywood wallboard (Plywall), with 2 coats of 
asphalt paint on the back, or with glossy-surfaced, asphalt- 
impregnated building paper weighing 50 lbs. per roll of 
500 sq. ft. between the Plywall and studding. This forms 
a vapor barrier 7 to 10 times as effective as some materials 
which are claimed to act as “seals” against vapor and 
moisture. 


COMPARATIVE RESISTANCE OF VARIOUS MATERIALS TO 
VAPOR TRANSMISSION 
(From Tests at U. S. Forest Products Laboratory) 
NOTE: The lower the figure, the more effective the vapor barrier. 
Loss in grains per 


Material sq. ft. per hour 
A. Plywood, 1/4-in. Douglas fir, 2 coats asphalt paint ; 0.308 
B. Plywood. 1/2-in. Douglas fir, 5-ply 1.920 to 1.975 
C. Plywood, 1/4-in. Douglas fir. soybean glue, plain 3.080 to 4.920 
D. Insulating Sheathing. surface coated (asphalt both 

sides and aluminum paint on one side) 2.190 to 3.050 
E. Plaster-wood lath 7.900 
F. Insulated lath and sheathing-board type (1/2 and 

3/4 in.) 18.50 to 24.65 
G. Plaster, fibreboard or gypsum lath 14.20 to 14.90 


Vapor barriers should be 
placed on inner walls, Piy- 
fe re asphalt paint 
above) or pog r^ 
nated paper (below) an 
efiective vapor barrier. 


TM 


Nd 


-EPACEGA- 


PLYSCORD 


is the best structural s 
: of the pee grades of these big 
sheathing! panels for sheathing, sub-flooring, 
Gevernment tests at U. S. Forest 
Products Laboratory show 5/16" 


Plyscerd superior te any other forms. 
sheathing material. 


HORIZONTAL LUMBER 


25/32" FIBRE BOARDS 


I"X 4" LET-IN BRACING 


1” DIAGONAL SHEATHING 


ACOUSTICAL PROPERTIES Douglas Fir Ply- 


wood walls and partitions compare favorably with other 
standard construction from the standpoint of sound 
insulation—are definitely superior from the standpoint 
of sound deadening and sound absorption. Tests on 
Douglas Fir Plywood recently conducted at the River- 
bank Laboratories, Geneva, Ill., by Dr. Paul E. Sabine 
show that the coefficients of sound absorption at different 
frequencies are as follows: 


COEFFICIENTS 


(at various frequencies) 


128 256 512 1024 2048 

A. 1/4-in. Douglas Fir Plywood on both sides 

of 2 x 4-in. studs 3) LL .14 .12 .10 

(Face of test side varnished) 

Test No. 39-44 
B. Ditto, but with 3/4-Ib. deadening felt and 

wallpaper over plywood 35 .18 .16 nN .13 

Test No. 39-45. 

NOTE: Figures below are from "Official Bulletin of the Acoustical 

Materials Association”, June. 1939. 


128 256 512 1024 2048 


Plaster, gypsum or lime. smooth finish on lath 02 .03 .04 
Ditto. rough finish wood paneling .04 .06 .05 
Linoleum. asphalt, rubber or cork tile on con- 

crete floor .03 to .08 


GREATER STRENGTH 


Dri-Bilt with Plywood means better 
building construction through the use 


interior walls and ceilings, cabinet- 
work, exterior siding and concrete 


. Dri-Bilt homes are not only warmer, 
windproof, dustproof, vaporproof 
and quieter. They're stronger, too. 
5/16" Plyscord sheathing makes walls 
5.9 times as rigid as horizontal board 

3.0 sheathing— minimizes handling, fit- 

ting, cutting and nailing. 

For more details about Dri-Bilt con- 

struction, write Douglas Fir Plywood 

Association, Tacoma Bldg., Tacoma, 

Washington. 
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Tun Fired Automatt' 


rience that thrifty- 


tage of General Electr! 
Heating Equipment They know from exp“ 
dependable G-E home heating mmediatel appeals to houst 
hunting prospect? and, n many Cases ys the deciding factor 1" 
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This living room is floored in Bradley's "Rustic" Grade. 


'ECAUSE experience (more than 35 years of it) has taught 
us that correct seasoning is the secret of lasting good appear- 
ance... which, as you know, Mr. Contractor, is important to 
your reputation. For there's no better advertisement for your 
skill as a builder than the recommendation of a satisfied home- 
owner. 


In this matter of drying and seasoning, Bradley's methods and 
equipment have undergone constant improvement in step with 
increasing knowledge developed through practical research. 
Thus, today these processes are so conducted that the texture, 
warmth and figure natural to virgin oak, are conserved in the 
finished floors. Moisture content is determined to an accurate 
degree, minimizing the hazard of shrinking and swelling after 
the flooring is installed. 


RADLEY BRAND" Oak Plank Flooring is produced in both 
end-matched and plain end; V-joint or square-edge with plugs 
and butterflies optional in grades specified as “Clear 

nial” and "Rustic". Thickness of 25/32" is the same in all, 
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WARREN, ARKANSAS 


Bradley's "Clear" with Plugs and Butterflies 


with random widths ranging from 31⁄4” 
up to 8'. Available through local dis- 
tributors everywhere, plainly marked on 
the reverse side of each plank with the 
name "Bradley". For further information 
and literature, address: 


(V7 


BUILDING PRODUCTS 


SAVE, MONEY ®&à 
0^ 


ODAY, home owners pay for 
new homes like paying rent; for 


every 70 cents they can afford 
to pay each month, $100 worth of 
house may be bought and owned in 
20 years. 


This market places upon the builder 
the responsibility of using materials 
that serve and save; that avoid un- 
necessary upkeep costs in the future, 
and that prevent the monthly charges 
from piling up later. 


With these requirements in mind, far-sight- 
ed builders are closing contracts on a basis 
of supplying long-wearing, Carey Cork-In- 
sulated Shingles to provide roof protection 
plus roof insulation, at one cost. These 
builders are also recommending Careystone 
Siding to minimize upkeep expense; and 
they are using Carey *Rocktex" Rock Wool 
Insulation, not only to provide increased 
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YOUR CUSTOMERS. 


comfort, both summer and winter, but also 
to reduce the monthly fuel bills. 


You serve the best interests of your cus 
tomers by suggesting their use of these 
Carey Building Products; and at the same 
time you are building good will and better 
business for yourself. Send for details about 
these Carey Products. Address Dept. 10. 


] 


| 


Hi 


.. CAREY CORK-INSULATED SHINGLES 
The shingle with outside mineral 
| surface for weather protection: cork 
underside for insulation. Provides 
i roof and roof insulation for roof cost. 


Keeps homes warmer in winter— 
cooler in summer. Saves fuel. 


CAREY ROCKTEX HOME INSULATION 


Provides maximum control of room 
temperature the year ‘round. Will 
not shrink, bulge, rot or burn. Vermin 
and termite proof. Available in Bat. 
Wool. and Granulated forms. 


THE PHILIP CAREY COMPANY - LOCKLAND - CINCINNATI, OHIO 


CAREYSTONE SIDING and SHINGLES 
Made of asbestos and cement Fire- 
proof, rot-proóf, wedr-prooL Never 
needs paint protection öt ótfiet up- 
keep. Available in Thatch Butt and 
Wave Line Units, in random widths. 


yr 
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PRECISION-B 


CONTROLLED COSTS mean 
ASSURED PROFITS 


poe N YOU have complete control 


of your construction methods—and 
your costs— you are always sure of profits 
And that's just what the Precision-Built 
method offers the contractor. 


000 of Precision-Built Homes, al 
i rected, prove that this is the on« 
|, thoroughly tested, profitable method 
construction. You use local labor; 

rd quality materials bought from 

r i| lumber dealer. You give your 

r all the economies expected fron 
rication, yet the house is completc 

own. You work with your local 

1 ect or with our architect-designed 


te Big Sheets (up to 8' x 14 
piece, crackproof walls 


mcan once- 


TOMORROW'S HOMES tells the full story 
of the Precision-Built method, shows how 
all its advantages have been made possible 
—how you are sure of your profits in ad- 
vance. This book, written after 15 years of 
research, tells how to sell, fabricate and 
erect houses— in 17 to 30 days. The book 
contains more than 300 pages and is fully 
illustrated. It includes a complete and accu- 
rate estimating system — with area, lineal 
foot and cubic yard tables from 1'0" x 1'0” 
to 50' x 50' 

[his valuable new book priced at $10 per 
copy-is privileged to established builders 
at $5 per copy. Write today —to be certain 
of your copy. Homasote Co., Trenton, N.] 


Outstanding architects acclaim Homasote the 
perfect surface f paper or paint 


, > -——— uw - - 


| davs from f tí ished ho 


, > E 2 
Precision-Built construction starts in the shop 
where all lumber is pre-cut 


W all and partition units are framed from work 
ing drawings, with doors and windows integral 


Complete sections are delivered by truck to 
the location 


In 2 hours all partitions are up; the job is ready 
for roofing with pre-cut rafters 
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NU-WOOD|! 


OMPARE Nu-Wood with other types of 
C insulating interior finish and you'll soon 
know why builders prefer Nu-Wood. For 
Nu-Wood has the STYLE that others try vainly 
to duplicate . . . the exclusive charm of appear- 
ance that people want for their homes today. 

And Nu-Wood Interior Finish gives you 
more opportunity to capture the home buyer's 
interest . . . to attract him more strongly to 
the homes you build. That's because Nu-Wood 
has a combination of quality features and ad- 
vantages not duplicated in other interior finish 
materials available on the market today. 
Nu-W ood creates interiors of outstanding dis- 
tinction . . . provides that "different" appear- 
ance which is such a big advantage in giving 
you the edge on competition. Only Nu-Wood 
is "like" Nu-Wood. Yet Nu-Wood, with all its 
advantages is low in cost . . . easily applied. 


WOOD CONVERSION 
COMPANY 


Dept. 119-12, First National Bank Bldg., St. Paul, Minn. 


WOOD CONVERSION COMPANY 
Dept. 119-12, First National Bank Bldg., St. Paul, Minn 
Gentlemen: Please send me information and illustration on Nu- Wood 
or C New Construction (O Remodeling 


Name 


Ad dress 


City 
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More Interesting Colors 


Others have tried vainly to duplicate the soft subtle colors of 
Nu-Wood...available in seven shades, to fit every decorative 
need and taste. Nu-Wood colors are always appropriate. 


More Charm of Texture 


No other interior finish has the texture of Nu-Wood ...a 
texture not too pronounced, yet not too faint . . . outstand- 
ingly beautiful and appealing. Another exclusive Nu-W ood 
advantage that helps you sell homes. 


A Pattern Combination for Every Purpose 


Nu-W ood is available in tile, plank and board. In addition, 
Nu-W ood Wainscot, with its unique texture and better- 
wearing qualities, adds still further to the almost endless 
variety of pattern combinations obtainable with Nu-W ood. 


Kolor-Trim Moldings 


Only Nu-W ood offers you these pre-decorated wood mold- 
ings—available in glowing shades of color to harmonize 
with Nu-W' ood interior finish, and in a number of pat- 
terns. Kolor-Trim moldings make the interior decorating 
ob complete. 


Nu-Wood Sta-Lite 
A high light-reflecting Nu-Wood product with 74% light 
reflection. Sta-Lite actually grows lighter with exposure... 


ties in with the "better sight" movement. Available in tile, 
plank and board. 


Minn. 


ood 


Anne 


INTERIOR FINISH 


Superior Utility in Nu-Wood 


Nu-Wood Insulating Sheathing 


Here's a sheathing with an entirely 
new type of surface treatment, provid- 
ing a better and more efficient mois- 
ture barrier—a coating which does 
not foul or clog tools. In this sheath- 
ing all the high original insulating 
value of Nu-Wood is preserved. In 
addition, Nu-Wood Sheathing is ex- 
ceptionally wind-proof—offering 
greater bracing strength and rigidity. 
Itis available in large units with square 
edges or 2'x 8’ with shiplap edges. 


Nu-Wood Insulating Lath 


An insulating lath that takes plaster 
readily and holds it with a lasting 
grip. Plaster cracks are reduced to a 
minimum. Dirty lath marks are elimi- 
nated. The superior V-joint assures a 
continuous unbroken insulating and 
plastering surface—trowel pressure 
does not open a gap at the joint. 
Assure customer satisfaction with 
Nu-Wood Insulating Lath—available 
in 4" and 1” thicknesses in standard 
sizes. Mail the coupon for details. 


HZ a way to demonstrate to your- 
self the tough, elastic properties of 
white lead paint. 


Brush a layer of this paint on a piece of 
glass. 


Let it dry — and then peel it off. 


The white lead film will be tough, elastic 
— rubbery. You can actually 
stretch it, fold it, bend it. 


You'll see why it gives with 
every change in weather, why 
it doesn't crack and scale and 
keeps moisture away from wood. 
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Of course you knew all this from your 
experience. 


But here you have a proof of the pudding 
before the eating — a definite, tangible 
demonstration you can see, feel and 


understand. 
[ e e 


We shall be glad to send the booklet, “What to 
expect from white lead paint," upon request. 


LEAD INDUSTRIES ASSOCIATION 
420 Lexington Avenue, New York, N. Y. 
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INSULITE 
Ghe ORIGINAL 


WOOD FIBRE 
STRUCTURAL INSULATION 


THE PIONEER IN THE INSULATION FIELD 
1914-1940 
Wien, in the summer of 1914 just at the beginning of World 
War No. 1, the Minnesota and Ontario Paper Company introduced 
INSULITE, the original wood fibre building board, it started a 
new era in building which has spread to the far corners of 
the globe. Lok-Joint Lath fits directly to the house studs 
INSULITE has always led the way. se m 
Year by year INSULITE engineers have solved building 
problems with these modern building materials. 


A quarter of a century of hard usage under every conceivable 
condition has proven INSULITE'S durability and adaptability 
in solving problems of insulation, acoustics, decoration, upkeep 
and permanent investment. 

If you are a modern builder — and we know you are — let 
INSULITE help you. Re-check your files today. See that your 
samples and specifications are complete. Feel free to write us. AE AEA iu yet tg t a 
Ihe Insulite Company, Dept. AB129, Minneapolis, Minnesota. ioe E E E 


ing room 


Smoothcote ceiling and Graylite Plank walls Insulite materials made this cafe modern as A happy combination for an amusement room! 
ried out perfectly the cottage style of this tomorrow. The ceiling is Ins-lite Tile Board, Graylite Plank walls and pl Graylite w 
eakfast nox walls are plain Ins-lit scoting. Ins-lite covers the ceiling 


INSULITE PRODUCTS INCLUDE: 
i Insulite Interior Finishes: 


INS-LITE + GRAYLITE 
ACOUSTILITE « SATINCOTE 
NS MINNESOTA SMOOTHCOTE e HARDBOARDS 


MANDO) Structural Insulite: 


LOK-JOINT LATH 
BILDRITE SHEATHING 


THE ORIGINAL WOOD FIBRE STRUCTURAL INSULATING BOARD 


MINNEAPOLIS 


V 
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after job. winter or summer 


this contractor makes 
profitable savings 


When M. €. Foy & Son, used Lehigh Early Strength Cement for winter- 
time concrete in the Wolcott Bldg., Hutchinson, Kansas, quick curing 
reduced their normal costs by $1500. Since then, winter and sum- 
mer, they have continued to profit by the cost cutting ability to get 
service strength concrete in one-third to one-fifth the usual time. A 
notable summer job was the Little River High School and Grade 
School—here savings came from reduced working time, lower form 
costs, continuous working schedule, and lower overhead. 


Here is news of another Foy job done in midwinter. On the Hutchin- 
son Junior College, using Lehigh Early Strength Cement, heat pro- 
tection costs were materially reduced. Forms were stripped in 12 to 
16 hours. This eliminated idle waiting time, permitted continuous 
construction, and delivered the job 3⁄2 weeks sooner. Overhead costs 


were reduced $800. 


Whether the job is large or small, these same relative savings result. 
At any season, Lehigh Early Strength Cement produces concrete with 
a 24-hour strength equal to that of normal cement at 7 days, when 
used under similar conditions. Use it this winter for economy and 
safety—it quickly cures beyond the danger of freezing. Use it at any 
time for the time and money savings you can make. It also makes 
better, denser concrete. 


LEHIGH PORTLAND CEMENT COMPANY 


Allentown, Pa. Chicago, Ill. Spokane, Wash. 


HUTCHINSON JUNIOR COLLEGE, Hutchinson, Kansas 
ARCHITECTS: McCrackin & Hiett, Hutchinson, Kansas 
CONTRACTORS: M. C. Foy & Son, Hutchinson, Kansas 


Lehigh Early Strength Cement was used for all concrete in the 
structure. For sidewalks and drives, reduced curing time was 
of no advantage and Lehigh Normal Cement was used. 
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Loon: KIMSUL 
is usually a 


“One Man Job” 


Kimsul* comes in various widths 
to fit openings between studs. No 
preliminary measuring or cutting 
to do. Side-walls are insulated in a 
single operation by nailing one end 
of a Kimsul blanket to the top plate 

. . expanding until the stitches are 
taut . . . then securing at bottom. 


rican Builder, 
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As these photographs show, no special tools, nor 
| Y special skill are required to apply Kimsul. A sav- 
sh. ing in construction costs which you can't afford 
to overlook! But even more important, Kimsul 
Js - 
the ads: 


WINTER AND Seuarey 


fas 


Ask for these 
JINSULATION BOOKS 


M “Controlled Insulation Value" 
F and “Greater Comfort" contain 
many facts about building 
insulation. If you have not re- 


ceived your copies, E 
mail coupon today. / ) 


INS 


K 


L 


7 5 lanket 
VION 


fb a 
SULA 


Even sloping roofs are 
easy to insulate with 
Kimsul. All that is re- 
quired is to fasten an ex- 
panded blanket to the 
rafter plate, pull taut to 
the ridgepole, and nail. 


Piping and wiring 
cause no difficulty in a 
Kimsul installation — 
because, being flexible 
as cloth, Kimsul can 
be drawn around cor- 
ners and woven thru 
or under pipes or wires. 
Even an inexperienced 
man can install a snug 
job that is free from 
heat leaking joints. 


applied this easy way provides as perfect a job 


as you or your customer could ask for! One in 


which heat leaking joints are minimized . . . in 
which the continuous unbroken blanket, essen- 
tial to real efficiency, is obtained. 


* Reg. U.S. & Can. Pat. Off 


KIMBERLY-CLARK CORPORATION (Kimsul Division), Neenah, Wis 
Established 1872 
NEW YORK, 122 East 42nd St CHICAGO, 8 South Michigan Ave 


Mail me copy of 


booklet describing Nome 

Kimsul, also a full 

sized sample Address 

City County State 
PLEASE CHECK: ARCHITECT BUILDER [] DEALER 
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Holds tor building! 


Business is better. Freight car loadings, steel output, 
power production and other indices say so. Increased 
national prosperity is on the way. What will be the 
building industry's share in 1940? 

This year 315,000 new single-family dwellings will 
be erected. The 1929 total was 316,000 new single- 
family dwellings. Residential construction in 1940 is ex- 
pected to run ten to fifteen percent ahead of this year. 

The building industry will enjoy a 
sizable share of increased national 
prosperity in 1940. It will be re- 
sponsible for much of that pros- 
perity through increased employ- 
ment, the manufacture and distri- 


AND BUILDING AGE 


AMERICAN BUILDER 


bution of building materials and equipment. 

The January AMERICAN BUILDER—1939 Review 
and 1940 Forecast—will present the who, what, when. 
where and why of the building outlook. All indica- 
tors show that building is on a long-overdue upswing. 
This means that 1940 advertising and promotion cam- 
paigns in AMERICAN BUILDER will be addressed to 
an expanding market. 

Advance proofs of the AMERI- 
CAN BUILDER 1939 Review and 
1940 Forecast will be sent to manu- 
facturers of building products, and 
those who plan their advertising. 
on request. 


A Simmons-Boardman Publication 


ABP 
Chicago, Illinois 


105 W. Adams Street 


30 Church Street ABC 


New York City 


THE WORLD'S GREATEST BUILDING PAPER 


FIL ees o TES8! A2 2- | 
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WHAT DO 
YOU EXPECT? 
IT'S A 


STUCCO 


A FACTORY-PREPARED STUCCO 
IS PREFERABLE 


STUCCO- 
"MADE WITH 


HAT A DOGGY 
HOSPITAL: 


For this modern animal hospital at Mane 
hasset, N. Y., exterior and interior walls 
are of factory-mixed Mohawk Stucco, made 
by C. A. DeLevante, Rockville Center, 
N. Y., with Atlas White portland cement. 
Architect, Arthur Coote; contractor, Peter 


McBride—both of Great Neck, N. Y. 
eee OE T ons 


onan pu 


Au LL 1l 


YE ... Long Island, N. Y., household pets can now 
boast of having the swankiest hospital in the coun- 
try! This modern, distinctive-looking building in met- 
ropolitan New York has been finished inside and out 
with Mohawk Stucco—made with Atlas White portland 
cement, Why ? Because stucco fits in so well with mod- 
ern architecture . . . because it's so remarkably econom- 
ical in first cost and upkeep. 

It can pay you, too, to take advantage of the out- 
standing features of stucco. Use it—either completely 
or in conjunction with other materials —on your next 
job —no matter what it is — animal hospital, imposing 
office building, or friendly home. You'll find stucco 
made with Atlas White cement . 


... provides a sturdy, fire-safe and weather-resistant 
outside finish . . . can be successfully applied in a wide 
range of colors and textures . . . is low in first cost and 
needs practically no upkeep . . . endures in any climate. 


Universal Atlas Cement Co. (United States Steel Cor- 
poration Subsidiary), Chrysler Building, New York City. 
AB-8-5 


PORTLAND 
“CEMENT 


" 


19 
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A JOB WORTH DOING 
IS WORTH DOING WELL! 


SATISFACTION + e « à door that hangs 


straight and true . . . hinges that stay carefree ... a lock Stanley 241 


that clicks to a perfect fit . . . you get them all with the Standard Of The 
World For Over 


third hinge on every door! Fify Yearss 


Wood warps! Doors will bow out! The small invest- 
ment for the third hinge will pay for itself many times 


over. The Stanley Works, New Britain, Connecticut. 


STANLEY 


Trade Mark 


HARDWARE FOR CAREFREE DOORS 


| 


| 


| 
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HEAT, COLD, MOISTURE...LOCKED OUTSIDE 
FINEST BOARD | EVER TRIED! 


GOLD BOND INSULATION SHEATM- 
NG: Made from tough wood 
fibres. Asphalt coated for ex- 
tra moisture protection. Alu- 
minum painted for reflective 
insulation. Shiny surface 
stops radiant heat. Tiny air 
cells insulate against con- 
ducted heat. Large strong 
panels cost no more than or- 
dinary wood sheathing. 


SMART, LIGHTWEIGHT...NO FEATURES LOST 
THEY DO 4 JOBS AT ONE LOW COST 


GOLD BOND INSULATION 
BOARDS: Board, plank or 
tile, in three surface finishes. 
Variegated blends in plank 
and tile. Insulate, decorate, 
absorb sound, cut room-to- 
room noise. Lightweight, 
sturdy, made from southern 
hardwoods—no waste ma- 
terials. Applied quickly right 
over old walls and ceilings. 


old Bond 


WALL & CEILING PRODUCTS 


T 


HERE'S THE LINE OF INSULATION 
THAT'S SWEEPING FAST ACROSS THE NATION 


BIG, WIDE PANELS GO UP FAST, 
TOUGH AND RIGID...BUILT TO LAST 


GOLD BOND INSULATION 
LATH : Multi-Seal processed 
against moisture. V.lap 
joints on long edges. Bev- 
eled all around for extra plas- 
ter thickness over joints. 
Big, sturdy panels, quickly 
applied, insulate against 
heat and cold, cut room-to- 
room noise. Supplied with 
or without special metal 
reinforcing on the edge. 


GOLD BOND ROCK WOOL: 
Fire-proof, lightweight, 
vermin proof, moisture 
resistant, permanent. 
Supplied in batts, gran- 
ulated or loose. 


THIS STRONGER LATH AND BETTER WOOL 
KEEP YOUR PROFITS RUNNING FULL! 


GOLD BOND GYPSUM LATM 
with Aluminum Foil: 
A permanent, insulat- 
ing plaster base. Com- 
bines reflective insula- 
tion with fireproof gyp- 
sum lath, 


OUR INSULATION DIVISIO 
on any insulation proble 


roducts best suited to you 
rom your local Gold Bond representative. 


NATIONAL GYPSUM COMPANY, BUFFALO, N. Y. 


N will be glad to answerinq 
ms, and recommend Gol 


uiries 


id Bond 
f job. Samples may be obtained 
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WHERE CAN YOU FIND WINDOWS 


f 
So Attractive at Such Low Cost: 


Note carefully the clean, trim lines of the 


Fenestra Steel Casement Windows in this 
s 
„Fenestra Casement 


low cost house—the beauty which attracts 
ts. 
save installation cos 


buyers both from the outside and the inside. 
They add 43% more day- 


Think of the added comfort— easier open- 
ing, safer cleaning, more daylight, better 
ventilation, superior weather-tightness, better 


screens, etc. Realize the economies of lower 


Light. They help "9 


interest prospects: 


first cost and lower upkeep ...Mail the 


coupon—get the facts on why there's a big 
rush by builders to Fenestra. 


Senes tra 


Detroit Steel Products Co 

2250 E. Grand Boulevard, Detroit, Mich 

Please send free literature, as follows 

New Portfolio of plates by Architects for 
Builders, illustrating “Window Ideas” for 
Colonial House 


BONDERIZED 


New Fenestra Catalog of Residence Case 
ments 
N 
STEEL CASEMENTS +e 
s 
INSIDE INSULATING WINDOWS... INSIDE SCREENS City 


| 


